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Friday, June 13, 2014
Q # Question Answer

NOTE:  RESPONSE TO QUESTION 3 WAS CUT OFF.  ADDITIONAL INFO IS HIGHLIGHTED IN YELLOW.

6

Will DelDOT consider adding Calendar Days to the above contract?  
We feel that 30 Calendar days is insufficient time to perform the 
contract based on the following schedule:

Recycling             10 days +/-
Recycling Cure   7 days +/-
Conc. Paving       5 days +/-
Prep Paving         5 days +/-
Asp. Paving         10 days +/-
Topsoil/Seed      5 days +/-
Perm. Striping     2 days +/-
                              44 Working Days=62 Calendar Days  OR best case 
scenario we overlap by performing work during the Recycling Cure 
(44 working days – 7 working days = 37 working days or 52 Calendar 
Days)

Yes. Addendum No. 3 will be issued to revise the 30 calendar days to 
65 calendar days.
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Q # Question Answer
Thursday, June 12, 2014

NOTE:  RESPONSE TO THE FOLLOWING QUESTION HAS BEEN MODIFIED:  QUESTION 1.
Tuesday, May 27, 2014

5

On Andrews Lake Road, it has to be done in 3 segments, must it be 
completed with wearing surface before FDR will be allowed on the 
next section?

Yes, the wear surface must also be completed. The location note was 
revised to clarify the intent and is addressed in Addendum No. 2. 

Wednesday, May 21, 2014

4

The fixed flagger rate is set for $47.20/per hour(743051), and OT rate 
is set for $68.44/hr (743063).  The prevailing wage for flagger pay is 
$38.68.  The cost for the flagger with taxes/insurance/OH is 
$55.38/per hour, leaving the contractor at a loss.  I do not believe the 
bid documents took into account the new prevailing wage rates vs the 
fixed rate.  

The flagger rates are to be competetively bid.  See Addendum No. 2. 
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3

What is the weight limit of the bridge, and will it be waived for 
construction traffic? 

This bridge is currently rated for the legal load limit for Delaware 
roads. For additional info see table below…as copied from the 
DelDOT policy for Oversize/Overweight Hauling Permit Policy and 
Procedures Manual.     2.4 Weight 
2.4.1 A permit is required if the Gross Vehicle Weight (GVW) 
exceeds the limits imposed by statute as shown in Table 2.1. Vehicles 
that do not exceed GVW but do exceed individual axle weight(s) 
show in Table 2.1 will require a permit. DelDOT Bridge Management 
Section and Materials and Research Section will automatically review 
permits with an individual axle weight at or greater than 25,000 
pounds. Analysis may occur at a lower weight on a case-by-case 
basis. The permittee is responsible to effectively distribute a load or 
reduce the overall weight below this axle limit, as necessary, to lessen 
the higher live load forces overstressing state structures. 
Table 2.1 
Table of Maximum Gross Weights 
ALL ROADS EXCEPT THE INTERSTATE  THE INTERSTATE 
SYSTEM 
22,400 lbs. per single axle  20,000 lbs. per single axle 
40,000 lbs. per tandem axle  34,000 lbs. per tandem axle 
2 axle vehicle: 40,000 lbs. maximum  2 axle vehicle: 40,000 lbs. 
maximum 
3 axle vehicle: 65,000 lbs. maximum(1)  3 axle vehicle: 54,000 lbs. 
maximum(2) 
4 axle vehicle: 73,280 lbs. maximum  4 axle vehicle: 74,000 lbs. 
maximum(2) 
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3

5 axle vehicle: 80,000 lbs. maximum  5 axle vehicle: 80,000 lbs. 
maximum 
Bridge Formula applies to all axle configurations 
Notes: 
1) A vehicle equipped with 3 axles, having each of the 3 axles 
equipped with 2 hubs, with a power brake on each hub, shall not 
exceed a total gross weight of 65,000 lbs.; provided, however, that it 
shall also be lawful to operate such a vehicle to and from any 
construction site in this State when the total gross weight does not 
exceed 70,000 lbs.; and it shall also be lawful to operate such a 
vehicle containing agricultural products when the gross weight, 
including vehicle and load does not exceed 70,000 lbs.; provided 
further that an annual fee of $100 per vehicle be levied for the use of 
this extra weight capacity.  2) Refer to Part 3. PERMIT 
DESCRIPTION & PROCEDURES, 3.2 Types of Permits 3.2.1.9 and 
3.2.1.10 for overweight hauling permit details. 

2

On location #3, Andrews Lake Rd, is the stabilization to skip any 
areas by the lake?  

Yes. This is addressed in Addendum No. 2.  

Friday, May 16, 2014

1

DelDOT needs to review the flagger rate for Kent County based on 
the 2014 prevailing wage rates. It appears that the rate was not 
updated to reflect the 2014 laborer rate in the wages.

The flagger rates are to be competetively bid.  See Addendum No. 2. 
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