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LOCATION MAP

Location I: Indian Mission Rd RT 23 from RT 24 to RT 9
Location 2: Kings Hwy from Microsurfacing Joint to Theodore Fre

Location 8: Holly ville Rd from Harmons Hill Rd to RT 24
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LOCATION MAP

rd St
[5321)

Location 3: Park Ave (5318} from Park Ave (S318A} to S. Bedf
Location 4: Park Ave (S318A} from Park Ave (S3 18} to Park Ave

Location 5: Park Ave (5321) From Park Ave (S318A) tp Lewes Georj etown Hwy
Location 6: Sussex Pines Rd from Zoar Rd to Woods Brand

Location 7: Springfield Rd from Park Ave to RT 30
Locations: Zoar Rdfrom S. Bedford Stto Woods Branch
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GENERAL CONTRACT PLAN NOTES

RE VISED 7/11
GENERAL

1. CONSTRUCTION OF THIS CONTRACT SHALL CONFORM TO DELAWARE
TRANSPORTATION STANDARD SPECIFICATIONS DATED AUGUST 2001
SUPPLEMENTAL SPECIFICATIONS, THE SPECIAL PROVISIONS, THE
CONSTRUCTION DETAILS, DELAWARE MANUAL ON UNIFORM TRAFFIC COT
PLANS.

DEPARTMENT OF
AS AMENDED BY THE

OST RECENT STANDARD
TROL DEVICES AND THESE

2. THE PURPOSE OF THIS CONTRACT IS TO MAKE GENERAL IMPROVEMENTS
WITHIN THE DISTRICT HEREIN SPECIFIED. DEPENDING ON FUND AVAIL,
RESERVES THE RIGHT TO ADD OR DELETE LOCATIONS AND/OR QUANTITIES
LOCATION OR QUANTITY ADDITIONS OR DELETIONS SHALL NOT BE CAUSE
DECREASE IN ANY CONTRACT UNIT BID PRICES. NO ITEM PRICES ARE TO
EITHER AN INCREASE OR DECREASE IN QUANTITY USAGE RESULTING
DELETIONS.

TO ROADS AND/OR STREETS
BILITY, THE DEPARTMENT
FOR THIS CONTRACT. SUCH

FOR AN INCREASE OR
BE RENEGOTIATED DUE TO
ROM SAID ADDITIONS OR

3. THE CONTRACTOR SHALL PROVIDE ALL RESIDENTS AND BUSINESSES
WORK ZONE A MINIMUM 48 HR. PRIOR WRITTEN NOTICE FOR THE START OF
NOTIFICATION SHALL INCLUDE THE SCOPE OF WORK, WORKING HOURS
COMPLETION DATES, CONTRACTOR NAME & ADDRESS, AND DELDOT CONT
GIVE PROPER NOTICE WILL RESULT IN A SUSPENSION OF WORK REQUIRING
NOTICE IS PROVIDED. ACCESS TO ALL BUSINESSES AND RESIDENCES W
SHALL BE MAINTAINED THROUGHOUT THE DURATION OF THIS CONTRACT.
OF A DRIVEWAY FOR TIE-IN PURPOSES SHALL BE COORDINATED WITH
PROPERTY OWNER IN ADVANCE OF THE CLOSURE.

LIVE ADJACENT TO THE
ONSTRUCTION WORK. THIS
ANTICIPATED START AND

>kCT NUMBERS. FAILURE TO
NOTICE, UNTIL PROPER

THIN THE PROJECT LIMITS
ANY TEMPORARY CLOSURE

THE ENGINEER AND/OR

4. THE CONTRACTOR SHALL SUBMIT THE REQUIRED COPIES OF A DETAILED
AS OUTLINED IN STANDARD SPECIFICATION 108.04 PRIOR TO OR AT THE
DETAILS SHALL INCLUDE A DESCRIPTION OF EACH WORK ACTIVITY, THE
MULTIPLE CREWS OR SHIFTS, AND SCHEDULED WORKING HOURS.
CONTRACT SHALL SUBMIT TWO-WEEK (OR AS REQUIRED) "LOOK AHEAD
ENGINEER/ MANAGER NO LATER THAN NOON OF EACH THURSDAY. FAILUR
IN A SUSPENSION OF ALL CONTRACT WORK WITH TIME CHARGES CONTINUE

PROGRESS SCHEDULE (PSC)
PRBCONSTRUCTION MEETING.

PLANNED DAYS OF WORK,
DUfUNG THE CONTRACT, THE

SCHEDULES TO THE AREA
i TO COMPLY WILL RESULT
fG TO BE ASSESSED.

MAINTENANCE OF TRAFFIC

5. THE CONTRACTOR SHALL BE REQUIRED TO SHOW PROOF THAT HE
STRIPING MATERIALS ON HAND TO ENSURE STRIPING IS COMPLETED
ROADWAY TO TRAFFIC.

HAS SUFFICIENT APPROVED
PRIOR TO FULL OPENING

6. AT THE END OF EACH DAY'S OPERATION AND BEFORE TRAFFIC IS RETURNED
ROADWAY USE, TEMPORARY STRIPING SHALL BE UTILIZED AT LOCATIONS
STRIPING. TEMPORARY PAVEMENT STRIPING MUST MATCH PERMANENT
REGARDS. TEMPORARY PAVEMENT MARKINGS SHALL BE PAID AT THE A
PRICE. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING THE TEMPC
CONDITION SUCH THAT THE PAVEMENT IS PROPERLY DELINEATED AT ALL
THE TEMPORARY MARKINGS WILL BE AT THE CONTRACTOR'S EXPENSE.

TO UNRESTRICTED
'HAT REQUIRE PERMANENT

PAVEMENT STRIPING IN ALL
PLICABLE CONTRACT UNIT
>RARY MARKINGS IN GOOD
IMES. ANY REFRESHING OF
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GENERAL CONTRACT PLAN NOTES

7. ALL WORK SHALL BE PERFORMED IN A MANNER THAT WILL REASONABLY
PRACTICABLE OBSTRUCTION TO ALL ROAD USERS, INCLUDING VEHICULAR
TRAFFIC, AND SHALL CONFORM TO THE REQUIREMENTS OF THE 2011 DELAV
TRAFFIC CONTROL DEVICES, PART 6, INCLUDING ALL REVISIONS UP TO THE
FOR BIDS.

PROVIDE THE LEAST
PEDESTRIAN AND BICYCLE
ARE MANUAL ON UNIFORM
DATE OF ADVERTISEMENT

8. THE CONTRACTOR SHALL MAINTAIN ACCESS TO AND ALONG PEDESTRIAlN
DURING CONSTRUCTION. EARTH, STONE AND GRAVEL SURFACES AR
PROVIDING PEDESTRIAN ACCESS. WHERE PEDESTRIAN ROUTES ARE CLOSEI
PEDESTRIAN ACCESS SHALL BE PROVIDED USING TA-28 AND/OR TA-29 OF
ON UNIFORM TRAFFIC CONTROL DEVICES OR TO THE SATISFACTION OF
DETOUR ROUTES OR ALTERNATE PEDESTRIAN FACILITIES SHALL CONSIST
FACILITIES TO THE LEVEL OF WHICH EXISTS ON THE PEDESTRIAN ROUTE
PROVISIONS SHALL BE INCIDENTAL TO ITEM 763XXX - MAINTENANCE OF TRj

FACILITIES AT ALL TIMES
NOT ACCEPTABLE FOR

OR BLOCKED, ALTERNATE
E 2011 DELAWARE MANUAL

ENGINEER. PEDESTRIAN
OF ADA COMPLIANT
THE COST FOR ANY

FFIC.

THE

PEDESTRIAN MAINTENANCE OF TRAFFIC: THIS WORK SHALL CON
MAINTAINING AN ACCESSIBLE PEDESTRIAN ROUTE THROUGHOUT THE
ACCORDANCE WITH THE AMERICANS WITH DISABILITIES ACT OF 1990 (ADA) TITLE

1ST OF PROVIDING AND
PROJECT'S LIMITS IN

II, PARAGRAPH 35.130.

THE CONTRACTOR SHALL BE REQUIRED TO REVIEW EACH CURB RAMP
APPROPRIATE MAINTENANCE OF TRAFFIC DETAIL AND DEVICES TO THE ENGINEER
AT LEAST 2 WEEKS BEFORE CONSTRUCTION FOR REVIEW, COMMENT, AND A

LOCATION AND SUBMIT THE
FOR EACH LOCATION

PROVAL.

THE FOLLOWING CONSIDERATIONS SHALL BE TAKEN INTO ACCOUNT WHE
PEDESTRIAN MAINTENANCE OF TRAFFIC:

"I ADDRESSING ACCESSIBLE

EEALL PEDESTRIANS, INCLUDING PERSONS WITH DISABILITIES, SHALL
WITH A REASONABLY SAFE, CONVENIENT AND ACCESSIBLE PATH THAT
AS MUCH AS PRACTICABLE THE EXISTING PEDESTRIAN FACILITIES.

MAINTAIN ACCESS TO ALL BUSINESSES AND RESIDENCES AT ALL TIMES.

PROVIDE PEDESTRIAN ACCESS THROUGH OR AROUND THE WORK ZONE.
IS CHOSEN THE CONTRACTOR MUST SUBMIT THE DETOUR ROUTE TO THE)
FOR REVIEW AND APPROVAL. THE DETOUR ROUTE MUST MEET OR EXCE
CURRENT CONDITIONS.

WORK SHOULD BE PHASED SO THAT ALL AREAS OF AN
PATH ARE NOT UNDER CONSTRUCTION AT THE SAME TIME UNLESS A
PROVIDED AND IDENTIFIED.

TRAFFIC CONTROL DEVICES AND OTHER CONSTRUCTION MATERIALS
SHALL NOT INTRUDE INTO THE USABLE WIDTH OF THE SIDEWALK,
PATHWAY OR OTHER PEDESTRIAN FACILITY.

SIGNS AND OTHER DEVICES MOUNTED LOWER THAN 7 FT ABOVE THE
PEDESTRIAN PATHWAY SHALL NOT PROJECT MORE THAN 4 IN. INTO
PEDESTRIAN ROUTE.

PROVIDED
REPLICATES

IF A DETOUR
ENGINEER
3D THE

INTERSECTION/SIDEWALK
CLEAR PATH is

AND FEATURES
TEMPORARY

TEMPORARY
ACCESSIBLE

A SMOOTH, CONTINUOUS HARD SURFACE SHALL BE PROVIDED THROUGHOUfT
WIDTH OF THE PEDESTRIAN ROUTE THROUGHOUT CONSTRUCTION. THER
VERTICAL ELEVATION CHANGES GREATER THAN % IN. IN GRADE OR TE
TRIPPING OR BE A BARRIER TO WHEELCHAIR USE.

THE ENTIRE LENGTH AND
SHALL BE NO CURBS OR

RAIN THAT COULD CAUSE
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GENERAL CONTRACT PLAN NOTES

9. AN AMERICAN TRAFFIC SAFETY SERVICES ASSOCIATION (ATSSA) CERTIFIED
SUPERVISOR SHALL BE REQUIRED FOR ALL LOCATIONS SPECIFIED IN THE C
THE CERTIFICATION CARD FOR THE ATSSA TRAFFIC CONTROL SUPERVISO
THE PRECONSTRUCTION MEETING. THE PAPER CERTIFICATE IS NOT ACCEPT/

TRAFFIC CONTROL
5NTRACT PLANS. A COPY OF
I SHALL BE SUBMITTED AT
BLE.

PAVEMENT MARKINGS

10. AT THE PRECONSTRUCTION MEETING, THE CONTRACTOR SHALL SU
(INCLUDING BUT NOT LIMITED TO EXISTING STRIPING LENGTHS, LANE AN
LANE LENGTHS, LOCATIONS OF STOP BARS, TURN ARROWS, CROSSWALKS
THAT DEPICT THE EXISTING PAVEMENT MARKINGS FOR EACH PROJECT L
WILL BE REVIEWED BY THE DEPARTMENT'S TRAFFIC SECTION TO DETERMI
FINAL PAVEMENT MARKINGS ARE REQUIRED. FINAL PAVEMENT MARKINGS
EXISTING PATTERNS UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

MIT DETAILED DRAWINGS
• SHOULDER WIDTHS, TURN

AND RAILROAD CROSSINGS)
CATION. THESE DRAWINGS
IE IF ANY CHANGES TO THE

SHALL CONFORM TO ALL

THE DEPARTMENT WILL PROVIDE STRIPING LAYOUT AT LOCATIONS WHERp
PREVIOUSLY EXISTED. IF DEPARTMENT FORCES PROVIDE STRIPING LAY
MARKINGS PREVIOUSLY EXISTED, THEN THE CONTRACTOR SHALL REIMBURSE
THE LAYOUT COSTS.

NO PAVEMENT MARKINGS
)UT ON LOCATIONS WHERE

THE DEPARTMENT FOR

UNLESS OTHERWISE DIRECTED BY THE ENGINEER, WHITE EDGE LINES
RADIUS OF ALL SIDE STREETS AND MAJOR COMMERCIAL ENTRANCES TO
CENTERLINES SHALL BE CONTINUOUS AROUND MEDIAN ISLANDS. ALL DOt
SHALL BE PLACED IN A 5-6-5 CONFIGURATION (2 EACH, 5" YELLOW STRIPES
CONTRACT.

SHALL WRAP AROUND THE
TANGENT POINT. YELLOW
BLE YELLOW CENTERLINES
VITH A 6" GAP BETWEEN).

11. ANY ERRONEOUS MARKING WILL NOT BE PAID FOR AND SHALL BE
THE CONTRACTORS EXPENSE. ERRONEOUS MARKINGS OR SHADOWS
WIDTH SHALL BE REMOVED BY EITHER SAND OR WATER BLASTING AS DIRE
OTHER REMOVAL METHODS WILL BE ALLOWED. A FLAT BLACK PAINT OR
APPLIED IN THE AREA OF THE REMOVED MARKING TO MASK THE REPA|IR
PAVEMENT CAUSED BY REMOVAL OF ERRONEOUS MARKINGS SHALL BE
SATISFACTION OF THE ENGINEER AT THE CONTRACTORS EXPENSE.

COEIRECTED IMMEDIATELY AT
THA|T EXCEED ONE (1) INCH IN

TED BY THE ENGINEER. NO
DlRIVEWAY SEALER SHALL BE

ANY DAMAGE TO THE
REPAIRED / REPLACED TO THE

12. STOP LINES "BARS" SHALL BE INSTALLED IN ACCORDANCE WITH
DELAWARE MUTCD.

13. ALL CROSSWALKS SHALL BE INSTALLED IN ACCORDANCE WITH S
DELAWARE MUTCD.

iCTION 3B.16 OF THE 2011

ACTION 3B.18 OF THE 2011

TRAFFIC SIGNAL NOTES

14. TRAFFIC DETECTION LOOPS SHALL BE PLACED IN THE FINAL WEARING S
DIRECTED BY THE ENGINEER.

RFACE UNLESS OTHERWISE
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GENERAL CONTRACT PLAN NOTES

15. TRAFFIC DETECTION LOOPS THAT ARE CURRENTLY 5'x7' SHALL BE REPLA
6'x& AT THE SAME LOCATION. STOP BAR DETECTION LOOPS SHALL BE THI
EXISTING, AND SHOULD BE PLACED STARTING TWO FEET BEHIND THE STC
DIRECTED BY THE ENGINEER. IF SEPARATE SIGNAL PLANS HAVE BEE
SUPERSEDE THIS NOTE.

:ED WITH LOOPS THAT ARE
SAME SIZE AS CURRENTLY
> BAR, UNLESS OTHERWISE

DEVELOPED, THE PLANS

PROJECT

16. UNLESS SPECIFIED, OVERLAY WIDTHS SHALL MATCH EXISTING WIDTHS.

17. THE COST OF CLIPPING BACK THE EDGES OF THE ROADWAY, SHOUL
UNPAVED DRIVEWAY ENTRANCES, PICKING UP AND DISPOSING OF WASTE AND
CLEANING THE EXISTING PAVEMENT PRIOR TO OVERLAY SHALL BE INCIDENTAL
PREPARING UNPAVED DRIVEWAY ENTRANCES BEYOND THE FIRST 3' SHALL
APPROPRIATE CONTRACT ITEMS: 202000 AND/OR 30200X.

ERS, AND THE FIRST 3' OF
EXCESS MATERIAL, AND

TO SECTION 401( ).
BE PAID UNDER THE

18. BUTT JOINTS SHALL BE PLACED AT ALL INTERSECTING HOT MIX
LOCATIONS AS DIRECTED BY THE ENGINEER. BUTT JOINTS AT DRAINAG
RESURFACED SHALL BE AS PER THE INCLUDED PLAN DETAIL OR LOCATIO
PRIOR TO THE DAY OF THE PAVEMENT OVERLAY SHALL BE RAMPED WITH
AREAS, THERE WILL BE NO SEPARATE PAYMENT FOR BUTT JOINTS. AFTE
TRANSVERSE VERTICAL DIFFERENCES, RAISED EDGES OF MANHOLES, CA
BOXES, ETC...SHALL BE RAMPED WITH HOT-MIX TRM AT A 20:1 OR FLATTE
THE ROADWAY TO TRAFFIC. PAVEMENT MILLINGS WILL NOT BE ALLO
MATERIAL.

ROADS AND ANY OTHER
STRUCTURES NOT TO BE
NOTES. BUTT JOINTS CUT

HOT MIX TRM. IN MILLING
I PAVEMENT MILLING, ALL
CH BASINS, WATER VALVE
I SLOPE PRIOR TO OPENING
fED FOR USE AS RAMPING

19. TAPER MILLING IS INTENDED FOR MILLING IN THE AREA OF FIXE
GUARDRAIL, ETC.) THE MILLED DEPTH AT THE STRUCTURE SHALL BE TH
OVERLAY AND 0" AT A DISTANCE OF +/- 6'/2' FROM THE STRUCTURE. TjIE
PAYMENT PURPOSES IS THE AVERAGE OF THE TWO DEPTHS.

STRUCTURES (I.E. CURBS
DEPTH OF THE PROPOSED

COMPUTED DEPTH FOR

EY

20. ALL MILLED MATERIAL SHALL REMAIN THE PROPERTY OF THE
STATED.

21. EXCAVATION FOR P.C.C. CURBS, SIDEWALK OR VALLEY GUTTER SHALL
PRICE FOR THESE RESPECTIVE ITEMS. EXCAVATED MATERIAL, NOT NEEDED
REMOVED FROM THE CONTRACT AT THE CONTRACTORS EXPENSE. ITEM
USED AS BACKFILL MATERIAL FOR CURB AND SIDEWALK AS DIRECTED
SHALL BE SCREENED/SIFTED SO AS NO MATERIAL GREATER THAN .5" IS P
FOR BACKFILL. AT EACH LOCATION, BACKFILLING SHALL BE PERFORMED
REMOVAL OF FORMS FOR CURB OR SIDEWALK WORK. COMPLETE RESTO
AND REMOVAL OF ALL MATERIALS FOR CURB & GUTTER OR SIDEWALK; SE
AND PARGING OF CATCH BASINS, SHALL BE COMPLETED WITHIN !
COMPLETION OF THE ITEM OF WORK. FAILURE TO COMPLY WILL RESUL
OTHER CONTRACT WORK WITH TIME CHARGES CONTINUING TO BE ASSESSED

CONTR \CTOR UNLESS OTHERWISE

3E INCIDENTAL TO THE BID
ON THE PROJECT, SHALL BE
32XXX, TOPSOIL, SHALL BE

THE ENGINEER. TOPSOIL
lESENT IN MATERIAL USED

IMMEDIATELY UPON
IATION, TOPSOIL, SEEDING,
LING OF VALLEY GUTTERS
4 (7) CALENDAR DAYS OF

IN A SUSPENSION OF ALL

22. ALL ADJUSTMENTS SHALL BE MADE NO MORE THAN SEVEN (7) CALE
PLACEMENT OF THE FINAL COURSE OF HOT MIX UNLESS OTHERWISE APP
FAILURE TO COMPLY WILL RESULT IN A SUSPENSION OF ALL OTHER CO

>JDAR DAYS PRIOR TO THE
OVED BY THE ENGINEER.

4TRACT WORK WITH TIME
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CONTRACT NUMBER-T201206304 SOUTH MAINTENANCE
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GENERAL CONTRACT PLAN NOTES

CHARGES CONTINUING TO BE ASSESSED.

23. ALL PAVING, INCLUDING TURN LANES, SHOULDERS AND INTERSECTI
WITHIN SEVEN (7) CALENDAR DAYS FROM THE TIME THE AREA WAS MILLEI
RESULT IN A SUSPENSION OF ALL OTHER CONTRACT WORK WITH TIME CI
ASSESSED.

)NS, IS TO BE COMPLETED
FAILURE TO COMPLY WILL

ARGES CONTINUING TO BE

24. THE CONTRACTOR SHALL TAKE CARE IN REMOVING PAVEMENT AROUND
CURBS, ETC. SO THAT EXISTING PAVEMENT BEYOND THE SPECIFIED DEPTHS
DAMAGE CAUSED BY THE CONTRACTOR'S OPERATIONS MAY RESULT IN P
AT THE CONTRACTOR'S EXPENSE. THE REMOVAL AND CLEAN UP OF THE)
REMAINING AFTER MILLING OPERATIONS SHALL BE INCIDENTAL TO THE MI
OF EXISTING RAISED PAVEMENT MARKERS (RPM'S) SHALL BE INCIDENTAL TO
AND/OR RECLAMATION ITEMS.

UTILITIES, BUTT JOINTS,
IS NOT DAMAGED. ANY

ACING LEVELING COURSES
HOT MIX RESIDUE WEDGE
LING ITEM. THE REMOVAL

THE APPLICABLE MILLING

25. ALL PORTLAND CEMENT CONCRETE MUST BE RECEIVED FROM AN APP
UNLESS OTHERWISE APPROVED BY THE ENGINEER. ONLY CALIBRATE
TRUCKS WILL BE PERMITTED TO PROVIDE ON-SITE MIXTURES. THIS
OCCURRING DURING NORMAL WORKING HOURS AND NIGHTTIME RESTRICT

26. DRAINAGE INLETS, WHICH ARE 4' GREATER IN DEPTH AND ARE SLAT
STEPS INSTALLED IN ACCORDANCE WITH SECTION 708.07 OF THE STANDARD
SHALL BE INCIDENTAL TO THE UNIT PRICE BID FOR ITEM 710001.

OVED PRODUCTION PLANT
I VOLUMETRIC CONCRETE
ERTAINS TO BOTH WORK
D WORK.

D FOR REPAIR WILL HAVE
SPECIFICATIONS. PAYMENT

27. THE PORTLAND CEMENT CONCRETE USED WITHIN ITEM 701002 - ADJUST
HOLES AND ITEM 750000 - ADJUST WATER VALVE BOX SHALL CONFORM
CLASS A CONCRETE AS STATED WITHIN SECTION 503.02 OF THE
SPECIFICATIONS.

AND REPAIR EXISTING MAN
O THE REQUIREMENTS OF

DEPARTMENT'S STANDARD
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DELAWARE DEPARTMENT OF TRANSPORTATION

CONTRACT NUMBER- T201206304 PAG E 10 OF 39

SOUTH MAINTENANCE VARIOUS LOCATIONS

DETAILS SHEET

BACKFILL WITH TOPSOlL

5'(1.5m) OR MATCH EXISTING

< • ' ' *
» 4

(300mm

PORTLAND CEMENT CONCRETE 4'(lOOmrfi

GRADED AGGREGATE BASE COURSE, TYPE B 4' (iOOmoi)

OR 6' llSOmml-

<t)R 6' Il50min)«

P.C.C. SIDEWALK
N.T.S.

NOTEj 6'(150mm) CONCRETE OVER 6'(150mm) GRADED AGGREGATE TO BE USED FOR [IIIVEWAY PLACEMENT
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DELAWARE DEPARTMENT OF TRANSPORTATION

CONTRACT NUMBER- T201206304 PAG S 11 OF 39

SOUTH MAINTENANCE VARIOUS LOCATIONS

DETAILS SHEET

REMOVE AND DISPOSE OF EXISTING FRAME AND COVER AS DlRECtEO
BY OWNER IF NOT UTILIZED IN THE ADJUSTMENT.
PLACE NEW OR EXISTING FRAME AND COVER (AS REQUIRED).
TO CORRECT ELEVATION AND RECOLLAR.
NEW FRAME AND COVER (IF REQUIRED) TO BE PROVIDED BY OWNER,

REMOVE HOT MIX AND CONCRETE COLLAR
FROM AROUND MANHOLE.

IF REQUIRED. PLACE CONTINUOUS
SPLIT BRICK TO ADJUST FRAME
TO EXISTING GRADE.

ALL JQ
SHALL
CEMEN

NTS IN AOJUSIEO BRICKWORK
E COMPLETELY FILLED WITH
MORTAR.

ADJUSTING AND REPAIRING MANHOLE
N.T.S.

NOTEtMANHOLES IN CONCRETE ROADWAYS SHALL BE SAWCUT FULL DEPTH TO THE SPECIFIED
PRIOR TO ANY ADJUSTMENT BEING MADE. THE SAWCUT TING SHALL 8E INCIDENTAL 10

DIMENSION
TEM 710002.
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DELAWARE DEPARTMENT OF TRANSPORTATION

CONTRACT NUMBER- T201206304 PAG

SOUTH MAINTENANCE VARIOUS LOCATIONS

I 12 OF 39

DETAILS SHEET

LIMIT OF OVERLAY

SAWCUT-

LIMIT OF MILLING

AND OVERLAY

VARIES

LEGEND LEGEND

r /\ PROPOSED OVERLAY

|\\\\VJ — EXISTING PAVEMENT

— EXISTING PAVEMENT TO BE REMOVED

BUTT JOINT
FOR OVERLAY SECTION*

PAYMENT UNDER ITEM 761001.

•SAWCUT IS INCIDENTAL TO ITEM 761001.

r /\
KVsXNM -

PROPOSE

HOT MIX

EXISTING

HOT Ml
FOR FULL WIDTH

FULL WIDTH MILLING AND

JVERLAY

AVEMENT (TO REMAIN)

JOINT
BILLING SECTION"

PAYMENT INCIDENTAL TO I

• •SAWCUT SHALL BE PAID

!M 760XXX, MILLING.

JNDER ITEM 762001.

•NOTE: THE FOLLOWING LENGTHS ARE BASED ON THE POSTED SPEED OF THE ROADWAY:
LESS THAN 50 MPH - 20 FT (6m> PER r (25mm) OF OVERLAY DEPTH.
EQUAL TO OR GREATER THAN 50 MPH = 30 FT (9.1m) PER T (25mm) OF OVERLAY DEPTH.
AT STOP SIGNS = 15 FT (4.6m) PER I" (25mm) OF OVERALY DEPTH.

UNOFFICIAL 
WEBSITE 
COPY



DELAWARE DEPARTMENT OF TRANSPORTATION

CONTRACT NUMBER- T201206304 PAG 13 OF 39

SOUTH MAINTENANCE VARIOUS LOCATIONS

DETAILS SHEET

EDGE OF
PAVEMENT

32't 2'
T

TOPSOIL 1
COMPACTED FILL

OR IN SITU MATERIAL

CONCRETE PAVEMENTS
NOT TO SCALE

EDGE OF
PAVEMENT

71
FINAL OVERLAY-

> 1-1/4" |

32* ! 2' ̂ \L

I
< 1ST ING OR
• PAVEMENT

COMPACTED FILL
OR IN SITU MATERIAL

HOT-MIX PAVEMENTS AND OVERLAYS
NOT TO SCALE

SAFETY EDGE DETAIL
MOT TO SCALE
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DELAWARE DEPARTMENT OF TRANSPORTATION

CONTRACT NUMBER- T201206304 PAG 14 OF 39

SOUTH MAINTENANCE VARIOUS LOCATIONS

DETAILS SHEET

Section 100 Project Note:

Unless otherwise noted on the plans, the Contractor shall, as part )f his Project
Schedule, submit to the Engineer an estimate of the monthly payrt ents expected
to be received on the contract. This will be referenced as the "Mor hly Payment
Chart",

A chart in Microsoft Excel, Microsoft Word, or hand written format
acceptable for this purpose. The chart should include, as a minimUtn
the month, year, and estimated monthly payments. The total of all
monthly payments should equal the awarded contract total bid pri<

'ill be
columns for

estimated

The Engineer may request an updated "Monthly Payment Chart1
depending on the accuracy of the initial estimates and according t
needs of the Department.

his discretion,
the overall

The "Monthly Payment Chart" will not be considered a binding document by
either the Contractor or the Department and is considered solely informational.

On projects requiring CPM Schedules, the Contractor may, but is
"Cost Load" the CPM Schedule in order to generate the monthly p
estimates.

Costs to prepare and/or update the "Monthly Payment Chart" are
follows:
a. On Contracts requiring CPM Schedules and Updates, preparat

chart shall be incidental to Item 763508. Updates shall be incid
763509.

ot required to,
yment

jdressed as

>n of the initial
ntal to Item

b. On contracts not requiring CPM Schedules, the cost to prepare! land update
the "Monthly Payment Chart" shall be included in Item 763000, nitial
Expense.
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DELAWARE DEPARTMENT OF TRANSPORTATION

CONTRACT NUMBER- T201206304 PAG 15 OF 39

SOUTH MAINTENANCE VARIOUS LOCATIONS

DETAILS SHEET

RUMBLE STRIPS

PLACE 6 STRIPS CONSISTING OF 41 TAPE
OVER 61 TAPE. 4' APART. THE WIDTH OF
THE TRAVEL LANE.

PLACE 6 STRIPS CONSISTING OF 41 TAPE
OVER 6' TAPE, 6' APART. THE WIDTH OF
THE TRAVEL LANE.

NOTE:

PLACE 6 STRIPS CONSISTING OF V TAPE
OVER 6' TAPE. 8' APART, THE WIDTH OF
THE TRAVEL LANE.

EACH GROUP OF RUMBLE STRIPS
SHALL CONTAIN 6 STRIPS CONSISTING
OF 41 TAPE (748541) OVER 6" TAPE
(748542) THE WIDTH OF THE TRAVEL LANE.

PLACE 6 STRIPS CONSISTING OF 4' TAPE
OVER 61 TAPE. 10' APART. THE WIDTH OF
THE TRAVEL LANE.

VARIES

SECTION A

PLACE 6 STRIPS CONSISTING OF 4' TAPE
OVER 6' TAPE, 12' APART, THE WIDTH OF
THE TRAVEL LANE.

50

5C

10

- ONE GROUP OF
RUMBLE STRIPS

10

2 )
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 16 OF 39

LOCATION 1 S22 (INDIAN MISSION RD) FROM S24 (JOHN J WILLIAMS HWY) TO S18
(LEWES-GEORGETOWN HWY)

LENGTH 12955.524 m 42505 L.F. AADT 10708
GENERAL IMPROVEMENTS

4" CIPR, 2" WMA (76-22) OVERLAY, SAFETY EDGE (MAINLINE), 6" FUL
WMA (64-22) CARBONATE OVERLAY (SHOULDER)

COMMENTS:
Please see attached sheets for comments

DEPTH RECLAMATION, 2"

MATERIAL ESTIMATE FOR LOCATION 1
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401636 COLD RECYCLED BITUMINOUS PAVEMENT

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401801 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 64-22 (CARBONATE STONE)

401833 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

705002 P.C.C. SIDEWALK, 6"

705007 SIDEWALK SURFACE DETECTABLE WARNING SYSTEM

710002 ADJUSTING AND REPAIRING EXISTING MANHOLE

710502 ADJUSTING CATCH BASINS

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

746774 SUPPLY AND INSTALLATION OF LOOP DETECTOR WIRE

746776 LOOP DETECTOR SPLICE

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748502 RAISED/RECESSED PAVEMENT MARKER

748541 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, 4"

748542 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, 6"

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

750000 ADJUST WATER VALVE BOXES

202.00 TON

89,735.00 S.Y.

415,605.00 SY-IN

185.00 TON

405,830.00 GAL

11,286.00 TON

12,608.00 TON

240.00 S.F.

40.00 S.F.

2.00 EACH

2.00 EACH

1,715.00 TON

18,900.00 S.Y.

10.00 EA-DY

30.00 EA-DY

2,678.00 HOUR

472.00 HOUR

1,700.00 L.F.

20.00 EACH

690.00 S.F.

297,480.00 L.F.

1,380.00 S.F.

665.00 EACH

330.00 L.F.

330.00 L.F.

148,740.00 L.F.

2.00 EACH

UNOFFICIAL 
WEBSITE 
COPY



CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 17 OF 39

LOCATION 1 S22 (INDIAN MISSION RD) FROM S24 (JOHN J WILLIAMS HWY) TO S18
(LEWES-GEORGETOWN HWY)

LENGTH 12955.524 m 42505 L.F. AADT 10708
GENERAL IMPROVEMENTS

4" CIPR, 2" WMA (76-22) OVERLAY, SAFETY EDGE (MAINLINE), 6" FUL :
WMA (64-22) CARBONATE OVERLAY (SHOULDER)

COMMENTS:
Please see attached sheets for comments

DEPTH RECLAMATION, 2"

MATERIAL ESTIMATE FOR LOCATION 1
758000 REMOVAL OF EXISTING PORTLAND CEMENTCONCRETE PAVEMENT, CURB, SIDEWALK, E

760502 PAVEMENT MILLING, TAPER CUT

762001 SAW CUTTING, HOT MIX

762002 SAW CUTTING, CONCRETE, FULL DEPTH

763502 MAINTENANCE OF RAILROAD TRAFFIC

** DENOTES FIXED PRICE ITEM

14.00 S.Y.

2,595.00 SY-IN

1,970.00 L.F.

40.00 L.F.

1.00 L.S.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTA

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 18 OF 39

LOCATION 1 S22 (INDIAN MISSION RD) FROM S24 (JOHN J WILLIAMS H
(LEWES-GEORGETOWN HWY)

VY) TO S18

COMMENTS:
RECOMMENDED HOURS: 8:00AM TO 4:00PM (MONDAY TO FRIDAY) NON SUMMER

8:00AM TO 4:00PM (TUESDAY TO THURSDAY) DURING S

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (CIPR)

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME FOR ONE LIFT.

NO MONOLITHIC POURS UNLESS APPROVED BY THE ENGINEER.

)NTHS
4MER MONTHS

THIS LOCATION SHALL MEET THE TOLERANCES OF SUBSECTION 401580-RIDE
HOT-MIX PAVEMENT REQUIREMENTS, AS SPECIFIED IN THE SPECIAL PROVISI

JALITY OFUNOFFICIAL 
WEBSITE 
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DELAWARE DEPARTMENT OF TRANSPORT AT

CONTRACT T201206304

SOUTH PAVEMENT & REHABILITATION, SOUTH II-IV, 20 1 2
MAINTENANCE

LOCATION 2 KINGS HWY FROM MICROSURFACING JOINT TO RD
HWY

LENGTH 1818.132m 5965 L.F. AADT 15139
GENERAL IMPROVEMENTS

4" CIPR, 2" WMA (76-22) OVERLAY, SAFETY EDGE

COMMENTS:
Please see attached sheets for comments

MATERIAL ESTIMATE FOR LOCATION 2
302005 GRADED AGGREGATE BASE COURSE, TYPE B

401636 COLD RECYCLED BITUMINOUS PAVEMENT

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401 71 3 EMULSIFIED ASPHALT

401833 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

705009 CURB RAMP, TYPE 2, 3, AND/OR 4

710002 ADJUSTING AND REPAIRING EXISTING MANHOLE

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

74451 9 RELOCATION OF EXISTING JUNCTION WELL

744523 CONDUIT JUNCTION WELL, TYPE 4, 20" X 42 1/2" PRECAST CONCRETE

745527 SUPPLY OF 2 1/2" GALVANIZED STEEL CONDUIT

745544 INSTALLATION OF CONDUIT IN UNPAVED TRENCH

746774 SUPPLY AND INSTALLATION OF LOOP DETECTOR WIRE

746776 LOOP DETECTOR SPLICE

746850 POLE BASE, TYPE 4

74801 5 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748502 RAISED/RECESSED PAVEMENT MARKER

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

748553 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, BIKE SYMBO

750000 ADJUST WATER VALVE BOXES

760502 PAVEMENT MILLING, TAPER CUT

ON

PAGE 19 OF 39

3 THEODORE FREEMAN

67.00 TON

103,400.00 SY-IN

60.00 TON

46,270.00 GAL

3,275.00 TON

700.00 S.F.

8.00 EACH

241.00 TON

2,655.00 S.Y.

10.00 EA-DY

9.00 EA-DY

306.00 HOUR

54.00 HOUR

2.00 EACH

2.00 EACH

80.00 L.F.

80.00 L.F.

500.00 L.F.

7.00 EACH

4.00 EACH

132.00 S.F.

41,760.00 L.F.

75.00 EACH

20,880.00 L.F.

6.00 EACH

2.00 EACH

450.00 SY-IN
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

PAGE 20 OF 39

LOCATION 2 KINGS HWY FROM MICROSURFACING JOINT TO RD
HWY

LENGTH 1818.132m 5965 L.F. AADT 15139
GENERAL IMPROVEMENTS

4" CIPR, 2" WMA (76-22) OVERLAY, SAFETY EDGE

COMMENTS:
Please see attached sheets for comments

3 THEODORE FREEMAN

MATERIAL ESTIMATE FOR LOCATION 2
761001 BUTT JOINTS, HOT MIX 396.00 S.Y.

** DENOTES FIXED PRICE ITEM

UNOFFICIAL 
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 21 OF 39

LOCATION 2 KINGS HWY FROM MICROSURFACING JOINT TO RD 23 TF EODORE FREEMAN HWY

COMMENTS:
RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (CIPR)

THE REMOVAL OF EXISTING RAISED PAVEMENT MARKERS SHALL BE INCIDENTAL
INCLUDING PLACING BACK COMPACTED HOT-MIX MATERIAL TO FILL THE EXPOS

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT

TO THE OVERLAY
D VOID.

UNOFFICIAL 
WEBSITE 
COPY



CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORT AT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 22 OF 39

LOCATION 3 S318(PARK AVE.) FROM: S318A (PARK AVE.) TO: S431( OUTH BEDFORD ST.)

6750.0000 L.F. AADT 5031LENGTH 2057.4000 m
GENERAL IMPROVEMENTS

6" FULL DEPTH RECLAMATION, FOG-SEAL, 2" (76-22) OVERLAY, SAFBlTY EDGE

COMMENTS:
Please see attached sheets for comments

MATERIAL ESTIMATE FOR LOCATION 3
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401754 FOG SEAL

401833 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

746774 SUPPLY AND INSTALLATION OF LOOP DETECTOR WIRE

746776 LOOP DETECTOR SPLICE

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748502 RAISED/RECESSED PAVEMENT MARKER

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

761001 BUTT JOINTS, HOT MIX

763502 MAINTENANCE OF RAILROAD TRAFFIC

** DENOTES FIXED PRICE ITEM

32.00 TON

18,260.00 S.Y.

25.00 TON

44,730.00 GAL

2,191.00 GAL

2,300.00 TON

272.00 TON

3,000.00 S.Y.

10.00 EA-DY

10.00 EA-DY

425.00 HOUR

75.00 HOUR

300.00 L.F.

5.00 EACH

304.00 S.F.

43,170.00 L.F.

304.00 S.F.

105.00 EACH

21,585.00 L.F.

250.00 S.Y.

1.00L.S.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 23 OF 39

LOCATION 3 S318(PARK AVE.) FROM: S318A (PARK AVE.) TO: S431(SOU1 J BEDFORD ST.)

COMMENTS:

RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (FDR)

THE REMOVAL OF EXISTING RAISED PAVEMENT MARKERS SHALL BE INCIDENTAI
INCLUDING PLACING BACK COMPACTED HOT-MIX MATERIAL TO FILL THE EXPO

TEMPORARY STRIPING ONE TIME PER LIFT

ITEM 401754 IS TO BE USED ON THIS LOCATION FOLLOWING THE FDR PROCES
PRIOR TO THE OVERLAY.

TO THE OVERLAY
D VOID.

, HOWEVERUNOFFICIAL 
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTA1

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 24 OF 39

LOCATION 4 S318A(PARK AVE) FROM: S318(PARK AVE) TO: S321(R RK AVE.)

890.0000 L.F. AADT 5031LENGTH 271.2720m
GENERAL IMPROVEMENTS

6" FULL DEPTH RECLAMATION, FOG-SEAL, 2" WMA (76-22) OVERLAP

COMMENTS:
Please see attached sheets for comments

, SAFETY EDGE

MATERIAL ESTIMATE FOR LOCATION 4
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401754 FOG SEAL

401833 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

748019 TEMPORARY MARKINGS, PAINT, 4"

748502 RAISED/RECESSED PAVEMENT MARKER

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

761001 BUTT JOINTS, HOT MIX

** DENOTES FIXED PRICE ITEM

10.00 TON

2,380.00 S.Y.

15.00 TON

5,825.00 GAL

290.00 GAL

320.00 TON

35.00 TON

400.00 S.Y.

3.00 EA-DY

77.00 HOUR

13.00 HOUR

6,230.00 L.F.

15.00 EACH

3,115.00 L.F.

56.00 S.Y.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTA1

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

LOCATION 4 S318A(PARK AVE) FROM: S318(PARK AVE) TO: S321(PARK , VE.)

COMMENTS:

RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (FDR)

THE REMOVAL OF EXISTING RAISED PAVEMENT MARKERS SHALL BE INCIDENTAI
INCLUDING PLACING BACK COMPACTED HOT-MIX MATERIAL TO FILL THE EXPO:

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT.

ITEM 401754 IS TO BE USED ON THIS LOCATION FOLLOWING THE FDR PROCE:
PRIOR TO THE OVERLAY.

ON
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TO THE OVERLAY
,D VOID.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORT AT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

ON

PAGE 26 OF 39

LOCATION 5 S321 (PARK AVE) FROM S318A (PARK AVE) TO S18 (LE MES-GEORGETOWN HWY)

9855.0000 L.F. AADT 3974LENGTH 3003.8040 m
GENERAL IMPROVEMENTS

6" FULL DEPTH RECLAMATION, FOG-SEAL, 2" WMA (76-22) OVERLAY

COMMENTS:
Please see attached sheets for comments

SAFETY EDGE

MATERIAL ESTIMATE FOR LOCATION 5
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401754 FOG SEAL

401833 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

746774 SUPPLY AND INSTALLATION OF LOOP DETECTOR WIRE

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748502 RAISED/RECESSED PAVEMENT MARKER

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

761001 BUTT JOINTS, HOT MIX

763502 MAINTENANCE OF RAILROAD TRAFFIC

** DENOTES FIXED PRICE ITEM

82.00 TON

27,320.00 S.Y.

178.00 TON

66,935.00 GAL

3,280.00 GAL

3,635.00 TON

390.00 TON

4,380.00 S.Y.

10.00 EA-DY

510.00 HOUR

90.00 HOUR

180.00 L.F.

290.00 S.F.

53,700.00 L.F.

290.00 S.F.

135.00 EACH

26,850.00 L.F.

765.00 S.Y.

1.00L.S.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORT AT ON

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

PAGE 27 OF 39

LOCATION 5 S321 (PARK AVE) FROM S318A (PARK AVE) TO S18 (LEWES 1EORGETOWN HWY)

COMMENTS:

RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (FDR)

THE REMOVAL OF EXISTING RAISED PAVEMENT MARKERS SHALL BE INCIDENTAL
INCLUDING PLACING BACK COMPACTED HOT-MIX MATERIAL TO FILL THE EXPOS

TEMPORARY STRIPING WILL BE PAID ONLY ONE TIME PER LIFT.

ITEM 401754 IS TO BE USED ON THIS LOCATION FOLLOWING THE FDR PROCES
PRIOR TO THE OVERLAY.

TO THE OVERLAY
D VOID.

HOWEVERUNOFFICIAL 
WEBSITE 
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DELAWARE DEPARTMENT OF TRANSPORTAT] 3N

CONTRACT T201206304

SOUTH
MAINTENANCE

PAGE 28 OF 39

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

LOCATION 6 S324 (SUSSEX PINES RD) FROM S48 (ZOAR RD) TO S321 (WOOD BRANCH RD)

LENGTH 1178.052m
GENERAL IMPROVEMENTS

3865 L.F. AADT 901

6" FULL DEPTH RECLAMATION, 2" WMA (64-22) OVERLAY, SAFETY E] »GE

COMMENTS:

Please see attached sheets for comments

302005

304508

401696

401713

401801

732004

734013

743004

743010

743052

743064

748015

748019

748026

748548

761001

**

MATERIAL ESTIMATE FOR LOCATION 6
GRADED AGGREGATE BASE COURSE, TYPE B

BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

EMULSIFIED ASPHALT

WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 64-22 (CARBONATE STONE)

TOPSOIL (TON)

PERMANENT GRASS SEEDING, DRY GROUND

FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

** FLAGGER, SUSSEX COUNTY, STATE

** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

TEMPORARY MARKINGS, PAINT, 4"

TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

BUTT JOINTS, HOT MIX

DENOTES FIXED PRICE ITEM

10.00 TON

9,450.00 S.Y.

37.00 TON

23,150.00 GAL

1,200.00 TON

160.00 TON

1,720.00 S.Y.

10.00 EA-DY

5.00 EA-DY

255.00 HOUR

45.00 HOUR

117.50 S.F.

30,920.00 L.F.

117.50 S.F.

15,460.00 L.F.

425.00 S.Y.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

PAGE 29 OF 39

LOCATION 6 S324 (SUSSEX PINES RD) FROM S48 (ZOAR RD) TO S321 (WO)D BRANCH RD)

COMMENTS:
RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (FDR)

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORT AT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

PAGE 30 OF 39

LOCATION 7 S47 (SPRINGFIELD RD) FROM S321 (PARK AVE) TO S2 J (GRAVEL HILL RD)

LENGTH 3401.8728m
GENERAL IMPROVEMENTS

11161L.F. AADT 1943

6" FULL DEPTH RECLAMATION, 2" WMA (64-22) OVERLAY, SAFETY E

COMMENTS:
Please see attached sheets for comments

IGE

MATERIAL ESTIMATE FOR LOCATION 7
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401801 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 64-22 (CARBONATE STONE)

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

760502 PAVEMENT MILLING, TAPER CUT

760507 PROFILE MILLING, HOT-MIX

761001 BUTT JOINTS, HOT MIX

** DENOTES FIXED PRICE ITEM

95.00 TON

27,283.00 S.Y.

247.00 TON

66,840.00 GAL

3,755.00 TON

450.00 TON

4,965.00 S.Y.

10.00 EA-DY

6.00 EA-DY

552.00 HOUR

98.00 HOUR

79.00 S.F.

72,860.00 L.F.

79.00 S.F.

36,430.00 L.F.

130.00 SY-IN

180.00 SY-IN

605.00 S.Y.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORTAT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

PAGE 31 OF 39

LOCATION 7 S47 (SPRINGFIELD RD) FROM S321 (PARK AVE) TO S248 (GI A.VEL HILL RD)

COMMENTS:
RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (FDR)

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT.
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CONTRACT T201206304

SOUTH
MAINTENANCE

DELAWARE DEPARTMENT OF TRANSPORT AT

PAVEMENT & REHABILITATION, SOUTH II-IV, 2012

PAGE 32 OF 39

LOCATION 8 S48 (HOLLYVILLE RD) FROM S302 (HARMONS HILL R
WILLIAMS HWY)

LENGTH 7081.4184m 23233 L.F. AADT 2445
GENERAL IMPROVEMENTS

FDR, 2" WMA (64-22) OVERLAY, SAFETY EDGE

COMMENTS:
Please see attached sheets for comments

) TO S24 (JOHN J

MATERIAL ESTIMATE FOR LOCATION 8
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401801 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 64-22 (CARBONATE STONE)

710002 ADJUSTING AND REPAIRING EXISTING MANHOLE

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748541 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, 4"

748542 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, 6"

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

761001 BUTT JOINTS, HOT MIX

* * DENOTES FIXED PRICE ITEM

215.00 TON

54,210.00 S.Y.

110.00 TON

132,815.00 GAL

7,135.00 TON

1.00 EACH

920.00 TON

10,325.00 S.Y.

10.00 EA-DY

10.00 EA-DY

850.00 HOUR

150.00 HOUR

111.00 S.F.

150,280.00 L.F.

111.00 S.F.

600.00 L.F.

600.00 L.F.

75,140.00 L.F.

851.00 S.Y.
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LOCATION 8 S48 (HOLLYVILLE RD) FROM S302 (HARMONS HILL RD) T(
HWY)

S24 (JOHN J WILLIAMS

COMMENTS:
RECOMMENDED HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (FDR)

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT.
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LOCATION 9 S48 (ZOAR RD) FROM S431 (S BEDFORD ST) TO S321 (\ OOD BRANCH RD)

6290 L.F. AADT 2856LENGTH 1917.192m
GENERAL IMPROVEMENTS

6" FULL DEPTH RECLAMATION, 2" WMA (64-22) OVERLAY, SAFETY E

COMMENTS:
Please see attached sheets for comments

IGE

MATERIAL ESTIMATE FOR LOCATION 9
302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401801 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 64-22 (CARBONATE STONE)

710002 ADJUSTING AND REPAIRING EXISTING MANHOLE

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

750000 ADJUST WATER VALVE BOXES

761001 BUTT JOINTS, HOT MIX

* * DENOTES FIXED PRICE ITEM

72.00 TON

14,680.00 S.Y.

76.00 TON

35,960.00 GAL

2,008.00 TON

1.00 EACH

255.00 TON

2,796.00 S.Y.

10.00 EA-DY

5.00 EA-DY

425.00 HOUR

75.00 HOUR

48.00 S.F.

36,804.00 L.F.

48.00 S.F.

18,402.00 L.F.

1.00 EACH

591.00 S.Y.
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LOCATION 9 S48 (ZOAR RD) FROM S431 (S BEDFORD ST) TO S321 (WOOD BRANCH RD)

COMMENTS:
RECOMMENDED WORK HOURS: 8:00AM TO 4:00PM

RECOMMENDED TRAFFIC CONTROL: CASE 15 (FDR)
CASE 6 (OVERLAY)

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT.
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LOCATION 10 S54 (OMAR RD) FROM S365 (POWELL FARM RD) TO S: 56 (HONOLULU RD)

AADT 2388LENGTH
GENERAL IMPROVEMENTS

4" CIPR, 1.5" WMA (64-22) OVERLAY, SAFETY EDGE

COMMENTS:
Please see attached sheets for comments

MATERIAL ESTIMATE FOR LOCATION 10
302005 GRADED AGGREGATE BASE COURSE, TYPE B

401636 COLD RECYCLED BITUMINOUS PAVEMENT

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401833 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

732004 TOPSOIL (TON)

734013 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 " FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

746774 SUPPLY AND INSTALLATION OF LOOP DETECTOR WIRE

746776 LOOP DETECTOR SPLICE

748015 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748502 RAISED/RECESSED PAVEMENT MARKER

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

748553 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, BIKE SYMBO

760502 PAVEMENT MILLING, TAPER CUT

761001 BUTT JOINTS, HOT MIX

** DENOTES FIXED PRICE ITEM

203.00 TON

255,580.00 SY-IN

130.00 TON

114,370.00 GAL

6,075.00 TON

370.00 TON

7,350.00 S.Y.

10.00 EA-DY

7.00 EA-DY

544.00 HOUR

96.00 HOUR

400.00 L.F.

4.00 EACH

143.00 S.F.

177,310.00 L.F.

286.00 S.F.

207.00 EACH

88,655.00 L.F.

2.00 EACH

463.00 SY-IN

750.00 S.Y.
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LOCATION 10 S54 (OMAR RD) FROM S365 (POWELL FARM RD) TO S356 (H JNOLULU RD)

COMMENTS:
RECOMMENDED HOURS: 8:00AM TO 4:00PM {MONDAY TO FRIDAY) NON-SUMMER

8:00AM TO 4:00PM (TUESDAY TO THURSDAY) DURING SI

RECOMMENDED TRAFFIC CONTROL: CASE 6 (OVERLAY)
CASE 15 (CIPR)

TEMPORARY STRIPING WILL ONLY BE PAID ONE TIME PER LIFT.

NTHS
[3MER MONTHS

THIS LOCATION SHALL MEET THE TOLERANCES OF SUBSECTION 401580-RIDE (
HOT-MIX PAVEMENT REQUIREMENTS, AS SPECIFIED IN THE SPECIAL PROVISIC

IALITY OF
IS.UNOFFICIAL 
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DELAWARE DEPARTMENT OF TRANSPORT

CONTRACT: T201206304

SOUTH PAVEMENT & REHABILITATION, SOUTH II-IV, 2(
MAINTENANCE

CONTRACT QUANTITIES SUMMARY SHE

302005 GRADED AGGREGATE BASE COURSE, TYPE B

304508 BITUMINOUS STABILIZED FULL-DEPTH RECLAMATION

401636 COLD RECYCLED BITUMINOUS PAVEMENT

401696 ENTRANCE, DRIVEWAY AND INTERSECTINGSTREET PAVING SURCHARGE

401713 EMULSIFIED ASPHALT

401754 FOG SEAL

401801 WMA, SUPERPAVE, TYPE C, 160 GYRATIONS, PG 64-22 (CARBONATE STONE)

401 833 WMA, SUPERPAVE, TYPE C, 1 60 GYRATIONS, PG 76-22, (NON- CARBONATE STONE)

705002 P.C.C. SIDEWALK, 6"

705007 SIDEWALK SURFACE DETECTABLE WARNING SYSTEM

705009 CURB RAMP, TYPE 2, 3, AND/OR 4

71 0002 ADJUSTING AND REPAIRING EXISTING MANHOLE

71 0502 ADJUSTING CATCH BASINS

732004 TOPSOIL (TON)

73401 3 PERMANENT GRASS SEEDING, DRY GROUND

743004 FURNISH AND MAINTAIN PORTABLE CHANGEABLE MESSAGE SIGN

743010 FURNISH AND MAINTAIN TRUCK MOUNTED ATTENUATOR, TYPE II

743052 ** FLAGGER, SUSSEX COUNTY, STATE

743064 ** FLAGGER, SUSSEX COUNTY, STATE, OVERTIME

74451 9 RELOCATION OF EXISTING JUNCTION WELL

744523 CONDUIT JUNCTION WELL, TYPE 4, 20" X 42 1/2" PRECAST CONCRETE

745527 SUPPLY OF 2 1/2" GALVANIZED STEEL CONDUIT

745544 INSTALLATION OF CONDUIT IN UNPAVED TRENCH

746774 SUPPLY AND INSTALLATION OF LOOP DETECTOR WIRE

746776 LOOP DETECTOR SPLICE

746850 POLE BASE, TYPE 4

74801 5 PERMANENT PAVEMENT STRIPING, SYMBOL/LEGEND ALKYD-THERMOPLAST 1C

748019 TEMPORARY MARKINGS, PAINT, 4"

LTION

PAGE 38 OF 39

12

CT

988.00 TON

243,31 8.00 S.Y.

774,585.00 SY-IN

1,063.00 TON

942,725.00 GAL

5,761 .00 GAL

25,384.00 TON

28,21 3.00 TON

240.00 S.F.

40.00 S.F.

700.00 S.F.

12.00 EACH

2.00 EACH

4,808.00 TON

56,491 .00 S.Y.

80.00 EA-DY

95.00 EA-DY

6,622.00 HOUR

1,1 68.00 HOUR

2.00 EACH

2.00 EACH

80.00 L.F.

80.00 L.F.

3,080.00 L.F.

36.00 EACH

4.00 EACH

1,91 4.50 S.F.

91 0,514.00 L.F.
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CONTRACT QUANTITIES SUMMARY

748026 TEMPORARY MARKINGS, PAINT SYMBOL/LEGEND

748502 RAISED/RECESSED PAVEMENT MARKER

748541 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, 4"

748542 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, 6"

748548 PERMANENT PAVEMENT STRIPING, EPOXY RESIN PAINT, WHITE/YELLOW, 5"

748553 PREFORMED RETROREFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS, BIKE SYMBOI

750000 ADJUST WATER VALVE BOXES

758000 REMOVAL OF EXISTING PORTLAND CEMENTCONCRETE PAVEMENT, CURB, SIDEWALK, EflC.

760502 PAVEMENT MILLING, TAPER CUT

760507 PROFILE MILLING, HOT-MIX

761 001 BUTT JOINTS, HOT MIX

762001 SAW CUTTING, HOT MIX

762002 SAW CUTTING, CONCRETE, FULL DEPTH

763000 INITIAL EXPENSE

763502 MAINTENANCE OF RAILROAD TRAFFIC

763643 MAINTENANCE OF TRAFFIC, ALL INCLUSIVE

** DENOTES FIXED PRICE ITEM

2,615.50 S.F.

1,202.00 EACH

930.00 L.F.

930.00 L.F.

455,257.00 L.F.

8.00 EACH

5.00 EACH

14.00S.Y.

3,638.00 SY-IN

180.00 SY-IN

4,689.00 S.Y.

1,970.00 L.F.

40.00 L.F.

LUMP SUM

1.00L.S.

LUMP SUM
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