
STATE OF DELAWARE
DEPARTMENT OF TRANSPORTATION

JACK MARKELL PO BOX 778 SHAILEN BHATT   
       GOVERNOR DOVER, DELAWARE  19903 SECRETARY           

VIA OVERNIGHT DELIVERY (302) 760-2030
FAX (302) 739-2254

February 5, 2014

Contract No. T201207102.01
Federal Aid Project  No. EBROS-N312(3)
BR 1-274 on N312 Wedgewood Road over E Branch, Christina River
New Castle County

Ladies and Gentlemen:

Enclosed is Addendum No. 1 for the referenced contract consisting of the following:

1. One (1) page, Table of Contents, page iv, revised, to be substituted for the same page in
the Proposal.

2. The following items have been changed:

743056
743065

3. The following item has been added:

763501

4. Four (4) pages, Special Provisions, 763501 - Construction Engineering, pages 115A
through 115D, new, to be added to the Proposal.

5. Two (2) pages, Bid Proposal Forms, pages 4 through 5, revised, to be substituted for the
same pages in the Proposal.

6. For proposal holders with the electronic bid option only, Amendment Disk No. 1.

Please note the revisions listed above and submit your bid based upon this information.

Sincerely,

signature on file

James H. Hoagland
Contract Services Administrator

:jhh
Enclosures
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763501 - CONSTRUCTION ENGINEERING

Description:

This work consists of construction lay out including; stakes, lines and grades as specified below.
Subsection 105.10 Construction Stakes, Lines and Grades of the Standard Specifications is voided.  

Based on contract plans and information provided by the Engineer, the Contractor shall stake out
right-of-way and easements lines, limits of construction and wetlands, slopes, profile grades, drainage system,
centerline or offset lines, benchmarks, structure working points and any additional points to complete the
project. 

The Engineer will only establish the following:

(a) Original and final cross-sections for borrow pits.
(b) Final cross-sections for all excavation items.
(c) Line and grade for extra work added on to the project plans.

Equipment:

The Contractor shall use adequate equipment/instruments in a good working order. He/she shall
provide written certification that the equipment/instrument has been calibrated and is within manufacturer’s
tolerance. The certification shall be dated a maximum of 9 months before the start of construction. The
Contractor shall renew the certification a minimum of every 9 months. The equipment/instrument shall have
a minimum measuring accuracy of [3mm+2ppmxD] and an angle accuracy of up to 2.0 arc seconds or 0.6
milligons. If the Contractor chooses to use GPS technology in construction stakeout, the Contractor shall
provide the Engineer with a GPS rover for the duration of the contract. The GPS rover shall be in good
working condition and of similar make and model used by the Contractor. The Contractor shall provide up
to 8 hours of formal training on the Contractor’s GPS system to a maximum of four Engineer’s appointees.
At the end of the contract, the Engineer will return the GPS rover to the Contractor.  If any of the
equipment/instruments are found to be out of adjustment or inadequate to perform its function, such
instrument or equipment shall be immediately replaced by the Contractor to the satisfaction of the Engineer.
The Contractor may utilize GPS equipment to perform the excavation and embankment for the project as
indicated on the plans. Use of this procedure and equipment is intended for grading the subgrade surface only;
it is not intended for use in constructing final surface grades.  GPS technology and machine control
technology shall not be used in the construction of bridge or structures such as, but not limited to, curb,
drainage inlets, manholes, junction boxes, pole bases and pipe inverts.

Engineering/Survey Staff:

The Contractor shall provide and have available for the project an adequate engineering staff that is
competent and experienced to set lines and grades needed to construct the project.  The engineering personnel
required to perform the work outlined herein shall have experience and ability compatible with the magnitude
and scope of the project.  Additionally, the Contractor shall employ an engineer or surveyor licensed in the
State of Delaware to be responsible for the quality and accuracy of the work done by the engineering staff.
When individuals or firms other than the Contractor perform any professional services under this item, that
work shall not be subject to the subcontracting requirements of Subsection 108.01 of the Standard
Specifications. The Contractor shall assume full responsibility for any errors and/or omissions in the work
of the engineering staff described herein. If construction errors are caused due to erroneous work done under
Construction Engineering the Contractor accepts full responsibility, no matter when the error is discovered.
Consideration will not be given for any extension of contract time or additional compensation due to delays,
corrective work, or additional work that may result from faulty and erroneous construction stakeout,
surveying, and engineering required by this specification. 

Construction Methods:

Performance Requirements:

(a) Construction Engineering shall include establishing the survey points and survey
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centerlines; finding, referencing, offsetting the project control points; running a
horizontal and vertical circuit to check the accuracy of given control points. 
Establishing plan coordinates and elevations marks for culverts, slopes, subbase,
subsurface drains, paving, subgrade, retaining walls, and any other stakes required
for control lines and grades; and setting vertical control elevations, such as footings,
caps, bridge seats and deck screed. The Contractor shall be responsible for the
preservation of the Department’s project control points and benchmarks. The
Contractor shall establish and preserve any temporary control points (traverse points
or benchmarks) needed for construction. Any project control points (traverse points)
or benchmarks conflicting with construction of the project shall be relocated by the
Contractor. The Contractor as directed by the Engineer must replace any or all
stakes that are destroyed at any time during the life of the contract. The Contractor
shall re-establish centerline points and stationing prior to final cross-sections by the
Engineer. The Vertical Control error of closure shall not exceed 0.05 ft times
[Square root of number of miles in the level run] (0.01 m times [square root of
number of kilometers]). The Horizontal Control accuracy ratio shall not exceed an
error of closure of 1 foot per 20,000 feet (1 meter per 20,000 meters or 1:20,000) of
distance traversed prior to adjustment.

(b) The Contractor shall perform construction centerline layout of all roadways, ramps
and connections, etc. from project control points set by the Engineer. The Contractor
using the profiles and typical sections provided in the plans shall calculate proposed
grades at the edge of pavement or verify information shown on Grades and
Geometric sheets.

(c) The Contractor shall advise the Engineer of any horizontal or vertical alignment
revisions needed to establish smooth transitions to existing facilities. The Contractor
shall immediately bring to the attention of the Engineer any potential drainage
problem within the project limits.  The Engineer must approve any proposed
variation in profile, width or cross slope.

(d) The Contractor shall establish the working points, centerlines of bearings on bridge
abutments and on piers, mark the location of anchor bolts to be installed, check the
elevation of bearing surfaces after they are ground and set anchor bolts at their exact
elevation and alignment as per Contract Plans. Before completion of the fabrication
of beams for bridge superstructures, the Contractor shall verify by accurate field
measurements the locations both vertically and horizontally of all bearings and shall
assume full responsibility for fabricated beams fitting and bearing as constructed.
After beam erection and concurrently with the Department project surveyors, the
Contractor shall survey top of beam elevations at a maximum of 10-ft (3.0-meter)
stations and compute screed grades. These shall be submitted to the Engineer for
review and approval before the stay in place forms are set. Construction stakes and
other reference control marks shall be set at sufficiently frequent intervals to assure
that all components of the structure are constructed in accordance with the lines and
grades shown on the plans. The Contractor will be responsible for all structure
alignment control, grade control and all necessary calculations to establish and set
these controls. 

(e) The Contractor, using contract plans, shall investigate proposed construction for
possible conflicts with existing and proposed utilities. The Contractor shall then
report such conflicts to the Engineer for resolution. All stakes for advanced utility
relocation, which will be performed by others, shall be paid for under item 763597
– Utility Construction Engineering.

(f) The Contractor shall be responsible for the staking of all sidewalk and curb ramp
grades in accordance with the plans and the Departments Standard Construction
Details. The Contractor shall review the stakeout with the Engineer prior to
construction. The Engineer must approve any deviation from plans, Department
Standard Construction Details and Specifications in writing. The Contractor shall
be responsible for any corrective actions resulting from problems created by
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adjustments if they fail to obtain such approval.

(g) If wetland areas are involved and specifically defined on the Plans the following
shall apply:

i. It is the intent of these provisions to alert the Contractor, that he/she shall
not damage or destroy wetland areas, which exist beyond the construction
limits.  These provisions will be strictly enforced and the Contractor shall
advise his/her personnel and those of any Subcontractor of the importance
of these provisions.

ii. All clearing operations and delineation of wetlands areas shall be performed
in accordance with these Special Provisions. Before any clearing operation
commences the Contractor shall demarcate wetlands at the Limits of
Construction throughout the entire project as shown on the Plans labeled as
Limits of Construction or Wetland Delineation to the satisfaction of the
Engineer. 

iii. The material to be used for flagging the limits of construction shall be
orange vinyl material with the wording "Wetland Boundary" printed
thereon.  In wooded areas, the flagging shall be tied on the trees, at
approximate 20-foot (6.1 meter) intervals through wetland areas.  In open
field and yard areas that have been identified as wetlands, 3 foot (one meter)
wooden grade stakes shall be driven into the ground at approximate 20 foot
(6.1 meter) intervals and tied with the flagging.  

iv. If the flagging has been destroyed and the Engineer determines that its use
is still required, the Contractor shall reflag the area at no cost to the
Department. If the Contractor, after notification by the Engineer that
replacement flagging is needed, does not replace the destroyed flagging
within 48 hours, the Engineer may proceed to have the area reflagged.  The
cost of the reflagging by the Engineer will be charged to the Contractor and
deducted from any monies due under the Contract.  

v. At the completion of construction, the Contractor shall remove all stakes
and flagging. 

vi. The Contractor shall be responsible for any damages to wetlands located
beyond the construction limits, which occurs from his/her operations during
the life of the Contract.  The Contractor shall restore all temporarily
disturbed wetland areas to their preconstruction conditions.  This includes
restoring bank elevations, streambed and wetland surface contours and
wetlands vegetation disturbed or destroyed.  The expense for this restoration
shall be borne solely by the Contractor.  

Submittals:

All computations necessary to establish the exact position of all work from the control points shall
be made and preserved by the Contractor.  All computations, survey notes and other records necessary to
accomplish the work shall be made available to the Department in a neat and organized manner at anytime
as directed by the Engineer. The Engineer may check all or any portion of the stakeout survey work or notes
made by the Contractor and any necessary correction to the work shall be made as soon as possible. The
Contractor shall furnish the Engineer with such assistance as may be required for checking all lines, grades,
and measurements established by the Contractor and necessary for the execution of the work. Such checking
by the Engineer shall not relieve the Contractor of his/her responsibility for the accuracy or completeness of
the work. 

The Contractor shall submit any of the following at the Engineer’s request:

(a) Proposed method of recording information in field books to ensure clarity and
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adequacy.

(b) A printout of horizontal control verification, as well as coordinates, differences and
error of closure for all reestablished or temporary Control Points.

(c) A printout of vertical control verification, with benchmark location elevation and
differences from plan elevation.

(d) Sketch of location of newly referenced horizontal control, with text printout of
coordinates, method of reference and field notes associated with referencing control.

(e) Description of newly established benchmarks with location, elevation and closed
loop survey field notes.

(f) All updated electronic and manuscript survey records. 

(g) Stakeout plan for each structure and culvert.

(h) Computations for buildups over beams, screed grades and overhang form elevations.

(i) A report showing differences between supplied baseline coordinates and field
obtained coordinates, including a list of preliminary input data.

(j) Any proposed plan alteration to rectify a construction stakeout error, including
design calculations, narrative and sealed drawings.

(k) Baseline for each borrow pit location.

(l) Detailed sketch of proposed overhead ground mounted signs or signals showing
obstructions that may interfere with their installation.

(m) Copies of cut sheets.

Method of Measurement:

The quantity of Construction Engineering will not be measured.

Basis of Payment:

Payment will be made at the Lump Sum price bid for the item "Construction Engineering".  The price
bid shall include the cost of furnishing all labor, equipment, instruments, stakes and other material necessary
to satisfactorily complete the work as herein described under this item for all roads and structures that are a
part of the contract. Adjustment in payment will be made for the deletion or addition of work not shown in
the contract documents.

Monthly payment will be made under this item in proportion to the amount of work done as
determined by the Engineer.

6/11/2012
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                     DELAWARE DEPARTMENT OF TRANSPORTATION     PAGE:           4
                               SCHEDULE OF ITEMS               DATE:

 CONTRACT ID: T201207102.01     PROJECT(S): EBROS-N312(3)

 All figures must be typewritten.
 
 CONTRACTOR :________________________________________________________________
  -------------------------------------------------------------------------------
  LINE|         ITEM            |    APPROX.    |   UNIT PRICE   |   BID AMOUNT
   NO |      DESCRIPTION        |   QUANTITY    |----------------|--------------
      |                         |   AND UNITS   | DOLLARS  | CTS | DOLLARS  |CTS
 -------------------------------------------------------------------------------
      |720585 GUARDRAIL END     |               |                |
  0300|TREATMENT ATTENUATOR,    |          2.000|                |
      |TYPE 1-31                |EACH           |                |
 -------------------------------------------------------------------------------
      |725003 GUARDRAIL TO      |               |                |
  0310|BARRIER CONNECTION,      |          3.000|                |
      |APPROACH TYPE 2-31       |EACH           |                |
 -------------------------------------------------------------------------------
      |727555 RIGHT-OF-WAY      |               |                |
  0320|MARKER, CAPPED REBAR     |          4.000|                |
      |                         |EACH           |                |
 -------------------------------------------------------------------------------
      |732004 TOPSOIL (TON)     |               |                |
  0330|                         |        170.000|                |
      |                         |TON            |                |
 -------------------------------------------------------------------------------
      |734013 PERMANENT GRASS   |               |                |
  0340|SEEDING, DRY GROUND      |        750.000|                |
      |                         |SY             |                |
 -------------------------------------------------------------------------------
      |734017 TEMPORARY GRASS   |               |                |
  0350|SEEDING, DRY GROUND      |         25.000|                |
      |                         |SY             |                |
 -------------------------------------------------------------------------------
      |734531 STREAMBANK SEED   |               |                |
  0360|MIX                      |         85.000|                |
      |                         |SY             |                |
 -------------------------------------------------------------------------------
      |735535 SOIL RETENTION    |               |                |
  0370|BLANKET MULCH, TYPE 5    |         85.000|                |
      |                         |SY             |                |
 -------------------------------------------------------------------------------
      |743004 FURNISH AND       |               |                |
  0380|MAINTAIN PORTABLE        |         60.000|                |
      |CHANGEABLE MESSAGE SIGN  |EADY           |                |
      |                         |               |                |
 -------------------------------------------------------------------------------
      |743056 FLAGGER, NEW      |               |                |
  0390|CASTLE COUNTY, FEDERAL   |         40.000|        50.66000|        2026.40
      |                         |HOUR           |                |
 -------------------------------------------------------------------------------
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                     DELAWARE DEPARTMENT OF TRANSPORTATION     PAGE:           5
                               SCHEDULE OF ITEMS               DATE:

 CONTRACT ID: T201207102.01     PROJECT(S): EBROS-N312(3)

 All figures must be typewritten.
 
 CONTRACTOR :________________________________________________________________
  -------------------------------------------------------------------------------
  LINE|         ITEM            |    APPROX.    |   UNIT PRICE   |   BID AMOUNT
   NO |      DESCRIPTION        |   QUANTITY    |----------------|--------------
      |                         |   AND UNITS   | DOLLARS  | CTS | DOLLARS  |CTS
 -------------------------------------------------------------------------------
      |743065 FLAGGER, NEW      |               |                |
  0400|CASTLE COUNTY, FEDERAL,  |          8.000|        73.46000|         587.68
      |OVERTIME                 |HOUR           |                |
 -------------------------------------------------------------------------------
      |748548 PERMANENT         |               |                |
  0410|PAVEMENT STRIPING, EPOXY |       2000.000|                |
      |RESIN PAINT,             |LF             |                |
      |WHITE/YELLOW, 5"         |               |                |
 -------------------------------------------------------------------------------
      |762001 SAW CUTTING, HOT  |               |                |
  0420|MIX                      |         48.000|                |
      |                         |LF             |                |
 -------------------------------------------------------------------------------
      |763000 INITIAL EXPENSE   |               |                |
  0430|                         |LUMP           |LUMP            |
      |                         |               |                |
 -------------------------------------------------------------------------------
      |763643 MAINTENANCE OF    |               |                |
  0440|TRAFFIC, ALL INCLUSIVE   |LUMP           |LUMP            |
      |                         |               |                |
 -------------------------------------------------------------------------------
      |763501 CONSTRUCTION      |               |                |
  0460|ENGINEERING              |LUMP           |LUMP            |
      |                         |               |                |
 -------------------------------------------------------------------------------
      |                                         |
      | SECTION 0001 TOTAL                      |
-------------------------------------------------------------------------------

 SECTION 0002  FIXED QUANTITY

 -------------------------------------------------------------------------------
      |202000 EXCAVATION AND    |               |                |
  0450|EMBANKMENT               |        735.000|                |
      |                         |CY             |                |
 -------------------------------------------------------------------------------
      |                                         |
      | SECTION 0002 TOTAL                      |
-------------------------------------------------------------------------------
      |                                         |
      | TOTAL BID                               |
 -------------------------------------------------------------------------------
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