
12/17/2014 12/17/2014 12/19/2014 12/19/2014 12/19/2014

12/19/2014

12/19/2014

12/19/2014

12/11/2014

Unofficial 
Website 
 Copy



P
O

B
 
12

0
4
+
0
0
.
0
0

P
O

E
 
12

4
1+

0
0
.
0
0

1208+00 1213+00 1218+00 1223+00 1228+00 1233+00 1238+00

DEPARTMENT OF TRANSPORTATION
DELAWARE

TOTAL SHTS.

SHEET NO.CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.
ADDENDUMS / REVISIONS

NEW CASTLE

N
:\

3
1
8
3
9
-
0
0
7
\

C
A

D
D
\
IS

0
1
_

9
5

C
O
.d

g
n

1
2
/
5
/
2
0
1
4

1
2
:0

7
:2

6
 

P
M

15

RELOCATION
I-95 CROSSOVER

NA
T201509001

DEPARTMENT OF TRANSPORTATION
DELAWARE

TOTAL SHTS.

SHEET NO.CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.
ADDENDUMS / REVISIONS

NEW CASTLE

N
:\

3
1
8

3
9
-
0
0
7
\

C
A

D
D
\
IS

0
1
_

9
5

C
O
.d

g
n

1
2
/
5
/
2

0
1
4

1
2
:0

7
:2

6
 

P
M

SCALE

FEET

0 1 2 3

15

RELOCATION
I-95 CROSSOVER

NA
T201509001

DEPARTMENT OF TRANSPORTATION
DELAWARE

TOTAL SHTS.

SHEET NO.CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.
ADDENDUMS / REVISIONS

NEW CASTLE

N
:\

3
1
8

3
9
-
0
0
7
\

C
A

D
D
\
IS

0
1
_

9
5

C
O
.d

g
n

1
2
/
5
/
2

0
1
4

1
2
:0

7
:2

6
 

P
M

SCALE

FEET

0 1 2 3

15

RELOCATION
I-95 CROSSOVER

NA
T201509001

2

N

SCALE

FEET

0 150 300 450
PLAN SHEET INDEX

PLAN SHEET INDEX CROSS REFERENCE

6 7

6 7

SJB

TAO

I-95 SOUTHBOUND

I-95 NORTHBOUND

CONSTRUCTION PLAN

8 -
GEOMETRICS

GRADES AND

PLANS

SIGNING AND STRIPING
13 14
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NOT TO SCALE

BFS

CZ

LOC

A

C

A

O

DND

RL

C

RL

O

RM

C

RM

O

C

O

BIOFILTRATION SWALE

CONCRETE SAFETY BARRIER - PERMANENT

BUTT JOINT

CURB, TYPE 2

CURB & GUTTER, TYPE 1

CURB & GUTTER, TYPE 2

CURB & GUTTER, TYPE 3

CURB & GUTTER, TYPE 4

CLEAR ZONE

DRAINAGE INLET

DITCH

FENCE - METAL

FENCE - WOOD

FLARED END SECTION

GUARDRAIL, TYPE 2

JUNCTION BOX - DRAINAGE

LIMIT OF CONSTRUCTION

MANHOLE

PAVEMENT PATCH

PIPE & DIRECTIONAL FLOW ARROW

RIPRAP

UNDERDRAIN

UNDERDRAIN OUTLET

CONSTRUCTION BASELINE100+00

RIGHT-OF-WAY SYMBOLS

DA

PE

R/W

R/W-DA

TCE

PROPOSED DENIAL OF ACCESS

PROPOSED PERMANENT EASEMENT

PROPOSED RIGHT-OF-WAY

PROPOSED RIGHT-OF-WAY MONUMENT

100+00 PROPOSED RIGHT-OF-WAY BASELINE

ADJUST BY CONTRACTOR

ADJUST BY OTHERS

CURB  OR  CURB & GUTTER

CONVERT TO JUNCTION BOX

CONVERT TO DRAINAGE MANHOLE

CURB OPENING

DRAINAGE INLET

DO NOT DISTURB

FILTRATION STRUCTURE

GUARDRAIL

JUNCTION BOX

MANHOLE

PIPE

RELOCATE BY CONTRACTOR

RELOCATE BY OTHERS

REMOVE BY CONTRACTOR

REMOVE BY OTHERS

IDENTIFIERS

FLARED END SECTION

CONCRETE SAFETY BARRIER

MONUMENT -  RIGHT-OF-WAY

LANDSCAPE PLANTINGS

SHRUBBERY

DECIDUOUS TREE

CONDUIT JUNCTION WELL

PAVEMENT MARKINGS

PAVEMENT STRIPING

CONSTRUCTION

PROPOSED R/W & DENIAL OF ACCESS

TEMPORARY CONSTRUCTION EASEMENT

UD

P

M

MH

LS

JB

GR

FS

FES

DI

CR

CMH

CJB

C

B

CR-N

LANDSCAPING

TRAFFIC

DETECTABLE WARNING SYSTEM

WITHOUT SIDEWALK SURFACE

CURB, TYPE 1 & TYPE 3

CONIFEROUS TREE

LUMINAIRE

ITMS-CON

SIG-CON SIGNAL CONDUIT

ITMS CONDUIT

TRAFFIC SIGN

LEGEND

CURB RAMP / TYPE

CURB RAMP / TYPE -

UNDERDRAIN / LENGTH

UNDERDRAIN OUTLET PIPE

(TYPE LABEL)

(TYPE LABEL)

DRAINAGE PIPE AND FLOW ARROW

RIPRAP - LINEAR FEATURE

RIPRAP - AREA FEATURE

DRAINAGE PIPE HEADWALL

DRAINAGE MANHOLE

DRAINAGE JUNCTION BOX

DIRECTIONAL STREAM FLOW ARROW

DITCH OR STREAM CENTERLINE

FLAG POLE

MAILBOX

PILLAR OR MISCELLANEOUS POST

TRAFFIC SIGN AND POST

GUARDRAIL - STEEL BEAM

WALL - STONE

WALL - BRICK OR BLOCK 

FENCE - STOCKADE OR SPLIT RAIL

FENCE - CHAINLINK OR STRANDED

GUARDRAIL - WIRE ROPE

LAMP AND POST - RESIDENTIAL

CURB

CURB AND GUTTER

PAVEMENT - FLEXIBLE

PAVEMENT - RIGID

SHRUBBERY

HEDGEROW OR THICKET

GRASS LAWN

MARSH BOUNDARY LINE

TREE STUMP

TREE - CONIFEROUS

TREE - DECIDUOUS

WOODS LINE BOUNDARY

SURVEY BENCHMARK LOCATION

SURVEY TIE POINT LOCATION

SURVEY TRAVERSE POINT

PROPERTY MARKER - IRON PIPE

POINT OF CURVATURE OR TANGENCY

POINT OF INTERSECTING TANGENTS

POLE MOUNTED LUMINAIRE

ELECTRIC MANHOLE

ELECTRIC TRANSFORMER

GAS METER

GAS MANHOLE

GAS PUMP - SERVICE STATION

UTILITY POLE GUY WIRE ANCHOR

GAS VALVE

RAILROAD TRACKS

SANITARY SEWER MANHOLE

SANITARY SEWER VALVE

TELEPHONE BOOTH

TELEPHONE MANHOLE

CABLE TV DISTRIBUTION BOX

UTILITY BOX

UTILITY POLE

WATER VALVE

WATER METER

TELEPHONE TEST POINT

WATER - FIRE HYDRANT

SOIL BORING LOCATION

UTILITY TEST HOLE LOCATION

WELL HEAD

SEPTIC DRAIN FIELDS.D.F.

DRAINAGE

MANMADE ROADSIDE FEATURES

NATURAL ROADSIDE FEATURES

SURVEY CONTROL & MONUMENTATION

PROPERTY MARKER - CONCRETE MON.

UTILITY

RIGHT-OF-WAY SYMBOLS

100+00

SIZE/TYPE LABEL

DELINEATED WETLAND BOUNDARY LINE

SANITARY SEWER VENT OR CLEANOUT

PARKING METER AND POST

PILE - BRIDGE

TRAFFIC - CONDUIT JUNCTION WELL

TRAFFIC - LIGHT POLE AND BASE

TRAFFIC - PEDESTRIAN POLE & BASE

TRAFFIC - SIGNAL CABINET & BASE

TRAFFIC - SIGNAL POLE AND BASE

FP

PM

WL

TV

VENT

U

WELL

P L

ELECTRIC METER

DRAINAGE INLETD.I.

BOLLARD - STEEL POLE

BOLLARD - WOOD POST

? MANHOLE - UNDETERMINED OWNER

HISTORIC RIGHT-OF-WAY BASELINE

R/W-DA

DA

EASEMENT TYPE

EXISTING R/W & DENIAL OF ACCESS

EXISTING DENIAL OF ACCESS

EXISTING RIGHT-OF-WAY

EXISTING EASEMENT

EXISTING PROPERTY LINE

GUARDRAIL, TYPE 1

GUARDRAIL, TYPE 3

GUARDRAIL END TREATMENT, TYPE 1

GUARDRAIL END TREATMENT, TYPE 2

GUARDRAIL END TREATMENT, TYPE 3

IMPACT ATTENUATOR

BRICK PATTERNED SURFACE

FENCEF

FILL WITH FLOWABLE FILL
FF

C

UDO

CONSTRUCTION SAFETY FENCE
CSF

CONSTRUCTION SAFETY FENCECSF

ED ENERGY DISSIPATOR

GUARDRAIL END ANCHORAGE

TOPSOIL, SEED AND MULCH
PAVEMENT REMOVAL - 

EXISTING SYMBOLS PROPOSED SYMBOLS

P.C.C. SIDEWALK - 4"

FOR CHANNELIZATION ISLANDS.)

P.C.C. SIDEWALK - 6" (USE 8" DEPTH

MAILBOX
MB

LO LATERAL OFFSET

PAVEMENT SECTION(S)

3

SJB

TAO

  TYPE 'B'

      (DEPTH VARIES) GABC,

      3" BCBC

PROPOSED PAVEMENT - 2" WMA, TYPE 'C'
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GENERAL NOTES

NOT TO SCALE

NONE

PROJECT NOTES

FOR THIS PROJECT

EROSION POTENTIAL

PROJECT NOTES

(   )

NONE

(   )

(   )

(   )

(   )

DETAILS", DATED 2001, INCLUDING ALL REVISIONS UP TO THE DATE OF ADVERTISEMENT.

SPECIFICATIONS", DATED AUGUST 2001 AND THE DELAWARE DEPARTMENT OF TRANSPORTATION "STANDARD CONSTRUCTION

THIS PROJECT IS TO BE CONSTRUCTED IN ACCORDANCE WITH THE DELAWARE DEPARTMENT OF TRANSPORTATION "STANDARD1. 

ASCII  DATA FILES WITH COORDINATES AND ELEVATIONS FOR PROPOSED POINTS AS SELECTED BY THE ENGINEER.

BY DELDOT.

EXISTING DIGITAL TERRAIN MODEL, IN .DTM FILE FORMAT, COMPATIBLE WITH SOFTWARE CURRENTLY USED

BY DELDOT.

PROPOSED DIGITAL TERRAIN MODEL, IN .DTM FILE FORMAT, COMPATIBLE WITH SOFTWARE CURRENTLY USED

TERRAIN MODEL (DTM).

DESIGN FILE, IN .DGN FILE FORMAT, CONTAINING ONLY THE PROPOSED 3D TRIANGLES OF THE PROPOSED DIGITAL

THE CONTRACTOR SHALL NOT BE REQUIRED TO HAVE AN ATSSA SUPERVISOR ASSIGNED TO THIS PROJECT.

BE SIGNED BY ALL PARTIES PRIOR TO THE DELIVERY OF ANY ELECTRONIC PROJECT FILES.

NOTE: THE DOCUMENT ENTITLED "RELEASE FOR DELIVERY OF DOCUMENTS IN ELECTRONIC FORM TO A CONTRACTOR" MUST

STAFF MAY BE THE ATSSA SUPERVISOR. PAYMENT FOR ATSSA SUPERVISOR IS INCIDENTAL TO ITEM 743000.

SUPERINTENDENT FOR THIS PROJECT OR ANOTHER ATSSA CERTIFIED MEMBER OF THE CONTRACTOR'S PROJECT 

THE CONTRACTOR SHALL HAVE AN ATSSA SUPERVISOR ASSIGNED TO THIS PROJECT. THE CONTRACTOR'S GENERAL

THE ATSSA SUPERVISOR. PAYMENT FOR ATSSA SUPERVISOR SHALL BE PAID FOR UNDER ITEM 743031.

DEVICES FOR THIS PROJECT. THE CONTRACTOR'S GENERAL SUPERINTENDENT FOR THIS PROJECT SHALL NOT BE

SOLE JOB SHALL BE SUPERVISION OF THE INSTALLATION, OPERATION AND MAINTENANCE OF TRAFFIC CONTROL

THE CONTRACTOR SHALL HAVE AN ATSSA SUPERVISOR ASSIGNED TO THIS PROJECT. THE ATSSA SUPERVISOR'S

ELECTRONIC PROJECT FILES THAT WILL BE MADE AVAILABLE TO THE AWARDED CONTRACTOR, INCLUDE:3.

(   )

CROSS SECTIONS

PROJECT FILES THAT WILL BE MADE AVAILABLE TO THE CONTRACTOR, INCLUDE:4.

RIGHT-OF-WAY PLANS (WILL BE MADE AVAILABLE TO THE AWARDED CONTRACTOR)

THIS PROJECT.

AMERICAN TRAFFIC SAFETY SERVICES ASSOCIATION (ATSSA) CERTIFIED TRAFFIC CONTROL SUPERVISOR REQUIREMENT FOR5.

ALL PLAN SHEETS, IN PDF FORMAT.

CONTRACTOR ESC SUPERVISOR REQUIREMENT

STORMWATER REGULATIONS.

CONTRACTOR TRAINING PROGRAM, AS DEFINED IN SECTION 6.2 OF THE DELAWARE SEDIMENT AND

STORMWATER REGULATIONS.

CONTRACTOR TRAINING PROGRAM, AS DEFINED IN SECTION 6.2 OF THE DELAWARE SEDIMENT AND
(   )  MEDIUM

(   )  MAJOR
AND STORMWATER REGULATIONS.

CERTIFIED CONSTRUCTION REVIEWER (CCR), AS DEFINED IN SECTION 6.3 OF THE DELAWARE SEDIMENT

2.

EXTENSION WITH ANY APPROPRIATE MODIFICATIONS.

THE STORMWATER ENGINEER WILL REVIEW THE CURRENT SEDIMENT AND STORMWATER MANAGEMENT PLAN AND ISSUE AN

ENGINEER THREE MONTHS PRIOR TO THE EXPIRATION OF THE APPROVED SEDIMENT AND STORMWATER MANAGEMENT PLANS.

ACCEPTANCE OF THE PROJECT IS ANTICIPATED TO EXTEND BEYOND THE THREE YEARS, THE CONTRACTOR WILL INFORM THE

PERIOD, BEGINNING ON THE DATE THE STORMWATER ENGINEER SIGNED THE CONSTRUCTION TITLE SHEET. IF THE FINAL

DELDOT'S DELEGATED AUTHORITY. THE SEDIMENT AND STORMWATER MANAGEMENT PLANS ARE VALID FOR A THREE YEAR

THE SEDIMENT AND STORMWATER MANAGEMENT PLANS HAVE BEEN APPROVED BY DELDOT'S STORMWATER ENGINEER UNDER7.

SECTION 300

STORMWATER ENGINEER OR THE APPROPRIATE CONSTRUCTION ENGINEER.

A COPY OF THE GENERAL PERMIT OR THE NOI CAN BE OBTAINED UPON REQUEST FROM EITHER THE DEPARTMENT'S

PERMIT AND NOI IS KEPT ON FILE IN EACH OF THE CONSTRUCTION OFFICES AND THE DEPARTMENT'S STORMWATER SECTION.

THE NPDES INDUSTRIAL PERMITTING REQUIREMENTS FOR THIS CONSTRUCTION PROJECT. A COPY OF THE NPDES GENERAL

COMPLIANCE WITH DELDOT'S APPROVED SEDIMENT AND STORMWATER MANAGEMENT PLANS WILL CONSTITUTE COMPLIANCE WITH

THIS PROJECT IS COVERED UNDER AN NPDES GENERAL PERMIT FOR CONSTRUCTION. UNDER THE GENERAL PERMIT,3.

SECTION 900

MISCELLANEOUS

REPAIRED OR REPLACED IN KIND AT THE CONTRACTOR'S EXPENSE.

SHALL BE PROTECTED BY THE CONTRACTOR AS DIRECTED BY THE ENGINEER. ANY DAMAGE TO THESE AMENITIES SHALL BE

ROADSIDE AMENITIES WITHIN THE LIMITS OF CONSTRUCTION AREAS THAT ARE TO REMAIN IN PLACE AND ARE NOTED BY "DND,"4.

WAS PREPARED.

THERE ARE NO ENVIRONMENTAL PERMITS REQUIRED FOR THIS PROJECT; THEREFORE, NO ENVIRONMENTAL COMPLIANCE SHEET5.

THE DISTURBED AREA FOR THIS PROJECT IS 0.26 ACRES.6.

(   )  INSIGNIFICANT

( X )  MINOR

( X )

( X )

(   )

( X )

4

DNP

TAO

(   )

UNDER ITEM 302007 - GRADED AGGREGATE BASE COURSE.

302514 - MILLED HOT-MIX BASE COURSE. THE QUANTITY OF MILLINGS USED FOR BASE COURSE WILL BE PAID FOR

INCIDENTAL TO ITEM 302007 - GRADED AGGREGATE BASE COURSE, TYPE 'B'. NO PAYMENT WILL BE MADE FOR ITEM

THE MILLINGS INTO COMPLIANCE WITH THE REQUIREMENTS OF ITEM - 302514 MILLED HOT-MIX BASE COURSE ARE

COMPACTION AS WELL AS THE MATERIAL REQUIREMENTS FOR MILLINGS USED AS BASE COURSE.  ALL COSTS TO BRING

SPECIAL PROVISION 302514 - MILLED HOT-MIX BASE COURSE IS PROVIDED TO SPECIFY THE MEANS OF LAY DOWN ANDd. 

ITEM USING THE RECYCLED MATERIAL.

ALL COSTS TO UTILIZE MILLINGS IN RECYCLED HOT-MIX WILL BE INCIDENTAL TO THE UNIT PRICE BID FOR THE HOT-MIXc. 

PAID FOR AT THE UNIT BID PRICE FOR ITEM 302007 - GRADED AGGREGATE BASE COURSE, TYPE 'B'.

OUTSIDE SOURCE OR TRANSPORT MILLINGS WITHIN THE PROJECT LIMITS. MILLINGS USED FOR BASE COURSE WILL BE

302514 - MILLED HOT-MIX BASE COURSE. NO SEPARATE PAYMENT WILL BE MADE TO FURNISH MILLINGS FROM AN

MILLINGS USED FOR BASE COURSE SHALL BE PLACED IN ACCORDANCE WITH THE REQUIREMENTS OF SPECIAL PROVISIONb. 

TO ITEM 202000 - EXCAVATION AND EMBANKMENT.

COURSE, OR DISPOSED OF TO AN APPROVED SITE. HAULING COSTS FOR DISPOSAL AND/OR RECYCLING ARE INCIDENTAL

EXCAVATION AND EMBANKMENT. THE MILLINGS GENERATED MAY BE RECYCLED INTO HOT-MIX, UTILIZED FOR BASE

202000 - EXCAVATION AND EMBANKMENT THE COST OF MILLING THIS HOT-MIX WILL BE PAID AS ITEM 202000 - 

SHOULD THE CONTRACTOR ELECT TO MILL PORTIONS OF HOT-MIX SHOWN ON THE PLANS TO BE REMOVED UNDER ITEMa. 

PAYMENT CLARIFICATION:E.

ALL MILLED MATERIALS SHALL MEET THE MATERIAL REQUIREMENTS OF ITEM 302514 - MILLED HOT-MIX BASE COURSE.

MILLED MATERIAL FURNISHED ON THE JOB FROM THE CONTRACTOR'S YARD OR OTHER OUTSIDE SOURCE.a. 

HOT-MIX MILLINGS MAY BE GENERATED FROM THE FOLLOWING SOURCES:D.

THE CONTRACTOR. ALL EXCESS MILLING MATERIAL SHALL BECOME PROPERTY OF THE CONTRACTOR.

SPECIFICATIONS. THE CHOICE OF THE QUANTITY OF MILLINGS USED FOR THIS PURPOSE, OR FOR BASE COURSE, LIES WITH

THE CONTRACTOR MAY ALSO ELECT TO RECYCLE MILLINGS FOR USE IN HOT-MIX AS PERMITTED BY THE STANDARDC.

THE TOTAL BEING EQUAL TO THE ACTUAL QUANTITY USED UNDER ITEM 302007 - GRADED AGGREGATE BASE COURSE, TYPE 'B'.

THE QUANTITY USED FOR BASE OF EACH OF THE ABOVE LISTED MATERIALS WILL BE THE CONTRACTOR'S CHOICE, WITHB.

ON THE LIMITS OF EACH SOURCE OF MATERIAL PRIOR TO PLACEMENT.

FULL DEPTH, IN ORDER THAT PROPER TESTING MAY BE ACCOMPLISHED. THE CONTRACTOR AND ENGINEER SHALL AGREE

APPROVED AREAS. EACH AREA OF BASE COURSE MUST BE CONSTRUCTED USING MATERIALS FROM A SINGULAR SOURCE,

ALL OF THE ABOVE LISTED MATERIALS ARE PERMITTED FOR USE ON THE JOB, PROVIDED THEY ARE SEPARATED INTO

SOURCES) TO MEET THE REQUIREMENTS OF ITEM 302007 - GRADED AGGREGATE BASE COURSE, TYPE 'B'.

THE CONTRACTOR WILL NOT BE ALLOWED TO MIX DIFFERENT MATERIALS (OR SIMILAR MATERIALS FROM DIFFERENT

HOT-MIX MILLINGS (PER SPECIAL PROVISION 302514 MILLED HOT-MIX BASE COURSE)c. 

CRUSHED CONCRETE (PER STANDARD SPECIFICATION 821)b.

CRUSHED STONE (PER STANDARD SPECIFICATION 821)a.

- GRADED AGGREGATE BASE COURSE, TYPE 'B':

THE CONTRACTOR MAY ELECT TO USE ANY OF THE FOLLOWING MATERIALS TO MEET THE REQUIREMENTS OF ITEM 302007A.1.

INVERTS. PAYMENT IS INCIDENTAL TO ITEM 763501 - CONSTRUCTION ENGINEERING.

PROVIDE A PRE AND POST CONSTRUCTION SURVEY SHOWING STATIONS AND ELEVATIONS OF THE SWALE/PIPE INLET AND OUTLET

THE CONTRACTOR SHALL MATCH EXISTING GRADE TO PROVIDE POSITIVE FLOW OF THE EXISTING SWALE. THE CONTRACTOR SHALL6.

SECTION 600

THE PROPOSED PAVEMENT. ALL TYPE C BACKFILL SHALL BE COMPACTED IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.

TOP OF THE PIPE. THE CONTRACTOR SHALL PLACE GABC, TYPE B BEGINNING AT THE TOP OF THE PIPE UP TO THE BOTTOM OF 

TYPE C BORROW SHALL ALSO BE USED AS BACKFILL SURROUNDING THE PROPOSED 18-INCH RCP (P-1) AND PLACED UP TO THE 

THE CONTRACTOR SHALL PLACE TYPE C BORROW FOR THE PIPE BEDDING AS SHOWN IN THE STANDARD CONSTRUCTION DETAILS. THE2.
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1001

VERTICAL CONTROL
HORIZONTAL AND

VERTICAL - THIS PROJECT IS REFERENCED TO NAVD 88.

PLANE COORDINATE SYSTEM (NAD 83/91).

HORIZONTAL - THIS PROJECT IS REFERENCED TO THE DELAWARE STATE 

DATUM REFERENCE:

5

N

STATION OFFSET EASTINGNORTHING

HORIZONTAL /   VERTICAL CONTROL DATA

ELEVATIONPOINT STATION OFFSET EASTINGNORTHING

CONSTRUCTION ALIGNMENT CONTROL

POINT

1009

1001 1204+00.00 0.00' 601307.7755 569861.3714

1009 1241+00.00 0.00' 602236.1928 573399.6408

SCALE

FEET

0 150 300 450

10001 1204+82.79 9.34' RT. 601319.5060 65.30569900.4969

10002 1209+08.59 11.63' RT. 601424.1354 62.67570313.2539

10003 1237+14.61 10.88' RT. 602128.9546 71.59573029.3091

10004 1239+74.63 11.92' RT. 602193.1970 73.29573281.2733

& CAP

REBAR

TP#10001

& CAP

REBAR

TP#10002

& CAP

REBAR

TP#10003

& CAP

REBAR

TP#10004

I-95

1002 1209+00.00 0.00' 601433.2373 570302.0187

1003 1214+00.00 0.00' 601558.6991 570786.0222

1004 1219+00.00 0.00' 601684.1609 571270.0256

1005 1224+00.00 0.00' 601809.6227 571754.0291

1006 1229+00.00 0.00' 601935.0845 572238.0325

1007 1234+00.00 0.00' 602060.5463 572722.0359

1008 1239+00.00 0.00' 602186.0081 573206.0394

SJB

TAO

CONSTRUCTION BASELINE
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HOT-MIX

GRASS

CONC. DITCH CONC. DITCH

SIGN

EXISTING R/W

EXISTING R/W

EXISTING R/W

EXISTING R/W

EXISTING R/W

V
A

R
IE

S
V

A
R
IE

S

V
A

R
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S
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A
R
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S
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SCALE

FEET

0 20 40 60

N

6

TAO

SJB

I-95 SOUTHBOUND

I-95 NORTHBOUND

1
0
'

4
8
'

1
0
'

NO. SLOPELENGTH DIS. EL.SIZE / TYPE CLASS

DRAINAGE PIPE SCHEDULE

INT. EL.

35'

4
2
'

4
4
'

2
'

2
'

2
'

2
'

CONSTRUCTION PLAN

P

1

NO. SIZE / TYPE SLOPE SAFETY GRATE

SAFETY END STRUCTURE SCHEDULE

1 18" RCP 0.0041 YES

2 18" RCP 0.0041 YES

SES

2

SES

1

1
0
'

4
8
'

1
0
'

V
A

R
IE

S

1 0.0041 62.69 62.4918" RCP III 49'

SAW CUT

SAW CUT
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HOT-MIX
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N

GEOMETRICS
GRADES AND

TAO
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STATION OFFSETPOINT NO.

COORDINATE LIST

EASTINGNORTHING

R=22'
R=21'

DNP

60000

60001

60002

60003

60004

60005
60006

60007

60008

60009

60000 1206+60.94 -17.89 601390.5648 570066.1140

60001 1206+60.91 -19.89 601392.4945 570065.5887

60002 1207+39.22 -20.84 601413.0657 570141.1538

60003 1207+39.24 -18.84 601411.1359 570141.6791

60004 1207+39.47 3.32 601389.7424 570147.4602

60005 1207+39.24 25.48 601368.2331 570152.7939

60006 1207+39.22 27.48 601366.2919 570153.2753

60007 1206+60.91 26.36 601347.7293 570077.1901

60008 1206+60.94 24.36 601349.6723 570076.7160

60009 1206+61.19 3.24 601370.1817 570071.6588

8

NOTES:

2.

 

1.

TO THE LEFT OF THE CONSTRUCTION BASELINE.

OFFSETS SHOWN IN THE COORDINATE LIST WITH A MINUS SIGN ARE LOCATED

SEE SHEET 10 FOR GRADING DETAIL.

STATION OFFSETPOINT NO.

COORDINATE LIST

EASTINGNORTHING

60010 1206+82.27 601374.2677 570092.3836

60011 1206+99.81 601378.7155 570109.3410

60012 1207+17.34 601383.1633 570126.2985

60010

60011

60012

ELEVATION

65.25

65.60

65.25

4.48

4.43

4.38
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CONSTRUCTION DETAILS

B

B

A A

NOT TO SCALE
9

PLAN VIEW PLAN VIEW

I-95 MEDIAN CROSSOVER INSTALLATION I-95 MEDIAN CROSSOVER REMOVAL

A A

B

B

35' PAVED

2% 2%

SECTION A-A

BORROW, TYPE C

O.G.
O.G.18" RCP

10:1 MAX.
10:1
 MAX.

L

ROADWAY ROADWAY

B I-95

NBSB

2' 2'

18' 25'

SECTION B-B

4% 2%
4%

PAVEMENT DEPTH

SEE SECTION A-A FOR
18" RCP

SECTION B-B

O.G.
O.G.

SECTION A-A

MATCH EX.

B I-95L

ROADWAY ROADWAY

NBSB 27' 27'

SAW CUTSAW CUT

6:1 MAX. 6:
1 M

AX.

I-95 SOUTHBOUND I-95 SOUTHBOUND

I-95 NORTHBOUND

I-95 NORTHBOUND

2" TYPE C WMA (ITEM 401801)

3" BCBC (ITEM 401819)

18" CMP (TO BE REMOVED)

PAVEMENT (TO BE REMOVED)
EXIST. HOT-MIX

PAVEMENT 
EXIST. HOT-MIX

BORROW, TYPE C
(TO BE REMOVED)

18" CMP
PAVEMENT (TYP.)

EXIST. HOT-MIX
MATERIAL (TYP.)

SUITABLE EXCAVATED

15

DNP

TAO

±43'   MEDIAN

54'   MEDIAN±

(TYP.)

SAFETY END STRUCTURE

VARIES

SAW CUT

SAW CUT

(PERMANENT SEED - DRY GROUND)

TOPSOIL (6") AND PSDG

8" GABC, TYPE B (ITEM 302007)

*GABC DEPTH OVER PIPE VARIES
BLANKET

STABILIZE WITH EROSION CONTROL

TOPSOIL (6") AND PSDG -

BLANKET

STABILIZE WITH EROSION CONTROL

TOPSOIL (6") AND PSDG - 
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CONSTRUCTION DETAILSNOT TO SCALE
10

I-95 SOUTHBOUND I-95 SOUTHBOUND

I-95 NORTHBOUND

I-95 NORTHBOUND

15

DNP

TAO

I-95 MEDIAN CROSSOVER REMOVAL GRADINGI-95 MEDIAN CROSSOVER PROPOSED GRADING

SAFETY EDGE DETAIL
NOT TO SCALE

HOT-MIX PAVEMENTS AND OVERLAYS

PAVEMENT

EDGE OF

NOT TO SCALE

TOPSOIL32 +
-2

OR IN SITU MATERIAL

COMPACTED FILL
> 1-1/4"

FINAL OVERLAY

_

NEW PAVEMENT

EXISTING OR
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TRAFFIC CONTROL NOTES
CONTROL PLAN GENERAL

M.O.T. AND EROSION 
CONSTRUCTION PHASING,

11

EROSION AND SEDIMENT CONTROL

DNP

TAO

FLAGGER LOCATION

CONSTRUCTION SAFETY FENCE

CONSTRUCTION SAFETY FENCE / LENGTH

TRUCK WITH MOUNTED ATTENUATOR

WORK AREA - ACTIVE PHASE

TEMPORARY PAVEMENT

TEMPORARY PAVEMENT MARKING ARROW

ROAD WORK

END

PHASE   

CONCRETE SAFETY BARRIER - PORTABLE

CONSTRUCTION PHASING & M.O.T

BARRICADE, TYPE 3

CONSTRUCTION WARNING SIGN

PHASING TRAFFIC FLOW ARROW

DRUM - TRAFFIC CONTROL

CRASH CUSHION ARRAY

CONSTRUCTION WARNING SIGN LOCATION

CSF

XXX

CSF

PHASE 1 - SEQUENCE OF CONSTRUCTION

1

2

3

4

5

PHASE 2 - SEQUENCE OF CONSTRUCTION

1

2

3

4

5

NOT TO SCALE

E&S PLAN VIEW E&S PLAN VIEW

PHASE 1: I-95 MEDIAN CROSSOVER INSTALLATION PHASE 2: I-95 MEDIAN CROSSOVER REMOVAL

I-95 SOUTHBOUND

I-95 NORTHBOUND

I-95 SOUTHBOUND

I-95 NORTHBOUND

CFL COMPOST FILTER LOG

REPLACED IN KIND. 

IF ANY EXISTING RUMBLE STRIPS ARE REMOVED OR AFFECTED BY THE CONTRACTOR, THEY SHALL BE

NON-WORKING HOURS.

NO EQUIPMENT SHALL BE STORED IN THE MEDIAN, OR WITHIN THE CLEAR ZONE, AT ANY TIME DURING

 

AND MAINTAIN THIS DRAINAGE SHALL BE INCIDENTAL TO ITEM 743000 - MAINTENANCE OF TRAFFIC.

SURFACE IS MAINTAINED THROUGHOUT CONSTRUCTION.  ALL WORK AND MATERIALS TO PROVIDE

ALL WORK SHALL BE PERFORMED IN A MANNER SUCH THAT POSITIVE DRAINAGE OF THE ROADWAY

 

THE DURATION OF CONSTRUCTION.

ACCESS TO ALL EXISTING PAVED EMERGENCY MEDIAN CROSSOVERS SHALL BE MAINTAINED THROUGHOUT

 

LIMITS FOR THE DURATION OF THIS CONTRACT OR AS DIRECTED BY THE ENGINEER.  

THE CONTRACTOR IS RESPONSIBLE FOR THE MAINTENANCE OF EXISTING PAVEMENT WITHIN THE PROJECT

 

THE CONTRACTOR IS ONLY PERMITTED TO CLOSE LANES BETWEEN 8:00 AM AND 12:00 PM ON FRIDAYS. 

BETWEEN 5:00 AM AND 9:00 AM OR BETWEEN 3:00 PM AND 9:00 PM MONDAY THROUGH THURSDAY.

ANY CONSTRUCTION OPERATIONS THAT REQUIRE A LANE CLOSURE ON I-95 WILL NOT BE PERMITTED

 

OF THE TRAVELED WAY ON AN INTERSTATE, FREEWAY OR EXPRESSWAY. 

TYPICAL APPLICATION 5B - STATIONARY LANE CLOSURE FOR SHOULDER WORK 10 FEET FROM THE EDGE

 

DIRECTED BY THE ENGINEER SHALL CONFORM TO:

MAINTENANCE OF TRAFFIC ON I-95 DURING CONSTRUCTION ACTIVITIES OR OTHER OPERATIONS AS 

7.

6.

5.

4.

3.

2.

1.

12.

11.

10.

9.

8.

PHASE 2 CONSTRUCTION.

STABILIZE WORK AREAS. REMOVE ALL EROSION AND SEDIMENT CONTROL DEVICES NOT REQUIRED DURING

PERMANENT SIGNS NEAR STA. 1207+00.

CLEAR AND GRUB WORK AREA, CONSTRUCT PROPOSED PIPE AND MEDIAN CROSSOVER AND INSTALL

INSTALL COMPOST FILTER LOG FOR PHASE 1 CONSTRUCTION.

CONTROL DEVICES ALONG I-95.

USING TYPICAL APPLICATION 5B OF THE TRAFFIC CONTROL MANUAL, PLACE TEMPORARY TRAFFIC

PLACE ALL WARNING SIGNS IN ACCORDANCE WITH THE TRAFFIC CONTROL MANUAL AND PLAN SHEET 12.

STABILIZE WORK AREAS. REMOVE ALL EROSION AND SEDIMENT CONTROL DEVICES.

PROPOSED DITCH.

REMOVE EXISTING CROSSOVER PAVEMENT, FILL MATERIAL, EXISTING SIGNS AND PIPE AND CONSTRUCT

INSTALL COMPOST FILTER LOG FOR PHASE 2 CONSTRUCTION.

CONTROL DEVICES ALONG I-95.

USING TYPICAL APPLICATION 5B OF THE TRAFFIC CONTROL MANUAL, PLACE TEMPORARY TRAFFIC

PLACE ALL WARNING SIGNS IN ACCORDANCE WITH THE TRAFFIC CONTROL MANUAL AND PLAN SHEET 12.

MESSAGE BOARDS THAT THE ENGINEER CAN CONTACT AT ALL TIMES.

FRONT OF THE MESSAGE BOARD. THE CONTRACTOR SHALL PROVIDE A PERSON TO PERFORM MAINTENANCE ON THE

THESE MESSAGE BOARDS WILL BE MADE UNDER ITEM NUMBER 743004. SIX PLASTIC DRUMS SHALL BE PLACED IN

SHORTEN THE REQUIRED DURATIONS FOR THE MESSAGE BOARDS BASED ON CONDITIONS IN THE FIELD. PAYMENT FOR

AS DIRECTED BY THE ENGINEER TEN DAYS IN ADVANCE OF LANE CLOSURES. THE ENGINEER MAY LENGTHEN OR

THE CONTRACTOR SHALL SUPPLY MESSAGE BOARDS TO PLACE AT LOCATIONS WITHIN 1 MILE OF THE PROJECT LIMITS

ALL EXISTING TRAVEL LANES ALONG I-95 SHALL BE RESTORED AT THE END OF EACH WORK DAY.

SEPARATE PAYMENT WILL BE MADE BY THE DEPARTMENT.

LIGHT PLANTS AND LIGHTS FOR FLAGGER STATIONS, ARE CONSIDERED INCIDENTAL TO THE CONTRACT AND NO

IS THE RESPONSIBILITY OF THE CONTRACTOR.  ALL COSTS TO WORK AT NIGHT, INCLUDING BUT NOT LIMITED TO

WORKS AFTER DARK, COMPLIANCE WITH ALL LOCAL, COUNTY, AND STATE ORDINANCES, INCLUDING NOISE LIMITATIONS,

THE CONTRACTOR MAY CHOOSE TO WORK AT NIGHT, BUT IS NOT REQUIRED TO DO SO.  IF THE CONTRACTOR

THE REQUIREMENTS OF SECTION 6F.82 OF THE DELAWARE MUTCD.

DISTANCE SHALL BE AS PER THE MANUFACTURER'S RECOMMENDATIONS.  THE TMA SHALL CONFORM TO

SWEEPING, TEMPORARY TRAFFIC BARRIER PLACEMENT OR AS DIRECTED BY THE ENGINEER.  THE ROLL AHEAD

OPERATIONS: TEMPORARY/PERMANENT PAVEMENT MARKINGS, ROADSIDE SPRAYING, PATCHING, MILLING,

A TYPE II TRUCK MOUNTED ATTENUATOR (TMA) SHALL BE REQUIRED ON THIS PROJECT DURING THE FOLLOWING

 

REGISTERED IN THE STATE OF DELAWARE.

CONTROL PLAN ARE DESIRED.  THE MODIFIED TMP SHALL BE PREPARED BY A PROFESSIONAL ENGINEER,

SHALL BE COMPLETED BY THE CONTRACTOR IF CHANGES TO THE TIME RESTRICTIONS OR THE TRAFFIC

BY DELDOT FORCES UNLESS OTHERWISE DIRECTED BY THE ENGINEER.  MODIFICATIONS TO THE TMP

MANAGER AT (302) 659-4060.  ALL MONITORING REQUIREMENTS OF THE TMP SHALL BE CONDUCTED

PREPARED AND IS AVAILABLE FOR VIEWING BY CONTACTING THE DEPARTMENT'S SAFETY PROGRAM

PROCEDURES AND GUIDELINES.  A TYPE B TRANSPORTATION MANAGEMENT PLAN (TMP) HAS BEEN

THIS PROJECT IS CONSIDERED A SIGNIFICANT PROJECT AS DEFINED BY DELDOT'S WORK ZONE MOBILITY

FILTER LOG, 21 LF

18" (DIA.) COMPOST

FILTER LOG, 21 LF

18" (DIA.) COMPOST
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2 3
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NOT TO SCALE
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4

I-95
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DAWSON DR

GENDER R
D

BROOKHILL
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R

C
H
 

R
D

OLD BALTIMORE PIKE

S
R
 
7
2
 
(S
 

C
H

A
P
E
L
 
S

T
)

BELLEVUE RD

1 MILE

WORK

ROAD

3

48" x 48"

W20-1

48" x 48"

W20-1

3

5

5

2

2

1

1

3

3

5

5

2

2

1

1

4

4

DNP

TAO

1 / 2 MILE

WORK

ROAD

1000 FT

WORK

ROAD

36"x48"

R2-10

36"x48"

R2-11

ZONE
FINES

HIGHER
BEGIN

ZONE
FINES

HIGHER
END

5 6

6

6

4

1,320
'

1,32
0'

4

6

6

1,
32

0'

1,
3
2
0
'

SIGNS
PERMANENT WARNING

CHANGEABLE MESSAGE BOARDS

PCMS-1

LANE

TO BEGIN XX-XX-XX

ON OR

ABOUT

PCMS-1

PCMS-1

4.

3.

2.

1.

NOTES:

SAFETY OFFICER.

CONTRACTOR.    MESSAGE AND LOCATION SHALL BE COORDINATED AND APPROVED BY THE DISTRICT

PORTABLE CHANGEABLE MESSAGE SIGNS (PCMS) SHALL BE SUPPLIED AND INSTALLED BY THE

AS DIRECTED BY THE ENGINEER.

ANY EXISTING SIGNS THAT CONFLICT WITH CONSTRUCTION WARNING SIGNS SHALL BE COVERED,

RIGHT SIDE OF I-95.

ALL WARNING SIGNS SHALL BE DOUBLE POSTED - PLACED ALONG THE LEFT (MEDIAN) AND

743024 - TEMPORARY WARNING SIGNS AND PLAQUES.

OF CONSTRUCTION. ALL WARNING SIGNS SHALL BE PAID FOR UNDER ITEM

PLACE ALL WARNING SIGNS SHOWN ON THIS PLAN PRIOR TO THE BEGINNING

CLOSURES

EXISTING CROSSOVER
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