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EXISTING SYMBOLS

PROPOSED SYMBOLS

DRAINAGE SURVEY CONTROL & MONUMENTATION CONSTRUCTION IDENTIFIERS PAVEMENT SECTION(S}
——— M. —— - @
DITCH OR STREAM CENTERLINE B.M SURVEY BENGHMARK LOCATION CONCRETE SAFETY BARRIER - PERMANENT ADJUST BY CONTRACTOR MANTENANCE STRIP - SEE TYPICAL SECTIONS ON
—— DIRECTIONAL STREAM FLOW ARROW TP SURVEY TIE POINT LOCATION X——BFS———x | BIOFILTRATION SWALE ADJUST BY OTHERS RS PR TER DI TS
B / Dl | DRAINAGE INLET A SURVEY TRAVERSE POINT LR L LT | BRICK PATTERNED SURFACE CONCRETE SAFETY BARRIER
g DRAINAGE JUNCTION BOX ® POINT OF CURVATURE OR TANGENCY [——|| surr vomr CURB OR CURB & GUITER MISCELLANEOUS
(X A A ORCE]
® DRAINAGE MANHOLE 1) POINT OF INTERSECTING TANGENTS 100400 CONSTRUCTION BASELINE @ CONVERT TO JUNCTION BOX DRSO | TURF - RENFORCEMENT MATTING, TYPE 1
SZE/IPELABEL | DRAINAGE PIPE AND FLOW ARROW — oS | CONSTRUCTION SAFETY FENCE CONVERT TO DRAINAGE MANHOLE
V2 DRAINAGE PIPE HEADWALL UTILITY CURB, TYPE 1& TYPE 3 CURE OPENING
= RIPRAP - AREA FEATURE 2 SOIL_BORING_LOCATION CURB, TYPE 2 CURB RAMP / TYPE
B RIPRAP - LINEAR FEATURE ® SR EL Lo SORalch —=r—r—r— | CURB & GUTTER, TYFE 1 @ CURB RAMP / TYPE - o e ey
o Ce _RAREIRELTION 50X e | CURB & GUTTER, TYFE 2 CONSTRUCTION SAFETY FENCE
MANMADE ROADSIDE FEATURES ® ELECTRIC MANHOLE ——— | CURB & GUITER, TYPE 3 DRAINAGE INLET
o BOLLARD - STEEL POLE B ELECTRIC METER N s A e 4 @ > o7 DisTURE
BOLLARD - WOOD POST e ELECTRIC TRANSFORMER cz CLEAR ZONE @ ENERGY DISSIPATOR
e~ | curs — POLE MOUNTED LUMINAIRE n DRAINAGE INLET @ e
—rvee el | CURB AND GUTTER © Ea MANHOLE PR [ @ FLARED END SECTION
— - G,M.
FENCE - CHAINLINK OR STRANDED i GAS METER o o o FENCE - METAL @ FILL WITH FLOWABLE FILL
— - GV,
FENCE - STOCKADE OR SPLIT RALL d GAS VALVE oo | FENCE - wooD @ FILTRATION STRUCTURE
FP GP. -
| FLAG POLE f CAS PUMP - SERVICE STATION = e e e CUREDAIL
a - | —— —
GUARDRAIL - STEEL BEAM RAILROAD TRACKS L a5 | cusroRaL, TYPE 1 JUNCTION BOX
o GUARDRAIL - WIRE ROPE SANITARY SEWER MANHOLE A b A8 85| CUARDRAL, TYFE 2 MANHOLE
LAMP N S.V.
A LAMP AND POST - RESIDENTIAL A SANITARY SEWER VALVE — XT3 | GUARDRAIL, TYPE 3 MONUMENT - RIGHT-OF -WAY
MB VENT
& MAILBOX __w SANITARY SEWER VENT OR CLEANOUT GUARDRAIL END ANCHORAGE @ PIPE
PM
) PARKING METER AND POST |__SDF.__ || SEPTIC DRAN FIELD s 4. a| GUARDRAIL END TREATMENT, TYPE 1 [3) RELOCATE BY CONTRACTOR
_______ PAVEMENT - FLEXIBLE TELEPHONE BOOTH . ssss* | GUARDRAIL END TREATMENT, TYPE 2 @ RELOCATE BY OTHERS
PAVEMENT - RIGID o ELEPHONE MEERD' = | GUARDRAIL END TREATMENT, TYPE 3 & REMOVE BY CONTRACTOR
e PILE - BRIDCE - LEPHONE R POINT e | meact arrenuaror REMOVE 8Y OTHERS
JoWe -
e} PILLAR OR MISCELLANEOUS POST 9 TRAFFIC - CONDUIT JUNCTION WELL = e oo - o dbP UNDERDRAIN / LENGTH
T TRAFFIC SIGN AND POST ® TRAFFIC - LIGHT POLE AND BASE % LATERAL OFFSET @ UNDERDRAIN OUTLET PIPE
sase WALL - BRICK OR BLOCK ° TRAFFIC - PEDESTRIAN POLE & 8asE || | y - o or B o
R WALL - STONE i TRAFFIC - SIGNAL CABINET & BASE 'f AlEOR LANDSCAPING
® TRAFFIC - SIGNAL POLE AND BASE . vy @ LANDSCAPE PLANTINGS
NATURAL ROADSIDE FEATURES IR —— . — ) SHRUBBERY
AVe
CRASS LAWN - UTILITY POLE GUY WIRE ANCHOR PAVEMENT REMOVAL - 1%9) CONIFEROUS' TREE
TOPSOIL, SEED AND MULCH
asoemoETom HEDGEROW OR THICKET = UTILITY POLE O DECIDUOUS TREE
e PIPE & DIRECTIONAL FLOW ARROW
F.H, WATER - FIRE HYDRANT T
X TREE - CONIFEROUS vy S N TRAFFIC
i P.C.C. SIDEWALK - 4
TREE - DECIDUOUS —— TMS-CoN— | [TMS CONDUIT
& A2 WATER VALVE P.C.C. SIDEWALK - 6" (USE §” DEPTH
a TREE STUMP WELL WELL HEAD FOR_CHANNELIZATION ISLANDS. ) ——SIG-CON—— | SIGNAL CONDUIT
= UNDERDRAIN
®
SHRUBBERY @ Y —————— — e [ CONDUIT JUNCTION WELL
— wi— 2l | DELINEATED WETLAND BOUNDARY LINE —— | LUMNAIRE
STy WOODS LINE BOUNDARY -> PAVEMENT MARKINGS
RIGHT-OF-WAY SYMBOLS
" PROPOSED RIGHT-OF -WAY MONUMENT PAVEMENT STRIEING
RIGHT-OF-WAY SYMBOLS q_’ TRAFFIC SIGN
PROPOS
M. PROPERTY MARKER - CONCRETE MON. L L0 OENAL dicce
— ——-PE———~ | PROPOSED PERMANENT EASEM!
LE. PROPERTY MARKER - IRON PIPE 2 = — Nk il
10000 HISTORIC RIGHT-OF-WAY BASELINE i i ol
— TR T T —— R/W-DA — | PROPOSED R/W & DENIAL OF ACCESS
———TCE~——-| T
S T e LIk TCE EMPORARY CONSTRUCTION EASEMENT
A ~OF -
eastMENT TYPE— | EXISTING EASEMENT 100+00 PROPOSED RIGHT-OF-WAY BASELINE
DA EXISTING DENIAL OF ACCESS
—— R/W-DA —— | EXISTING R/W & DENIAL OF ACCESS
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CONSTRUCTION ALIGNMENT CONTROL
POINT STATION OFFSET | NORTHING EASTING
10000 1237+00. 00 0. 00| 603758.79 | 576872. 84
10010 1297+00. 00 0.00| 607683.59 | 581324. 86
10012 | 2241+90. 51 0.00| 604139. 11 | 577146. 60
10016 | 2297+00. 00 0.00| 607727.59 | 581296.93
10017 297+00. 00 0. 00| 607705.64 | 581310. 90
10024 1250+00. 00 0.00| 604509.27 | 577931. 49
10025 1255+00. 00 0. 00| 604763.00 | 578362.33
10026 1275+00. 00 0.00| 606115.85 | 579809. 28
10027 1280+00. 00 0.00| 606521.41 | 580101.73
10028 | 2245+00. 00 0.00| 604361.39 | 577361.95
10029 2250+00. 00 0. 00| 604720.50 | 577709. 86 6
10030 | 2255+00. 00 0.00| 605079.60 | 578057.77 &
10031 2260+00. 00 0.00| 605438.71 | 578405. 68 Yo
10032 300+00. 00 0.00| 607866.13 | 581564.36 S
10033 305+00. 00 0.00| 608133.61 | 581986.79 3
10034 310+00. 00 0.00| 608401. 10 | 582409. 23 (76025 ]
10035 330+00. 00 0.00| 609678.30 | 583937. 68
10036 335+00. 00 0.00| 610046. 10 | 584276. 39 D
10037 640+00. 00 0.00| 610413.90 | 584615. 10
DATUM REFERENCE! 10022
HORIZONTAL - PROJECT IS BASED ON THE DELAWARE STATE PLANE S0
COORDINATE SYSTEM 10021 X
A FIELD SURVEY WAS NOT CONDUCTED FOR THIS PROJECT AND -
VERTICAL BENCHMARKS ARE NOT PROVIDED. THE CONSTRUCTION
BASELINE 1S BASED ON HORIZONTAL GEOMETRY FROM CONTRACT 5
7001 AND TIED TO FEATURES IN THE 2012 DELDOT AERIALS.
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CIRCULAR CURVE NO. ()

CIRCULAR CURVE NO. (5

PC ( 10001)
Pl ( 10002)
cC ( ¢cc10002)

PT 10003)
Radl us:

Delta:

Degree of Curvature(Arc):
Length:

Tangent :

hords

Ml ddl e Ordinates
External:

Tangent Dl rectlon:
Radl al Olrectlon?
Chord ODIrectlon:
Radl al DIrectlon:
Tangent DIrectlon:

STAT ION NORTH ING
1241+57. 23 604045, 6136
1244+52, 99  604231. 1486

600893. 1862
1247+47. 69 604381, 2356

. 0000
g7 21° 27. 1035~ Rl ght

S 38°51’ 09. 57697
N 55°19° 33. 9748
S 30° 29’ 42, 47347
N 59°30° 17. 5266"

EAST ING
577228. 9127
577459. 2378
579768. 3033
577714. 0844

PC ( 10018)
Pl ( 10019)
CcC ( ¢c10019)

PT 10020)
Radl us:

Dol tar

Degree of Curvature(Arc):
Lengt h:

Tangent

Chord:

M ddl e Ordlnate:
External:

Tangent Dlrectlon:
Radl al DIrectlon:
Chord Dlrectlon:
Radl al DIrectlon:
Tangent Ol rectlon:

STAT ION
312+089. 39
320+00. 15

327+81. 84
6000, 0000

15° 00’ 56. 9218~
0°57' 17. 7468
1572. 4521

790, 7572

1567. 9559

51. 4390

51. 8838

57° 39 28. 9820" E

. E
0° 09’ 00. 5211~ E
2° 38’ 32. 06027 E

NORTH ING
6085713. 1181
608936, 1503
613582, 3403
609517. 8297

Left

EAST ING
582586, 1371
583254, 2245
579376. 3107
583789. 8980

CIRCULAR CURVE NO. (2

CIRCULAR CURVE NO. (6)

PC ( 10004)
Pl ( 10005)
CC ( cc10005)

PT ( 10006)
Radl us¢

Dalta:

Degree of Curvature(Arc):
Length:

Tangent :

Chord:

Ml ddl e Ordlnate:
External :

Tangent Dl rectlon:
Radl al Dlrectlon:
Chord Dlrectlon:
Radlal Directiont
Tangent Olrectl!on:

STAT ION

1256+16.
1264+50.

1272+61.

NORTH ING
35 604822, 0466
93  605245. 5689
608248, 0556
63  605922. 5065

3976. 0000
23°42° 33. 0473" Left
1°26° 27, 7466”
1645. 2817
834. 5840
1633. 5682
84. 7997
86, 6477
N 59°30° 17. 5266 E

S 30°29' 42, 4734"
N 47°39°01. 0030"
S 54°12°15. 5207"
N 35°47 44, 4793%

mmmm

EAST ING
578462. 5785
579181. 7164
576444. 8971
579669. 8618

PC ( 10021)
Pl 10022)
CcC ( cc10022)
PT «( 10023)
Rad! us+

Del ta:

Dagree of Curvature(Arc):
Lengt h:

Tangent

Chord:

Ml ddl e Ordlnate:
External:

Tangent Dlrectlon:
Radlal DIrectlon:

Chord Dl rectl!on:
Radl al Directlon:
Tangent Dl rectlon:

N 4.
S 4
N 4.
S 4
N 4

STAT ION
J43+10. 06
345+30. 05

347+50. 00
11459. 1560

NORTH ING
610641, 9788
610803. 8099
602879. 3352
610959. 8014

2° 117 59. 0023" RI ght

0° 30’ 00. 0000*

2.1116
2° 38 32. 06027 E
7721’ 27. 9398 E
3° 447 31. 5614” E
5° 09’ 28. 9375" E
4° 50’ 31. 0625 E

EAST ING
584825, 1367
584974. 1683
593254, 4677
585129. 3016

CIRCULAR CURVE NO. @

PC 10007)
Pl ( 10008)
CC ( ¢cc10008)

PT ( 10009)
Radl us?

Delta:

Degree of Curvature(Arc):
Length:

Tangent :

Chord:

Ml ddle Ordlnate:
External ¢

Tangent Dl rectlon:
Radl al Dlrectlon:
Chord DIrectlon:
Radl al Dlrection:
Tangent Dl rectlon?

STAT ION NORTH I NG
1281+24.09  606622. 0543
1288+79. 63 607234, 8792

604333, 9386
1296+16.79 607639,0716

3912, 0000

21° 51’ 44, 507

17 Ri ght

1°27' 52, 6177%
1492, 7027
755. 5406
1483, 6637

70. 9807

72, 2924

N 35°47' 44, 4793"
S 54°12 15. 5207*
N 46° 43 36. 7329"
S 32°20° 31. 0135"
N 57° 39" 28. 9865"

mmmmm

EAST ING
580174. 3115
580616. 2247
583347. 3654
581254. 5586

CIRCULAR CURVE NO. @

PC ( 10013)

PI 10014)

CC ( ¢cc10014)

PT 10015)
Radl us:

Dalta:

Degree of Curvature(Arc):
Lengt h:

Tangent :

Chord:

Ml ddl e Ordlnate:
External :

Tangent Directlon:
Radlal Dlrectl/on:
Chord Direction:
Radlal Olrectlon:
Tangent Dl rectlon:

STAT ION NORTH I NG
2262+26. 21 605601, 1746
2276+50, 58  606624. 1855

597268, 0197
2290+61. 64 607386, 1874
11976. 0000

13° 33" 55. 2878 RI ght
0° 28" 42, 3180"
2835. 4396
1424, 3797
2828. 8217
83. 8169
84, 4077

N 44°05 33. 6980~
S 45°54° 26, 3020"
N 50°52°' 31. 3419*
S 32°20° 31. 0142
N 57° 39’ 28, 9858”

E
E
E
E
E

EAST ING
578563. 0779
579554. 1915
587164. 4211
580757. 6077

Hv-02

OOI\CADD\HBI;way\I-SS Guardrail\HV02_|-95 Guardrail.DGN
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GUARDRAIL SCHEDULE

NO. {TEM DESCRIPTION / TYPE

J6é GR _END TREATMENT ATTENUATOR, TYPE 2

37 | GALV. STEEL BEAM GR, TYPE 1-31

38 | GALV. STEEL BEAM GR, TYPE 2-31

39 | GR END ANCHORAGE 31

47 | GR_END ANCHORAGE 31

48 | GALV. STEEL BEAM GR, TYPE 2-31

49 | GALV. STEEL BEAM GR, TYPE 1-31

NOTES:

1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE
PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE

THE PROPOSED SUPERPAVE, TYPE B AS SHOWN.

2. THERE IS EXISTING HOT-MIX CURB ALONG SEVERAL SEGMENTS OF GUARDRAIL THROUGHOUT THE PROJECT
LMITS. THE CONTRACTOR SHALL MAINTAIN THE EXISTING HOT-MIX CURB WHERE FEASIBLE. IT IS
RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE ENGINEER IF THERE ARE EXISTING SEGMENTS OF
HOT-MIX CURB THAT CANNOT BE SALVAGED DUE TO THE INSTALLATION OF NEW AL,  THE
CONTRACTOR SHALL REPLACE THE HOT-MIX CURB WHERE NECESSARY AND THE COST OF THE HOT-MIX

CURB WILL BE INCIDENTAL TO ITEM 401816.

THE

Loc VARIES
VARIES | 1| _ Z |_\_| v

SAW CuT

Loc

VARIES]

TYPICAL SECTION

SAW_CUT
(2" DEPTH)
SEE NOTE 1

STA 224429 TQ STA2247+00 LT,
NOT TO SCALE

(RID\EXISTING
(C.J GUARDRAIL

Loc Sl VARIES Loc
IVARIES| ¥ | /| 2 _| ¥ |VARIES

E STA. 2247 +00

ATCH LN

OO'I\CADD\H;?‘I'Way\I—SS Guardrail\CPC1.I-95 Guardrail.dgn

2/18/2016 11542132

N\ 31957~

LEGEND
@ [TEM 400606 - BITUMINOUS CONCRETE,SUPERPAVETYPE 8, | —=————
160 GYRATIONS, PG 76-22 SAw cut
ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B -
© mem 908001 - TOPSOILE' DEPTH
ITEM 908014 - PERMANENT GRASS SEEDING.DRY GROUND
(@ TEM 908020 - EROSION CONTROL BLANKET MULCH TYPICAL SECTION
STA 123860 TO STA.I24/85 RT.
NOT TO SCALE Eoii
/ REVISIONS g
DELAWARE e SCALE PAVEMENT & TZ‘;’:Z’:;O BRIGE NO. NA SHEE; NO
30 60
» — DESIGNED BY: D.N.P. (WRA)
DEPARTMENT OF TRANSPORTATION REHABILITATION CONSTRUCTION PLAN |
NORTH X, 2016 NEW CASTLE CHECKED BY: T.0. (WRA) 17




TCH LINE STA. 1255 +50

MA

HOT-MIX

. 1246 +50

B
M
8
8
8
LINE STA. 1255+50

MATCH LINE STA
|
|
I
|
|
|
|
I

MATCH

GUARDRAIL SCHEDULE 22 SY TUR
F REINFORCEMENT
NO. ITEM DESCRIPTION / TYPE BEGIN STA. | OFFSET | LENGTH
SAW cut MATTING, TYPE 120 W,
43 | GR END TREATMENT ATTENUATOR, TYPE 2 1257+92 64. 2 RT. 50" FOUNDATIONS (Lxio W)
44 | GALV. STEEL BEAM GR, TYPE 1-31 1258+43 | 60.1 RT. | 616.5 Loc VARIES Loc
NOTES: VARIES| ¥ | [| 2 | I |VARIES

1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE
PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE
THE PROPOSED SUPERPAVE, TYPE B AS SHOWN.

2. THE EXISTING GUARDRAIL AND MAINTENANCE PAVEMENT SHALL NOT BE REMOVED UNTIL DELDOT TRAFFIC
FORCES REPLACE THE ADJACENT GUIDE SIGN WITH BREAKAWAY SUPPORTS. PAYMENT FOR REMOVAL OF EXISTING
THE SIGN FOUNDATIONS SHALL BE INCIDENTAL TO ITEM 211002, BAVEMRT

A
3. THE CONTRACTOR SHALL REMOVE THE EXISTING CONCRETE SIGN FOUNDATIONS, BA AND REGRADE —;é\\ f-.')ﬂst‘I
ERODED SLOPES BEHIND THE EXISTING GUARDRAIL WITHIN THE LOC. THE BACKFILL MATERIAL SHALL BE B
TOF. SEi BLANKET MULCH OR_TUR\

REINFORCEME] ING THIS
OF BACKFILL THAT CAN BE STABILIZED THE SAME DAY. ALL DISTURBED AREAS SHALL BE STABILIZED SAW cur
AT THE END OF EACH WORK DAY. (2" DEPTH)

SEE NOTE 1

LEGEND

(@ ITEM_40I8i6 - BITUMINOUS CONCRETE,SUPERPAVE,TYPE B, TYPICAL SECTION
160 GYRATIONS,PG 76-22 STA1258+43 TO STAI264:50 RT. === ,
®) EW 302005 - GRADED AGGREGATE BASE COURSE.TYPE B HOTIOSCo GO

@ ITEM 90800/ - TOPSOIL.6° DEFTH
[TEM 9080i4 - PERMANENT GRASS SEEDING,DRY GROUND

@ ITEM 908020 - EROSION CONTROL BLANKET MULCH

TRAFFIC :
CABINET @

NI\JMT-WIWUEMy\I-iﬁ Guardral\CP02_(-95 Guordrail.dgn

cP-02
¥ ADDENDUMS / REVISIONS CONTRACT BRIDGE NO. SHEET NO.
: DELAWARE 10 SALE 60 REQXEW_FTI\ATHSN Liidil) DESIGNED —‘ - CONSTRUCTION PLAN i
: DEPARTMENT OF TRANSPORTATION NORTH X, 2016 S T ——




1270+00
— N = w
=
o5 BO =
1-95 NORTHBOUND
_— =
2
e e e e e Py
225 E
Fokd EXISTING
SEE NOTE 2~/ @ GUARDRAIL
22 SY TURF REINFORCEMENT
MATTING, TYPE 1 20°(LIXID’/(W)
SAW cut
Loc s} VARIES Loc
VARIES| ¥ | [| 2 _| I |VARES
LEGEND GUARDRAIL SCHEDULE
@ 1TEH 10186 - BTUNINGUS CONCRETE, SUPERPAVE.TYPE 6 NO. ITEM DESCRIPTION / TYPE BEGIN STA. | OFFSET | LENGTH
- ' ' ) 45 | GALV. STEEL BEAM GR, TYPE 1-31 1264+50 | 61.3 RT. | 708. 5
180 GYRATIONS.PG 76-22 46 | GR END ANCHORAGE 31 1271447 | 65.3 RT. |_12.5
EXGINe ¢ ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B NOTES:
MATCH
;éx_ EXIST, © TEm 908001 - TOPSOIL.6° DEPTH 1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE
=L _=—. PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE
L ITEM 908014 - PERMANENT GRASS SEEDING.DRY GROUND THE PROPOSED SUPERPAVE, TYPE B AS SHOWN.
SAW CUT TTe——l @ TEM 908020 - EROSION CONTROL BLANKET MULCH 2. THE CONTRACTOR SHALL BACKFILL AND REGRADE ERODED SLOPES AROUND THE GUIDE SIGN FOUNDATION
(2" DEPTH) —~L06 WITHIN THE LOC. THE BACKFILL MATERIAL SHALL BE BORROW, TYPE F AND SHALL BE STABILIZED WITH
SEE NOTE 1 TOPSOIL, ON THIS PLAN. THE CONTRACTOR SHALL ONLY PLACE

0, AND BLANKET MULCH AS NOTED
AMOUNT OF BACKFILL THAT CAN BE STABILIZED THE SAME DAY.

81+ 50

TYPICAL SECTION =
vkl D . A \ O AR, A T W e
NOT TO SCALE
________________ 1280+00 s

HOT-MIX

ATCH LINE STA.12

NX\J|957-OO|\CwD\P‘I|ahway\l-95 Guardrai\CPO3_I-95 Guardrai.dgn

271872016  11:43t18
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: 30 50 ; REHABILITATION —— DESIGNED BY: D.N.P. (WRA) CONSTRUCTION PLAN S
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; GUARDRAIL SCHEDULE

; NO. ITEM_DESCRIPTION / TYPE BEGIN STA, | OFFSET | LENGTH SAW CUT

i 50 GALY. STEEL BEAM GR, TYPE 1-31 2247+00 55.7 LT. 91.5

/ 51 GR END TREATMENT ATTENUATOR, TYPE 2 2247+91 56.5 LT. S50’ Loc VARIES Loc

| e VaRiES | 7| 2 |\ |7 [variEs]

i 1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE

| PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE

' THE PROFOSED SUPERPAVE, TYPE B8 AS SHOWN.

i LEGEND

1 ITEM 401816 - BITUMINOUS CONCRETE,SUPERFAVE,TYPE B,

; 160 GYRATIONS, PG 76-22

E ITEM 302005 - GRADED AGGREGATE BASE COURSE.TYPE B

;, © TEmM 908001 - TOPSOIL.6° DEFTH

H {TEM 908014 - PERMANENT GRASS SEEDING,DRY GROUND

! @ ITEM 908020 - EROSION CONTROL BLANKET MULCH

| TYPICAL SECTION

! STA 224700 TO STA 22479/ LT,

i NOT TO SCALE

I
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b o GUARDRAIL SCHEDULE g
Q NO. ITEM DESCRIPTION / TYPE BEGIN STA. | OFFSET LENGTH <
‘&‘ 52 | GR_END ANCHORAGE 31 2270+16 | 62.5 LT. 12. 5 S
53 | GALV. STEEL BEAM GR, TYPE 1-31 2270+28 | 62.5 LT. 425 SAW CUT
= 54 | GR END TREATMENT ATTENUATOR, TYPE 1 2274+51 64.3 LT. 50
NOTES: Loc mmas\ Loc
1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE VARIES | 11| 2 |\ |1 |VARIES]
PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE
THE PROPOSED SUPERPAVE, TYPE B AS SHOWN.
LEGEND
EXISTING
(A TEM 4018/ - BITUMINOUS CONCRETE,SUPERPAVE,TYPE B, - PAVEMENT
160 GYRATIONS,PG 76-22 WA %G'
ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B
© e 908001 - TOPSOIL 6" DEPTH 0.6 == . sawcur
ITEM 908014 - PERMANENT GRASS SEEDING,DRY GROUND s{f'; %};Z_’H;
© TEW 908020 - EROSION CONTROL BLANKET MULCH 6 >
EXISTING TYPICAL SECTION
GUARDRAIL STA 227028 TO STA 22745/ 1T.
(=] NOT TO SCALE
o C @
+
o p
2 =
N
o~
<
|—
n
L
=
el
5
e
s
:
3
;z:i CP-05
6n
a2 ADDENDUMS / REVISIONS CONTRACT SHEET NO.
o DELAWARE SCALE PAVEMENT & ———p J VA
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¥\=95 Guardrai\CPO6_|-95 Guordrail.dgn

NI ITES T 001V ADD A

21872018 144124

GUARDRAIL SCHEDULE GUARDRAIL SCHEDULE SAW CUT
NO. {TEM DESCRIPTION / TYPE BEGIN STA. OFFSET LENGTH NO. ITEM DESCRIPTION / TYPE BEGIN STA. OFFSET LENGTH
1 GR END TREATMENT ATTENUATOR, TYPE 1 1284+67 17.5 LT. 50’ 55 GR TO BARRIER CONNECTION, EXIT TYPE 1-31 2283+44 36.5 LT. 11. 5 Loc VARIES LoC
2 | GR TO BARRIER CONNECT ION, APPROACH TYPE 1-31| 1285+17 14.9 LT. | 19.75 56 | GALV. STEEL BEAM GR, TYPE 1-31 2283+56 | 56.5 LT. 87. 5 VARIES| 1| L[| 2 _| I |VARIES
3| GR TO BARRIER CONNECTION, EXIT TYPE 1-31 1286+18 14.9 LT. 1.5 57 | GALV. STEEL BEAM GR, TYPE 2-31 2284+43 | 56.5 LT. 75
4 | GALV. STEEL BEAM GR, TYPE 1-31 1286+30 15.1 LT. | 374.5 58 | GR_END TREATMENT ATTENUATOR, TYPE 1 2285+18 | 58.2 LT. 50°
22 | GR TO BARRIER CONNECT ION, APPROACH TYPE 1-31| 2264+38 18.5 RT. | 19.75 59 | GR_END TREATMENT ATTENUATOR, TYPE 2 12684+59 | 68.3 RAI. 50°
23 | GALV. STEEL BEAM GR, TYPE 1-31 2284+58 17.9 RT. | 541,25 60 | GALV. STEEL BEAM GR, TYPE 1-31 1285+11 | 64. 7 RI. 75
o 61 | GR TO BARRIER CONNECT ION, APPROACH TYPE 1-31| 1285+88 | 64.1 RT. | 19.75 EXISTING
1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE "E'.“'\ [CH
PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE ocN _ BXIST.
THE PROPOSED SUPERPAVE, TYPE B AS SHOWN. =
o S \\k ******
“ ~ (R SAW cuT
s \55/ (GRY EXISTING (2 DEPTH)
B S S : 77, > GUARDRAIL SEE NOTE 1
% TSR @ OVERHEAD (GRY  (RM
N i
N P
| — TYPICAL SECTION
P . 3 STAIZ854ITO STAI285:68 =
W — . B ) NOT TO SCALE S
— e ——— , | +
%‘ S2¥00 T 7 \ (=]
-l ~ N
~— N
S ~ 4 ¥ |
] I I - — b=
< — - . (%]
E . HOT-MIX — |y
SAW cuT exisong . 0000 B TTTTREE _;5
" GUARDRAIL s -
Loc VARIES Loc e — =
VARIES | 1'| 2 |\ | ¥ [VARIES] T ‘.'J-';'
\\‘1 \-‘\ wo T e, e h
\‘.‘ 06, D "" **** <
3 4'?2; R =
EXISTING e
PAVEMENT S . & & ®
MATCH [ N £ -7
: G s O‘? “\ AL
_______ gfsmc LY 9 L * <
SAW_CUT e
(2* DEPTH) ¥ . B R ) . amme e P
SEE NOTE 1 . g I ———ery > - S
N n u“__’...'\-ﬁ-"-"‘ _________________________
7 B N B +
N poc BARRER e oJERRENRRE = 126%+00 1% S
TYPICAL SECTION |l ceeechemsg i = T T 125 . . N
STA 228356 TO STA.22858 LT. P e e d < — = - i - = — == i
NOT TO SCALE o e 1 00 '~ W —_— HOT-MIX — <
g N — Yo |-95 NORTHBOUND — = =
Sl 1285+00 — X S — - _— — — (7
It == HOT-MIX T . —_— - ___
o - ~128100 — == B T |.Z|.|
o P _—— — — — M T NS 1=
D ’//-"' 128 00 I - — T Mo i eee———— ——— T T = ~ W -l
_\, e 5= o -— b M e —— ~— ~
J——_ = = — v ~~ A T
oL = - — = -~ N
) == - R o . g
- — / e .. o . w " <
f-t._ e — - = .= - g SAW cut Saw cur =
72} - — T Loc VARIES Loc Loc VARIES Loc
! - T g)gsr/m IVARIES| ¥ | [ | 2 | 1" |VARIES VARIES VARIES | V| 2 |\ | [variES]
Z T
J /”//
< LEGEND
%) ITEM 401816 - BITUMINOUS CONCRETE,SUPERPAVE,TYPE B, BTG EXISTING
» » " PAVEMENT
A ® 160 GYRATIONS,PG 76-22 N waTCH g e PAVEMENT
0.G) EXIS 1o:1 10:1 MAX, EXIST. .G.
= TEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B == 1 e
© mEM 908001 - TOPSOIL,6" DEPTH SA_W_CTU;'~~— - - ——';A;/ —r;/r
ITEM 9080/4 - PERMANENT GRASS SEEDING.DRY GROUND o DEPTH) e T (3 DEPTH)
(© ITEM 908020 - EROSION CONTROL BLANKET MULCH SEREE TYPICAL SECTION SEE NOTE 1
195 MEDIAN
NOT TO SCALE cP-06
ADDENDUMS / REVISIONS enLt P AVEMENT & CONTRACT BRIDGE NO. I NA SHEET NO.
DELAWARE 30 60 T201606110 10
DEPARTMENT OF TRANSPORTATION - - REHABILITATION CONSTRUCTION T
NORTH X, 2016 NEW CASTLE | CHECKED BY: T.O. (WRA) 17




GUARDRAIL SCHEDULE
NO. ITEM DESCRIPTION / TYPE BEGIN STA. OFFSET LENGTH
S GALV. STEEL BEAM GR, TYPE 1-31 1290+00 18. 1 LT. 850’
24 | GALV. STEEL BEAM GR, TYPE 1-31 22390+00 25. 1 _RT. 850’ SAW CUT SAW CUT
62 GR END TREATMENT ATTENUATOR, TYPE 1 1294+84 63. 5 RT. 50’
63 GALV. STEEL BEAM GR, TYPE 1-31 1295+35 63. 1 RT. 313. 5 Loc VARIES Loc Loc VARIES Loc
NOTES: |VARIES| ' | [ | 2 _| I |VARIES VARIES VARIES | I'| 2 |\_ | I |VARIES]

1. CONTRACTOR SHALL REMOVE ABANDONED PCC OVERHEAD SIGN FOUNDATION. PAYMENT FOR REMOVAL WILL BE
INCIDENTAL TO ITEM 211002,

2. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE
PAVED MAINTENANCE STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE
THE PROPOSED SUPERPAVE, TYPE B AS SHOWN. E
B

SAW CcUTr
(2* DEPTH)
SEE NOTE 2

TYPICAL SECTION

1-95 MEDIAN
NOT TO SCALE

195 SOUTHBOUND

LOC | =

MATCH LINE STA. 2290+ 00

Al

RS e e e T 3 = __:]\-__---__.._--_.-u-
(GR CONC-™_ seE NOTE 1

MATCH LINE STA. 298 + 50

EXISTING EXISTING
T T SAW cuT EXISTING PCC POLE par
___’/___——"‘” /// GUARDRAIL BASE
=\ 7 Loc VARIES Loc
/ s VARIES| ¥ | [| 2 | ¥ | VARES
- = /
e
/
AN LEGEND
= / EXISTING
! PAVEMENT MA @) ITEM 401816 - BITUMINOUS CONCRETE, SUPERPAVE,TYPE B,
o6y EXIST 160 GYRATIONS,PG 76-22

. N ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE 8
T SAW CUT © mem 908001 - TOPSOIL 6" DEPTH
: (S{_'E DI\%,T’L-'H)Z TEM 9080I4 - PERMANENT GRASS SEEDING,DRY GROUND
2 (D) ITEM 908020 - EROSION CONTROL BLANKET MULCH
z TYPICAL SECTION
] STA1295°35 TO STA 29850 RT.
: NOT TO SCALE
%ﬁ CP-07
gg ADDENDUMS / REVISIONS SCHlE PAVEMENT & CONTRACT BRIDGE NO. WA SHEET NO.
o2 T REHABILITATION KELLLES P cons -
o = t D.N.P. (WRA)
DEPARTMENT OF TRANSPORTATION NOETH bosa0s NSTRUCTION PLAN  <omrsirs
22 ' NEW CASTLE | CHECKED BY: T.0. (WRA) 17




GUARDRAIL SCHEDULE S BT e
NO. ITEM DESCRIPTION 7 TYPE BEGIN STA. | OFFSET | LENGTH
6 | GALV. STEEL BEAM GR, TYPE 1-31 298+50 15.3 RT. 800" Loc VARIES Loc Loc VARIES Loc
25 | GALV. STEEL BEAM GR, TYPE 1-31 298+50 15.1 LT. 715’ VARIES | I | 2 |\ _| I [VARIES] VARIES] ¥ | [ | 2 | F|VARIES
26 | GALV. STEEL BEAN GR, TYPE 2-31 305+65 15.7 LT. | 62.5
27 | GALV. STEEL BEAM GR, TYPE 1-31 306+27 15. 7 LT. | 22.5
64 GALV. STEEL BEAM GR, TYPE 1-31 298+50 86. 9 RT. 774’
65 | GR END ANCHORAGE 31 306+23 99.6 RI. 12. 5
66 GR END ANCHORAGE 31 298+60 92,5 LT. 12. 5° EXISTING
67 | GALV. STEEL BEAM GR, TYPE 1-31 298+73 92.5 LT. | 267.5 PAVEMENT\
68 GR END TREATMENT ATTENUATOR, TYPE 1 301+59 99.7 LT, 50’ 0.6 __EIIS .
& THE CONTRACTOR SHALL PLACE GUARDRAIL SUCH THAT THE BACK OF THE POST IS A MINIMUM OF 2 FROM THE -
FACE OF THE PCC SIGN BASE, [N ACCORDANCE WITH DELDOT STANDARD CONSTRUCT/ON DETAIL B-1. - CU;———
NOTES: (2” DEPTH)
1. CONTRACTOR MAY NEED TO ADJUST POST SPACING TO AVOID CONFLICTS WITH EXISTING STORM SEWER PIPES. ANY DAMAGE TO SEE NOTE 3
THE EXISTING STORM SEWER SYSTEM WILL BE REPAIRED AT THE CONTRACTOR'S EXPENSE.
2. EXISTING GROUND MOUNTED SIGNS IMPACTED BY THE PROPOSED MEDVAN GUARDRAIL INSTALLATION SHALL BE REMOVED AND RESET
B 1 setuw daeuurerr L oo ol cusie arsiulil] e Rl ERE. L0 i Pt B criof i B crion
H PAI . )
RIS 28 PAD FURRUNGEE ITEM 249650, STA.29873 TO STA 3059 (T. STA298°50 TO STA 30623 AT.
3. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE PAVED MAINTENANCE STRIP, NOT TO SCALE NOT TO SCALE
THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE THE PROPOSED SUPERPAVE, TYPE B AS SHOWN,
= =
o 7]
+ +
0 ©
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N ™
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= = =
(/7] (/7]
L L
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-l 1| ] -
zl 5
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b Loe 2 e o W o e B R ... A |
e = = = = -- — n
S f o= ; : ~[oC=- = (X044 == e e s T e T T D
L e e ¢ - @ s
.i 1} "y
A EXISTING EXISTING EXISTING o
GUARDRAIL PCC POLE PCC POLE OVERHEAD
BASE BASE SIGN
SAW cuT SAW cuT
Loc VARIES Loc Loc VARIES Loc
VARIES] 1" | i| Z | I |VARIES VARIES VARIES | | 2 ﬁ_; 1 \VARIES]
LEGEND
(@ TEM 401816 - BITUMINOUS CONCRETE,SUPERPAVE,TYPE B,
160 GYRATIONS,PG 76-22 EXISTING EXISTING
ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B F’AVEMENT-\ MA o [PAVEMENT
0.6) EXIST X .G.
B © TEM 908001 - TOPSOIL,6* DEFTH S L
3 ITEM 90804 - PERMANENT GRASS SEEDING,ORY 6ROUNO | ——— =g B e ] N
5 B SAwW cut T - SAW CUT
3 (D) TEM 908020 - EROSION CONTROL BLANKET MULCH gL . e Cl
B SEE NOTE 3 SEE NOTE 3
2 2 ||&
2 TYPICAL SECTION
b4 195 MEDIAN
H NOT TO SCALE
E
:g CcpP-08
= ADDENDUMS / REVISIONS
= CONTRACT .
5t PAVEMENT & e NA =1
= DELAWARE 30 60 REHABILITATION 120760810 DESIGNED BY: D.N.P. (WR CONSTRUCTIO z
3, ) ' + D.N.P. (WRA)
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\31857-001\CADD\Highway -85 Guardrai\CPOI_I-95 Guardrail.dgn
R e U ngan ey \-# Hordral.cg

GUARDRAIL SCHEDULE SAW cut
NO. ITEN DESCRIPTION / TYPE BEGIN STA. | OFFSET | LENGTH
7 | GALV. STEEL BEAM GR, TYPE 1-31 306+50 | 14.7 RT. | 800° LOTEWEJ pi AR
28 | GALV. STEEL BEAM GR, TYPE 1-31 306+50 | 15.6 LT. | 800°
69 | GR_END TREATMENT ATTENUATOR, TYPE 1 312+82__| 90.0 RI. 50°
70 | GALV. STEEL BEAM GR, TYPE 1-31 313+32__| 87.0 RT. | 119.75
NOTES:
L IF THE EDGE OF THE ADJAENT SHOULDER PAVEMENT IS NOT SUTABLE FOR THE PLACEMENT OF THE PAVED MANTENANCE STRIP, EXISTING -
THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE THE PROPOSED SUPERPAVE, TYPE B AS SHOWN. pAVEMENT 5
I
_o.g. _ F?JSTH mum
el I &"‘61*
Tt~ _ 06
{2 DEPTH) .
SEE NOTE 1 ® €
6 .
TYPICAL SECTION -
STA3I3-32 TO STA 31450 FT. S
NOT TO SCALE
el P W AR =B T, @0 N Ca ey
- -
o . . - - - _ _
+ - _ _ . —
© T @ EXISTING
=] GUARDRAIL
™
<
-
(72]
1T}
=
=
m
2
g B B B B - ¥ B - B . B B B B . . - - o o |
T k S~ EXISTING
\\\\ HOT-MIX \\\\ - GUARDRAIL
SAW cuT SAW CUT S W
— .
Loc VARIES Loc Loc VARIES T o
VARES| 1| || 2 _| I |VARIES VARIES VARES | 712 |\ LT VARJES} Sl
h LEGEND
EXISTING = EXISTING @ TEM_4018/6 - BITUMINOUS CONCRETE,SUPERPAVE,TYPE 8,
PAVEMENT - 5 i PAVEMENT 160 GYRATIONS,PG 76-22
_;éx EMW_ 2 1001 MAX. EXIST. jéc__ (B) ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B
J',qq*

. 314 +50

NE STA

MATCH LII

© TEM 90800/ - TOPSOIL, 6" DEFTH

SAW CUT e T S cur ITEM 9080/4 - PERMANENT GRASS SEEDING,DRY GROUND
(2 CEPTH) ® pZ et © TEM 908020 - EROSION CONTROL BLANKET MULCH
# U TYPICAL SECTION
1-95_MEDIAN
NOT TG SCALE
CP-09
ADDENDUMS / REVISIONS CONTRACT SHEET NO.
DELAWARE L, STME PAVEMENT & — BRIDGE NO. NA T
DEPARTMENT OF TRANSPORTATION o — - REHABILITATION o DESIGNED BY+ D.N.P. (WRA) CONSTRUCTION PLAN |
NORTH X, 2016 NEW CASTLE | CHECKED BY: T.O. (WRA) 17




1. THE CONTRACTOR SHALL PLACE GUARDRAIL NO. 8 SUCH THAT THE BACK OF THE POST IS A MINMUM OF X FROM THE
FACE OF THE SCUPPER DRAIN DOWNSPOUT, IN ACCORDANCE WITH DELDOT STANDARD CONSTRUCTION DETAIL B-1.

2. IF_ THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE PAVED MAINTENANCE

3. THE CONTRACTOR SHALL BACKFILL AND REGRADE ERODED SLOPES BEHIND THE EXISTING GUARDRAIL WITHIN THE LOC. THE
BACKFILL MATERIAL SHALL BE BORROW, TYPE F AND SHALL BE STABILIZED WITH TOPSOIL, SEED, AND BLANKET MULCH
?‘E’EMSJ;E@ (LJ)IX)J'H/S PLAN, THE CONTRACTOR SHALL OMLY PLACE THE AMOUNT OF BACKFILL THAT CAN BE STABILIZED

GUARDRAIL SCHEDULE LEGEND Saw oot

NO. ITEM DESCRIPT ION / TYPE BEG/N STA. | OFFSET | LENGTH Loc VARIES Loc

8 | GALV. STEEL BEAM GR, TYPE 1-31 314450 | 12.0 AT, | 581.75 || @ %"gyﬁ%}agu}‘%S CONCRETE, SUPERPAVE,TYPE B, waries| v [| 2z |t |vaRiEs

9 | GR TO BARRIER CONNECT ION, APPROACH TYPE 1-31| 320+32 | 5.1 RT. | 19.75 J

10_| GR TO BARRIER CONNECT ION, EXIT TYPE 1-31 320+66 45RT. | 11.5 ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B

11| GALV. STEEL BEAM GR, TYPE 1-31 320+98 | 4.1 RT. 25" i

12 | GR TO BARRIER CONNECT ION, APPROACH TYPE 1-31| 521+23 | 3.3 RT. | 19.75 © ZE: ﬁgﬂ f::%gﬁf};%s SEEDING. DRY GROUND

13| GR TO BARRIER CONNECTION, EXIT TYPE 1-31 322¢37 | 3.1 RL. | 11.5 :

14| GALV. STEEL BEAM GR, TYPE 3-31 322¢48 | 13.7 LT. 51° (D) TEM 908020 - EROSION CONTROL BLANKET MULCH

29 | GALV. STEEL BEAM GR, TYPE 1-31 314+50 | 14.0 LT. | 796.25 i

71| GALV. STEEL BEAM GR, TYPE 1-31 Srarso | e 4 AT | 667 75| | © /TEM 209006 - BORROW.TYPE F

72| GR TO BARRIER CONNECT [ON, APPROACH TYPE 1-31| 321+06 | 93.5 RT. | 19.75 & 0

73 | GR TO BARRIER CONNECT [ON, APPROACH TYPE 1-31| 318+75 | 94.8 LT. | 19.75 g !

74| GALV. STEEL BEAM GR, TYPE 1-31 318+95 | 95.3 LT. | 137.5 S 4

75 | GR TO BARRIER CONNECTION, EXIT TYPE 1-31 320+33 | 97.0 LT. | 11.5 o 8%’ :

76 | GR TO BARRIER CONNECT |ON, APPROACH TYPE 1-31| 320+88 | 97.3 LT. | 19.75 13

77 | GALV. STEEL BEAM GR, TYPE 1-31 321+08 | 97.4 LT. | 37.5 e

78 | GR TO BARRIER CONNECT ION, EXIT TYPE 1-31 321+46_ | 97. 4 LT. | 11.5 !9 TYPICAL SECTION

79 | GR TO BARRIER CONNECTION, APPROACH TYPE 1-31] 322+59 96.2 LT. | 19.75 ] i — - & STA.314:50 TO STA 31500 AT.

80 | GALV. STEEL BEAM GR, TYPE 1-31 322+79 | 95.9 LT. | 20.75 L e o SR SR RISE ST A o206 N
NOTES:

| GUARDRAIL

HOT-MIX

\.C_/ GUARDRAIL

@EXI-SWNG

GUARDRAIL B

00

TJATCH LINE STA.323+

20 1Ba5EST

Nl\lgﬁb ?“WI\CJM\P%-NI\I %% Guardral\CP10.1-95 Guardrail.dgn

14

(RM\ EXISTING |
v \CJ GUARDRAIL i
SAW cut SAW cut Loc Loc LO|$AR:£:| | _ﬁVAgESg | VARIES ‘&
|VARIES| ' | |VARIES |2 _| I'|_ VARIES
Loc VARIES Loc Loc VARIES Loc
|VARIES| ¥ | || 2 _|.I |VARES VARIES VARIES | I'| _ 2 [\ | ¥ |varies)
EXISTING
PAVEMENT I
EXISTING T EXISTING _;.ELM”CH EXIST.
PAVEMENT PAVEMENT e — =
MATCH MATCH =]
_;5\__ EXIST, 10:1 MAX. E lST-__Jé._ ******* —
= g MKk = SAW CUT L
——————— S T i & o, e
SAW cUT T SAW CUT —=
(2" DEPTH) ————" (2 DEPTH) 2z SEE NOTE 3
SEE NOTE 2 G © @ SEE NOTE 2
Z | |6 || Z
- TYPICAL SECTION TYPICAL SECTION TYPICAL SECTION
1-95 MEDIAN 195 MEDIAN STAJ3I5+00 TO STA 31800 RT
NOT TO SCALE NOT TO SCALE NOT TO SCALE cP-10
DELAWARE ADDENDUMS / REVISIONS senLe PAVEMENT & CONTRACT BROCE. 0. [ NA SHEET NO.
30 60 T201806110 14
DEPARTMENT OF TRANSPORTATION = REHABILITATION CONSTRUCTION PLAN oo
FE g
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NI\JW!?MI\CIBD\WIW\I-!S Guardrail\CP11_I1-95 Guardrail.dgn

/1872006 1R46:E

GUARDRAIL SCHEDULE
NO. ITEM DESCRIPTION / TYPE BEGIN STA. OFFSET LENGTH
15 | GALV. STEEL BEAM GR, TYPE 3-31 323+00 13.1 LT. | 642.75
16 GALV. STEEL BEAM GR, TYPE 1-31 329+43 10.7 LT. 158. 25"
17 | GALY. STEEL BEAM GR, TYPE 1-31 329+43 8.3 1LT. 160°
81 GALV. STEEL BEAM GR, TYPE 1-31 J323+00 95.5 LT. 54. 25°
82 | GR END TREATMENT ATTENUATOR, TYPE 2 323+55 94.2 LT. 50’

NOTES:

1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE PAVED MAINTENANCE
STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE THE PROPOSED SUPERFAVE, TYPE B AS SHOWN.,

2. THE EXISTING GUARDRAIL AND MAINTENANCE PAVEMENT SHALL NOT BE REMOVED UNTIL DELDOT TRAFFIC FORCES REMOVE THE
EXISTING OVERHEAD SIGN AND POLE FOUNDATIONS.

EXISTING
GUARDRAIL

SAW cuTt

LEGEND

@ ITEM 401816 - BITUMINOUS CONCRETE,SUPERPAYE,TYPE B,

Loc Loc
|VARIES | Z _|I']

|2 Il VARIES

————————=— = & isjsound -

160 GYRATIONS,PG 76-22
ITEM 302005 - GRADED AGGREGATE BASE COURSE,TYPE B

© mEM 908001 - TOPSOIL6° DEPTH
ITEM 9080I4 - PERMANENT GRASS SEEDING,DRY GROUND
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GUARDRAIL SCHEDULE
NO. ITEM DESCRIPTION 7/ TYPE BEGIN STA. OFFSET LENGTH
18 | GALV. STEEL BEAM GR, TYPE 1-31 J331+00 8. 8 RT. 850’
19 GALV. STEEL BEAM GR, TYPE 1-31 331+00 10. 2 LT. 323
32 | GALY. STEEL BEAM GR, TYPE 2-31 334+23 10. 2 LT. 62. 5
33 | GALV. STEEL BEAM GR, TYPE 1-31 334+85 10, 1 LT. 464. 5
83 GR _END TREATMENT ATTENUATOR, TYPE 1 338+88 113. 0 RT. 50’
84 GALYV. STEEL BEAM GR, TYPE 1-31 339+38 112. 0 RT. 12. 25
NOTES?

1. IF THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE PAVED MAINTENANCE
STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE THE PROPOSED SUPERPAVE, TYPE B AS SHOWN.
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GUARDRAIL SCHEDULE

NO. ITEM DESCRIPTION / TYPE BEGIN STA. OFFSET LENGTH
20 | GALV. STEEL BEAM GR, TYPE 1-31 339+50 9.6 RT. 715

21 GR _TO BARRIER CONNECT |ON, APPROACH TYPE 1-31 346+65 3. 3 RT. 19. 75
34 | GALV. STEEL BEAM GR, TYPE 1-31 339+50 9.6 LT. 291, 75
30 | GALV. STEEL BEAM GR, TYPE 2-31 J42+42 8.4 LT. 62. 5
35 | GALV. STEEL BEAM GR, TYPE 1-31 343+04 7.4 LT. 368. 75°
31 GR TO BARRIER CONNECT ION, EXIT TYPE 1-31 346+73 0.3 LT. 11. 5
85 | GALV. STEEL BEAM GR, TYPE 1-31 339+50 112. 0 RT. 75. 25"
86 | GR_ END ANCHORAGE 31 340+25 111.9 RT. 12. 5
87 | GR_END ANCHORAGE 31 343+67 80.8 LT. 12. 5
88 | GALV. STEEL BEAM GR, TYPE 2-31 J43+79 90.5 LT. 62, 5
89 | GALV. STEEL BEAM GR, TYPE 1-31 344+41 89.2 LT. 507

90 | GR END TREATMENT ATTENUATOR, TYPE 1 344+78 88,6 LT. 507

NOTES:

1. IF_THE EDGE OF THE ADJACENT SHOULDER PAVEMENT IS NOT SUITABLE FOR THE PLACEMENT OF THE PAVED MAINTENANCE
STRIP, THE CONTRACTOR SHALL SAWCUT THE SHOULDER PAVEMENT AND PLACE THE PROPOSED SUPERPAVE, TYPE B AS SHOWN.
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