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DEPARTMENT OF TRANSPORTATION
DELAWARE

CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.
ADDENDUMS / REVISIONS
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KENT

T201500202

TO PUNCHEON RUN CONNECTOR
HEP KC, US13 LOCHMEATH WAY

JFF

WFC

N/A

PILLAR OR MISCELLANEOUS POST

PILE - BRIDGE

PAVEMENT - RIGID

PAVEMENT - FLEXIBLE

PARKING METER AND POST

MAILBOX

LAMP AND POST - RESIDENTIAL

GUARDRAIL - WIRE ROPE

GUARDRAIL - STEEL BEAM

FLAG POLE

FENCE - STOCKADE OR SPLIT RAIL

CURB AND GUTTER

FENCE - CHAINLINK OR STRANDED

CURB

BOLLARD - WOOD POST

BOLLARD - STEEL POLE

RIPRAP - LINEAR FEATURE

RIPRAP - AREA FEATURE

DRAINAGE PIPE HEADWALL

DRAINAGE PIPE AND FLOW ARROW

DRAINAGE MANHOLE

DRAINAGE JUNCTION BOX

DRAINAGE INLET

DIRECTIONAL STREAM FLOW ARROW

DITCH OR STREAM CENTERLINE SURVEY BENCHMARK LOCATION

SURVEY TIE POINT LOCATION

SURVEY TRAVERSE POINT

POINT OF CURVATURE OR TANGENCY

POINT OF INTERSECTING TANGENTS

SOIL BORING LOCATION

UTILITY TEST HOLE LOCATION

CABLE TV DISTRIBUTION BOX

ELECTRIC MANHOLE

ELECTRIC METER

ELECTRIC TRANSFORMER

POLE MOUNTED LUMINAIRE

GAS MANHOLE

GAS METER

GAS VALVE

GAS PUMP - SERVICE STATION

RAILROAD TRACKS

SANITARY SEWER MANHOLE

SANITARY SEWER VALVE

SANITARY SEWER CLEANOUT OR VENT

SEPTIC DRAIN FIELD

TELEPHONE BOOTH

TELEPHONE MANHOLE

S.D.F.

TELEPHONE TEST POINT

TRAFFIC - CONDUIT JUNCTION WELL

TRAFFIC - LIGHT POLE AND BASE

TRAFFIC - PEDESTRIAN POLE & BASE

TRAFFIC - SIGNAL CABINET & BASE

TRAFFIC - SIGNAL POLE AND BASE

UTILITY BOX

UTILITY POLE GUY WIRE ANCHOR

UTILITY POLE

WATER - FIRE HYDRANT

WATER METER

WATER VALVE

WELL HEAD

MANHOLE - UNDETERMINED OWNER

DELMARVA POWER - ELECTRIC

R/W-DA

DA

EASEMENT TYPE

100+00

PL

PROPOSED RIGHT-OF-WAY BASELINE

TEMPORARY CONSTRUCTION EASEMENT

RIGHT-TO-ENTER

PROPOSED R/W & DENIAL OF ACCESS

PROPOSED RIGHT-OF-WAY

PROPOSED PERMANENT EASEMENT

PROPOSED DENIAL OF ACCESS

PROPOSED RIGHT-OF-WAY MONUMENT

UNDERDRAIN OUTLET

UNDERDRAIN

FOR CHANNELIZATION ISLANDS.)
P.C.C. SIDEWALK - 6" (USE 8" DEPTH

P.C.C. SIDEWALK - 4"

RIPRAP

PIPE & DIRECTIONAL FLOW ARROW

TOPSOIL, SEED AND MULCH
PAVEMENT REMOVAL - 

PAVEMENT PATCH

MANHOLE

MAILBOX

LIMIT OF CONSTRUCTION

LATERAL OFFSET

JUNCTION BOX - DRAINAGE

IMPACT ATTENUATOR

GUARDRAIL END TREATMENT, TYPE 3

GUARDRAIL END TREATMENT, TYPE 2

GUARDRAIL END TREATMENT, TYPE 1

GUARDRAIL END ANCHORAGE

GUARDRAIL, TYPE 3

GUARDRAIL, TYPE 2

GUARDRAIL, TYPE 1

FLARED END / SAFETY END SECTION

FENCE - METAL  / FENCE - WOOD

DITCH

DRAINAGE INLET

CURB OPENING WITH SIDEWALK

CURB OPENING - SUMP / ON GRADE

CURB & GUTTER, TYPE 4

CURB & GUTTER, TYPE 3

CURB & GUTTER, TYPE 2

CURB & GUTTER, TYPE 1

CURB, TYPE 2

CURB, TYPE 1 & TYPE 3

CONSTRUCTION SAFETY FENCE

CONSTRUCTION BASELINE

CLEAR ZONE

BUTT JOINT

BRICK PATTERNED SURFACE

BIOFILTRATION SWALE

CONCRETE SAFETY BARRIER - PERMANENT ADJUST BY CONTRACTOR

ADJUST BY OTHERS

CONCRETE SAFETY BARRIER

CURB  OR  CURB & GUTTER

CONVERT TO JUNCTION BOX

CONVERT TO DRAINAGE MANHOLE

CURB OPENING - SUMP / ON GRADE

CURB OPENING WITH SIDEWALK

CONSTRUCTION SAFETY FENCE

DRAINAGE INLET

DO NOT DISTURB

ENERGY DISSIPATOR

FENCE

FLARED END SECTION

FILL WITH FLOWABLE FILL

FILTRATION STRUCTURE

GUARDRAIL

JUNCTION BOX

MANHOLE

MONUMENT -  RIGHT-OF-WAY

PIPE

RELOCATE BY CONTRACTOR

RELOCATE BY OTHERS

RELOCATE BY PROPERTY OWNER

REMOVE BY CONTRACTOR

REMOVE BY TRAFFIC CONTRACTOR

REMOVE BY OTHERS

SAFETY END SECTION

UNDERDRAIN / LENGTH

UNDERDRAIN OUTLET PIPE

LANDSCAPE PLANTINGS

SHRUBBERY

CONIFEROUS TREE

DECIDUOUS TREE

ITMS CONDUIT

SIGNAL CONDUIT

CONDUIT JUNCTION WELL

LUMINAIRE

PAVEMENT MARKINGS

PAVEMENT STRIPING

TRAFFIC SIGN

B.M.

T.P.

TV

E

EM

E

G

G.M.

G.V.

G.P.

S

S.V.

S.C.O.

B

T

T

J.W.

U

F.H.

W.M.

WV

WELL

D.I.

J.B.

C.B.

?

D

SIZE/TYPE LABEL

(TYPE LABEL)

(TYPE LABEL)

F.P.

LAMP

MB

P.M.

WL

C.M.

I.P.

100+00

TCE

RTE

R/W-DA

R/W

DA

PE

LOC

LO

100+00

CSF

CZ

BFS

RM

TC

A

C

A

C

B

XXX

C

XXX

CJB

XXX

CMH

XXX

C

O

CO

SW

PC

XX

PC-N

XXX

DI

XXX

DND

ED

XXX

F

XXX

FES

XXX

FF

C

GR

XXX

JB

XXX

MH

XXX

P

XXX

RL

C

RL

O

RL

PO

RM

C

RM

O

SES

XXX

?

MB

EXISTING SYMBOLS PROPOSED SYMBOLS

DRAINAGE SURVEY CONTROL & MONUMENTATION

UTILITY

MANMADE ROADSIDE FEATURES

NATURAL ROADSIDE FEATURES

UTILITY COMPANY FACILITIES

RIGHT-OF-WAY SYMBOLS

RIGHT-OF-WAY SYMBOLS

TRAFFIC

LANDSCAPING

IDENTIFIERSCONSTRUCTION PAVEMENT SECTION(S)

PROPERTY MARKER - CONCRETE MON.

PROPERTY MARKER - IRON PIPE

HISTORIC RIGHT-OF-WAY BASELINE

EXISTING RIGHT-OF-WAY

EXISTING PROPERTY LINE

EXISTING EASEMENT

EXISTING DENIAL OF ACCESS

EXISTING R/W & DENIAL OF ACCESS

WOODS LINE BOUNDARY

DELINEATED WETLAND BOUNDARY LINE

SHRUBBERY

TREE STUMP

TREE - DECIDUOUS

TREE - CONIFEROUS

MARSH BOUNDARY LINE

HEDGEROW OR THICKET

GRASS LAWN

WALL - STONE

WALL - BRICK OR BLOCK 

TRAFFIC SIGN AND POST

UD

XXX

UDO

XXX

M

XXX

FS

XXX

CSF

ITMS-CON

SIG-CON

LS

XXX

PEDESTRIAN CONNECTION / TYPE

WITHOUT SIDEWALK SURFACE DETECTABLE WARNING SYSTEM

PEDESTRIAN CONNECTION / TYPE

NOT TO SCALE LEGEND

CU-G (B) CHESAPEAKE UTILITIES - GAS

CD-E (B) CITY OF DOVER - ELECTRIC

CD-S (B) CITY OF DOVER - SEWER

CD-W (B) CITY OF DOVER - WATER

COM-C (B) COMCAST - CABLE

COM-FO (B) COMCAST - FIBER OPTIC

DP-E (B)

ESNG-G (B) EASTERN SHORE NATURAL GAS - GAS

ESNG-G (B) EASTERN SHORE NATURAL GAS - GAS

FT-FO (B) FIBERTECH - FIBER OPTIC

(X) REPRESENTS ASCE DEFINED SUE QUALITY LEVEL

KENT COUNTY - SEWERKC-S (B)

TU-W (B) TIDEWATER UTILITIES - WATER

TCW-S (B) TOWN OF CAMDEN WYOMING - SEWER

VER-C (B) VERIZON - CABLE

VER-FO (B) VERIZON - FIBER OPTIC

UTILITY COMPANY FACILITIES (CONT'D)

SECTIONS FOR MATERIALS AND DEPTHS
FULL DEPTH PAVEMENT - SEE TYPICAL

SECTIONS FOR MATERIALS AND DEPTHS
MILL AND OVERLAY - SEE TYPICAL
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CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.

KENT WFC

N/A

CEI

ADDENDA / REVISIONS SECTION

SHEET NO.
JFF

T201904003

US13 & WEBBS LANE IMPROVEMENTS
SUSSEX COUNTIES TASK 4 -

OPEN-END CONSTRUCTION SERVICES, KENT &
NOTES

ALL COSTS ASSOCIATED WITH ADHERING TO THE STANDARDS SHALL BE INCIDENTAL TO THE OVERALL CONTRACT COSTS.

SPECIFICATIONS AS DETAILED IN SECTION 3.6 OF THE "DELAWARE EROSION AND SEDIMENT CONTROL HANDBOOK". 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADHERING TO THE CONSTRUCTION SITE POLLUTION PREVENTION 5.

GENERAL NOTES

ELECTRONIC PROJECT FILES THAT WILL BE MADE AVAILABLE TO THE AWARDED CONTRACTOR, INCLUDE:2.

CONSTRUCTION DETAILS", DATED 2017, INCLUDING ALL REVISIONS UP TO THE DATE OF ADVERTISEMENT.

SPECIFICATIONS", DATED AUGUST 2016 AND THE DELAWARE DEPARTMENT OF TRANSPORTATION "STANDARD 

THIS PROJECT IS TO BE CONSTRUCTED IN ACCORDANCE WITH THE DELAWARE DEPARTMENT OF TRANSPORTATION "STANDARD 1.

TERRAIN MODEL (DTM).

DESIGN FILE, IN .DGN FILE FORMAT, CONTAINING ONLY THE PROPOSED 3D TRIANGLES OF THE PROPOSED DIGITAL

NOT TO SCALE

PN-01

(   )

(   )

NONE

ASCII  DATA FILES WITH COORDINATES AND ELEVATIONS FOR PROPOSED POINTS AS SELECTED BY THE ENGINEER.

ALL PLAN SHEETS, IN PDF FORMAT.

BY DELDOT.

EXISTING DIGITAL TERRAIN MODEL, IN .DTM FILE FORMAT, COMPATIBLE WITH SOFTWARE CURRENTLY USED

BY DELDOT.

PROPOSED DIGITAL TERRAIN MODEL, IN .DTM FILE FORMAT, COMPATIBLE WITH SOFTWARE CURRENTLY USED

BE SIGNED BY ALL PARTIES PRIOR TO THE DELIVERY OF ANY ELECTRONIC PROJECT FILES.

NOTE: THE DOCUMENT ENTITLED "RELEASE FOR DELIVERY OF DOCUMENTS IN ELECTRONIC FORM TO A CONTRACTOR" MUST

PROJECT FILES THAT WILL BE MADE AVAILABLE TO THE AWARDED CONTRACTOR, INCLUDE:3.

CROSS SECTIONS

RIGHT-OF-WAY PLANS 

(   )

( X )

( X )

(   )

(   )

(   )

5

THE ADDITIONAL IMPERVIOUS AREA CREATED BY THIS PROJECT IS 0.06 ACRES.4.

THE PILOT'S CONTACT NUMBER DURING THE FLIGHT.

REGISTRATION NUMBER OF THE UAV, THE FLIGHT TIME, LOCATION OF THE FLIGHT, THE PILOT'S NAME AND

(UAV) FLIGHTS.  THE CONTRACTOR WILL BE REQUIRED TO PROVIDE THE FOLLOWING INFORMATION: THE

THE CONTRACTOR WILL CONTACT THE DELAWARE TMC AT 302-659-4600 PRIOR TO ANY UNMANNED AIRCRAFT VEHICLE2.

SHALL BE REPAIRED AND/OR REPLACED IN KIND AT THE CONTRACTOR'S EXPENSE.

ANY DAMAGE TO ITEMS NOTED TO BE RELOCATED OR RESET BY THE CONTRACTOR, AT THE DISCRETION OF THE ENGINEER,1.

PROJECT NOTES

SECTION 100

SECTION 200

SECTION 600

CONCRETE, FULL DEPTH.

SAWCUTTING OF HOT-MIX ON TOP OF CONCRETE PAVEMENT SHALL BE INCIDENTAL TO ITEM 762001 - SAW CUTTING11.

INCLUDING SAW CUTTING EXISTING CURB SHALL BE INCIDENTAL TO THE PROPOSED CURB ITEM.

SHALL BE TRANSITIONED IN 10 LINEAR FEET, UNLESS OTHERWISE DIRECTED BY THE ENGINEER. PAYMENT FOR THIS WORK,

IN AREAS WHERE PROPOSED CURB MEETS EXISTING CURB AND THE TWO CURB TYPES ARE NOT SIMILAR, THE PROPOSED CURB10.

MISCELLANEOUS

ACTUAL DEPTH EXCAVATED.

BE MEASURED AND PAID FOR IN ACCORDANCE WITH ITEM 204000 - TEST HOLES, BUT ONLY TO THE 

ENGINEER SHALL ULTIMATELY DETERMINE THE SOLUTION TO THE UTILITY CONFLICT.  TEST HOLES SHALL 

COORDINATED BY THE CONTRACTOR WITH THE ENGINEER AND THE UTILITY COMPANY INVOLVED. THE 

AT POINTS OF POSSIBLE UTILITY CONFLICTS. TO DETERMINE IF CONFLICTS EXIST.  ANY CONFLICTS SHALL BE

THE ENGINEER MAY REQUIRE THE CONTRACTOR TO EXCAVATE TEST PITS ALONG PROPOSED DRAINAGE RUNS,6.

THE PLANS.  ALL COSTS SHALL BE INCIDENTAL TO ITEM 201000 - CLEARING AND GRUBBING.

ALL TREES WITHIN THE LOC, OUTSIDE OF WETLAND AREAS, SHALL BE REMOVED UNLESS OTHERWISE NOTED ON 5.

BEING REMOVED. 

SHALL BE LEGALLY DISPOSED OF OUTSIDE THE PROJECT AREA. ALL COSTS INCIDENTAL TO THE ITEM

UNSUITABLE MATERIALS FROM ROADWAY AND UNDERCUT EXCAVATION SHALL NOT BE USED AS FILL AND4.

UNDERDRAIN SYSTEM (IF ONE IS ENCOUNTERED) SHALL BE INCIDENTAL TO THE CONTRACT.

REMOVAL OF EXISTING UNDERDRAIN SHALL BE INCIDENTAL TO ITEM 202000. CONNECTING TO AN EXISTING3.

ENGINEER.  ALL COSTS ARE INCIDENTAL TO THE ITEM BEING INSTALLED.

BASIN.  THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR NON STANDARD INLETS FOR APPROVAL BY THE

COVERSLAB IS REQUIRED.  THE COVERSLAB SHALL BE CONSTRUCTED TO FACILITATE CENTERING THE GRATE OVER THE

ALL DRAINAGE INLETS NOT LOCATED ALONG THE CURB SHALL HAVE THE GRATE CENTERED ON THE BASIN.  IF A 9.

FOR INLETS AND TO THE CENTER OF THE STRUCTURE FOR JUNCTION BOXES AND MANHOLES.

STATION AND ELEVATION DATA GIVEN FOR DRAINAGE STRUCTURES ARE TO BE APPLIED TO THE CENTER OF THE GRATE 8.

SIGNED BY A DELDOT MAINTENANCE YARD SUPERVISOR.

PAYMENT FOR REPLACED GRATES/FRAMES SHALL NOT BE MADE UNTIL RECEIPT OF DELIVERED MATERIALS IS PRODUCED,

ITEM 602100 - REPLACING DRAINAGE INLET GRATE(S) & ITEM 602100 - REPLACING DRAINAGE INLET FRAME(S). FINAL

BE DELIVERED TO THE NEAREST DISTRICT MAINTENANCE YARD WITH THE COST OF DELIVERY INCIDENTAL TO

MODIFICATIONS OR FOR NEW FRAMES SHALL BE DETERMINED BY THE ENGINEER. ALL REPLACED GRATES/FRAMES SHALL

THE CURB OR EDGE OF PAVING SHALL BE REPLACE WITH TYPE 3. THE ACTUAL LOCATIONS, THE NEED FOR ANY GRATE

NOT TYPE 1 OR TYPE 4, SHALL BE REPLACED WITH TYPE 1. INLET GRATES WITHIN THE PAVING, NOT ADJACENT TO

DRAINAGE INLET GRATES ADJACENT TO THE CURB OR EDGE PAVING, WITHIN THE PROJECT LIMITS, WHICH ARE7.

OF THESE SIGNS MUST BE MADE THROUGH DART TRANSIT AT (302) 576-6132.

SIGN OR ANY SUPPLEMENTAL PLAQUES TO ALLOW FOR ADDITIONAL ROUTE NUMBERS. ALL REQUESTS FOR FABRICATION

ALL DART SIGNS HAVE BEEN UPDATED TO A NEW DESIGN. THE DELDOT SIGN SHOP DOES NOT FABRICATE THE UPDATED14.

INSTALLATION.  ALL COSTS INCIDENTAL TO ITEM 763501 - CONSTRUCTION ENGINEERING.

THE LOCATIONS OF ALL ABOVE GROUND ITEMS TO BE INSTALLED, SUCH AS SIGNS, ETC. SHALL BE VERIFIED PRIOR TO 13.

DETOUR INFORMATION ONLY PLEASE CONTACT DTC'S CHIEF SCHEDULER AT 302-576-6019.

AT SUCH TIME THE FACILITY IS COMPLETED AND OPERABLE FOR TRANSIT OPERATIONS.  FOR EMERGENCY

TO THE START OF ANY DETOURS OR CONSTRUCTION AND DOT_DTC_PROJECTDEVELOPMENT@DELAWARE.GOV

AT LEAST 14 DAYS PRIOR THE CONTRACTOR SHALL NOTIFY DART FIRST STATE AT DOT_DETOURS@DELAWARE.GOV 12.

SECTION 700
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CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.

KENT WFC

N/A

CEI

ADDENDA / REVISIONS SECTION

SHEET NO.
JFF

T201904003

US13 & WEBBS LANE IMPROVEMENTS
SUSSEX COUNTIES TASK 4 -

OPEN-END CONSTRUCTION SERVICES, KENT &

G F B E B A

RIGHT TURN LANE

12' MAX AND VARIES

MAX

6:1

VARIES

TRAVEL LANE

12' MIN AND VARIES

LEFT TURN LANE

13' MAX AND VARIES

MATCH EXISTING
SAWCUT

2%

8"2" 2"

EXISTING PAVEMENT

TYPICAL SECTIONS

TS-01

O.G.

TYPICAL NORMAL SECTION - WEBBS LANE

MATERIAL
LIFT THICKNESS

MINIMUM MAXIMUM

BITUMINOUS CONCRETE BASE COURSE

GRADED AGGREGATE BASE COURSE

2"

4"

3" 6"

4" 8"

1.25"

2.25"

BITUMINOUS CONCRETE, TYPE 'C'

BITUMINOUS CONCRETE, TYPE 'B'

STATION 608+34.87 TO STATION 611+34.47

NOT TO SCALE

LEGEND

ITEM 401045 - SUPERPAVE TYPE C, PG 70-22 (NON-CARBONATE STONE)

                     VARIABLE DEPTH
ITEM 760012 - PAVEMENT MILLING, BITUMINOUS CONCRETE PAVEMENT,

ITEM 401015 - SUPERPAVE TYPE B, PG 70-22

ITEM 301001 - GRADED AGGREGATE BASE COURSE, TYPE B

ITEM 908014 - PERMANENT GRASS SEEDING, DRY GROUND
ITEM 908004 - TOPSOIL, 6" DEPTH

C

3"

A

B

C

E

OVER GABC, TYPE B, 4"
ITEM 701023 - INTEGRAL P.C.C. CURB AND GUTTER, TYPE 3-8

G

F

LOC

CONSTRUCTION BASELINE

EXISTING R/W BASELINE &

WEBBS LANE

4'

MEDIAN

CONCRETE

R/W

EXISTING

VARIES

6

6'

D ITEM 401021 - SUPERPAVE TYPE BCBC, PG 64-22

D

3"
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SCALE

FEET
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T201904003

US13 & WEBBS LANE IMPROVEMENTS
SUSSEX COUNTIES TASK 4 -

OPEN-END CONSTRUCTION SERVICES, KENT &

609+00

610+
00

61
1+

00

61
2+

00

6
1
3
+
0
0

P
C

 6
0
9
+

2
9
.3

2

P
I 
6
1
1
+
5
9
.6
2

PT
 6
13

+
58
.4
9

S 69°56'40.07" E

N
 5
8°
33
'1
9.
93
" 

E

J.W.

HV-01

1000
1001

1003

1

AND S. GOVERNORS AVENUE
SOUTHWEST CORNER OF WEBBS LANE

(BRASS PLUG)
TP 13-30

250 FT NORTH OF WEBBS LANE
ALONG US 13 NORTHBOUND

(DISC IN CONC.)
TP DDH-8

DATUM REFERENCE:

NOTE: NEGATIVE OFFSET DENOTES LEFT OF BASELINE

CIRCULAR CURVE 1

( 1003 )PT

CC

( 1002 )PI

( 1001  )PC

STATION NORTHING EASTING

613+58.49

611+59.63

609+29.32

412530.6050

412937.9554

412410.4621

412489.4403

624071.7029

624822.6210

624875.2203

624658.8823

TANGENT DIRECTION:

RADIAL DIRECTION:

 CHORD DIRECTION:

RADIAL DIRECTION:

TANGENT DIRECTION:

EXTERNAL:

MIDDLE ORDINATE:

CHORD:

TANGENT:

LENGTH:

DEGREE OF CURVATURE (ARC):

DELTA:

RADIUS:

U
S

 1
3

WEBBS LANE

W
E
B
B
S
 L

A
N
E

1

1

WEBBS LANE

S
. G

O
V
E
R

N
O

R
S
 A

V
E

N
U
E

VERTICAL - THIS PROJECT IS REFERENCED TO NAVD 88. 

                     PLANE COORDINATE SYSTEM (NAD 83/2011).
HORIZONTAL - THIS PROJECT IS REFERENCED TO THE DELAWARE STATE

VERTICAL CONTROL

HORIZONTAL AND

CONSTRUCTION ALIGNMENT CONTROL

POINT NO. STATION OFFSET NORTHING EASTING

N

608+00

4000

4001

326+00.00 0.00 412493.4425 624494.15264000

328+00.00 0.00 412681.2401 624562.94284001

3
2
6
+

0
0

3
2
7
+

0
0

3
2
8
+

0
0

3
2
9
+

0
0

WEBBS LN. STA. 607+73.27

US 13 STA. 326+52.73 =

HORIZONTAL / VERTICAL CONTROL DATA

POINT NO. NORTHING EASTING ELEV.

412758.7204 624724.3430DDH-8 36.272

412663.1446 623954.749813-30 33.034

7

1002

607+73.27 0.00 412542.9566 624512.28961000

N 58°33'19.93" E

S 31°26'40.07" E

N 84°18'19.93" E

S 20°03'19.93" W

S 69°56'40.07" E

52.6408

47.4135

414.8679

230.3035

429.1700

11°59'59.6679"

51°30'00.0000" LEFT

477.4685

DDH-8

TP

13-30

TP

DDH-8

TP

UNOFFICIAL 
WEBSITE 

COPY



+

U

+

M
A

R
K

E
R

G
A

S

M
A

R
K

E
R

G
A

S

D
.I

.

D
.I

.

D
.I

.

D
.I

.

D
.I

.

D
.I

.

D
.I

.

E

D
.I

.

E
M

J.
W

.

J.
W

.

J.
W

.

J.
W

.

J.
W

.

J.
W

.

J.
W

.

24" RCP

1
5
"
 

R
C

P
1
5
"
 

R
C

P

18" 
RCP

EX
IS
TI

N
G
 R
/W

EXISTING R
/W

EXISTING RW
/DA

EX
IS
TI

N
G
 R

W
/D

A

5
0
'

4
0
'

4
0
'

4
0
'

4
0
'

445

461A

D.R. W-46-291
ED-05-086.00-02-06.01-000

DEPARTMENT OF TRANSPORTATION
STATE OF DELAWARE

D.R. O-46-213
ED-00-086.09-01-34.01-000

DEPARTMENT OF TRANSPORTATION
THE STATE OF DELAWARE

1
6
:0

7

G
:\

P
R

O
J
E

C
T

S
\1

4
5

0
1

3
.0

0
 (

D
e
lD

O
T

 A
g

r
m

t 
1

7
0

5
 D

O
T

S
 O

p
e
n

-
E

n
d

)
\1

4
5

0
1

3
.0

1
 (

T
a
s
k

 1
,U

S
1

3
 W

id
e
n

in
g

)
\C

A
D

D
 F

I
L

E
S

\B
a
s
e
\W

e
b

b
s
 L

a
n

e
 I

n
te

r
im

 I
m

p
r
o

v
e
m

e
n

ts
\C

o
n

s
tr

u
c
ti

o
n

 p
la

n
s
\c

p
0

1
_

W
e
b

b
s
 L

a
n

e
 I

n
te

r
im

 I
m

p
r
o

v
e
m

e
n

ts
.d

g
n

 5
-
S

E
P

-
2

0
1

9

CONTRACT

COUNTY
DESIGNED BY:

CHECKED BY:

BRIDGE NO.

KENT WFC

N/A

CEI

ADDENDA / REVISIONS SECTION

SHEET NO.
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SCALE

FEET

0 20 40 60
T201904003

US13 & WEBBS LANE IMPROVEMENTS
SUSSEX COUNTIES TASK 4 -

OPEN-END CONSTRUCTION SERVICES, KENT &

609+00

610+
00

61
1+

00

61
2+

00

6
1
3
+
0
0

C
O

O
PER

 ESTATE R
D

WEBBS LANE

W
E
B
B
S
 L

A
N
E

U
S

 1
3

AND MATCH EXISTING
EDGE OF PAVEMENT
SAWCUT 2' OFF EXISTING

J.W.

& J.W.
SIGNAL

UP & J.W.
CABINET,

ISLAND
CONC.
CURB/

ISLAND
CONC.
CURB/

SEE NOTE 1
D.I.

MATCH EXISTING
SAWCUT AND

MATCH EXISTING
SAWCUT AND

MATCH EXISTING
SAWCUT AND

CURB SCHEDULE

NO. ITEM DESCRIPTION / TYPE LENGTH

1 300.5'I.P.C.C. CURB AND GUTTER, TYPE 3-8

DRAINAGE PIPE SCHEDULE

NO. SIZE / TYPE CLASS LENGTH SLOPE DIS. EL.INVERT EL.

28.6128.680.005113.0'IV1 15" RCP

DRAINAGE INLET SCHEDULE

NO. STATION OFFSET BOX SIZE GRATE T.G. EL. INV. EL.

MILL & OVERLAY LIMITS

LEGEND

DND

DND

DND

DND

DND

DI

1

P

1

C

1

RM

C

N

28.6833.55134" x 24"-41.00609+29.321

CONSTRUCTION PLAN

CP-01

TRAFFIC LOOPS
REPLACE

8

#201000 - CLEARING AND GRUBBING.

REMOVAL OF EXISTING DRAINAGE INLET SHALL BE PAID FOR UNDER ITEM2.

CONCRETE PIPE, 15", CLASS IV.

THE COST OF THE CONNECTION IS INCIDENTAL TO ITEM #601032 - REINFORCED

CONCRETE COLLAR TO CONNECT THE PROPOSED 15" RCP TO THE EXISTING 15" RCP.

THE CONTRACTOR SHALL REMOVE THE EXISTING DRAINAGE INLET AND INSTALL A1.

NOTES:

FULL DEPTH PAVEMENT

4
1
'

2
8
.2
5
'

15
" 

R
C
P

15
"
 
R

C
P

18
" 

R
C
P

RCP

15"

R
C

P
1
5
"

3
3
" 

R
C
P
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GEOMETRICS

GRADES AND

GG-01

3000

2001

2000

2002

2003

2004

2005

3001 3003

2006

2007 2008

2009

3002

3004 3005

3006

2010

2011

COORDINATE LIST

POINT NO. STATION OFFSET NORTHING EASTING

608+34.87 -53.77 412571.9594 624588.45972003

608+25.19 -26.38 412515.6424 624664.04382006

609+25.19 -24.00 412513.4036 624663.22652007

609+34.44 -23.97 412510.3173 624671.68072008

609+34.48 -27.24 412513.3854 624672.80082009

611+34.47 -27.18 412489.0916 624858.43652010

611+34.47 -11.58 412473.5398 624859.67742011

34.50

34
.43

34
.3
6

34
.2
0
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NOTE: NEGATIVE OFFSET DENOTES LEFT OF BASELINE

R=50'

R
=

5
0
'

U
S
 1

3

N

3
3
.9
7

3
3
.5

7

608+34.87 -4.25 412525.8257 624571.61782005

608+34.87 -38.32 412557.8228 624583.29892004
WEBBS LANE

C
O

O
PER

 ESTATE R
D

W
E
B
B
S
 L

A
N
E

9

608+48.37 -91.05 412603.0786 624613.12053000

608+97.37 -41.00 412538.9131 624642.92343001

608+97.37 -91.00 412585.8811 624660.06993002

609+29.32 -41.00 412527.9541 624672.94253003

610+65.00 -41.00 412502.4334 624793.88943004

611+25.00 -28.25 412489.5396 624849.46283005

611+34.47 -28.25 412490.1601 624858.35123006

608+34.87 -91.07 412607.3759 624601.38912000

608+45.37 -91.06 412603.7666 624611.24262001

608+45.34 -70.96 412584.8972 624604.33072002
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SHEET NO.

T201904003

US13 & WEBBS LANE IMPROVEMENTS
SUSSEX COUNTIES TASK 4 -

OPEN-END CONSTRUCTION SERVICES, KENT &
NOT TO SCALE

CS-01

THE DELAWARE MUTCD.

MAINTENANCE OF TRAFFIC DURING LANE CLOSURES AND LANE SHIFTS SHALL CONFORM TO TYPICAL APPLICATIONS 3, 21, AND 21A OF 2.

VERTICAL DIFFERENCES SHALL BE CORRECTED IN ACCORDANCE WITH TABLE 6G-1 OF THE DELAWARE MUTCD.

ROADWAY AT WHICH TIME THE MATERIAL WOULD BE PAID FOR UNDER THE RESPECTIVE CONTRACT MATERIAL ITEM.

MATERIAL (TRM) USED TO PROTECT EDGE DROP-OFFS, UNLESS THE MATERIAL IS EVENTUALLY UTILIZED AS PART OF A PERMANENT

PARTICULAR BASE COURSE PAY ITEM. NO SEPARATE PAYMENT SHALL BE MADE FOR MILLINGS OR GABC TEMPORARY ROADWAY

EXCESS BASE COURSE MATERIAL SHALL BE PUSHED AHEAD AND USED IN THE NEXT SEGMENT AND SHALL BE INCIDENTAL TO THE

THE BASE COURSE MATERIAL SHALL BE PLACED AT NO GREATER THAN THE SLOPE SPECIFIED IN TABLE 6G-1 AND SHALL BE COMPACTED.

BOX, EDGE OF TRAVELWAY, DRIVEWAY OR ENTRANCE ACCESS SHALL BE INCIDENTAL TO ITEM NO. 801000 - MAINTENANCE OF TRAFFIC.

GRADING AND MAINTAINING BASE COURSE THAT IS BEING USED FOR ROADWAY WEDGE/FILLET BETWEEN TRAVEL LANES AND PAVEMENT

e. EDGE OF ROADWAY DROP-OFF

d. EDGE DROP-OFFS ADJACENT TO LIVE ROADWAY(LANES AND SHOULDER) AND THE PROPOSED ROAD CONSTRUCTION

c. LOW VOLUME ACCESS RAMPS (IDENTIFIED IN THE CONTRACT DOCUMENTS)

b. ENTRANCES

a. DRIVEWAYS

OR COLD PATCH. ALL MILLINGS AND GABC WILL BE ROLLED AND COMPACTED TO HELP PREVENT THE MATERIAL FROM UNRAVELLING:

NEEDS TO BE MAINTAINED UNLESS OTHERWISE NOTED IN THE PLANS OR DIRECTED BY THE ENGINEER TO USE BITUMINOUS CONCRETE

MILLINGS OR GABC SHALL BE USED AT THE FOLLOWING LOCATIONS WHERE ACCESS TO A BUSINESS, RESIDENCE, OR EDGE DROP OFF

MILL BITUMINOUS CONCRETE SHALL BE PAID UNDER THE BITUMINOUS CONCRETE MILLING ITEM.

PATCH, BITUMINOUS CONCRETE OR BITUMINOUS CONCRETE WEDGE SHALL BE PAID AS NOTED IN THE CONTRACT DOCUMENTS. TAPER

CONCRETE WEDGE, OR TAPER MILL, AS NOTED IN THE CONTRACT DOCUMENTS OR APPROVED BY THE ENGINEER. PAYMENT FOR COLD

IS OTHERWISE DESIGNATED TO BE USED IN THE CONTRACT PLANS. USE COLD PATCH, BITUMINOUS CONCRETE, BITUMINOUS

EDGE FOR UTILITIES, BUTT JOINTS, AND LONGITUDINAL DROP-OFFS (MILLING AND PAVING OPERATIONS) IS PROHIBITED UNLESS IT

ENTRANCES AND ACCESS RAMP FOR THE PURPOSE OF PROVIDING A TEMPORARY ROADWAY SURFACE, POTHOLE REPAIR, TAPERED

THE USE OF MILLINGS AND GRADED AGGREGATE BASE COURSE (GABC) IN THE TRAVEL WAY, TEMPORARY TRAVEL WAY, HIGH VOLUME1.

JMS

CONTROL PLAN

M.O.T., AND EROSION

CONSTRUCTION PHASING,

THE DISTURBED AREA FOR THIS PROJECT IS 0.08 ACRES.1.

 

 

 

AND STORMWATER MANAGEMENT

PROJECT NOTES FOR SEDIMENT 

3.

FOR THIS PROJECT

EROSION POTENTIAL

( X )  INSIGNIFICANT

(   )  MINOR

(   )  MAJOR

NONE

CONTRACTOR EROSION AND SEDIMENT CONTROL SUPERVISOR REQUIREMENT

STORMWATER REGULATIONS.

CONTRACTOR TRAINING PROGRAM, AS DEFINED IN SECTION 6.2 OF THE DELAWARE SEDIMENT AND

SEDIMENT AND STORMWATER REGULATIONS.

CERTIFIED CONSTRUCTION REVIEWER (CCR), AS DEFINED IN SECTION 6.3 OF THE DELAWARE

TRAFFIC CONTROL NOTES

10

PHASE   

CSF

XXX

CSF

CONSTRUCTION PHASING & M.O.T

BARRICADE, TYPE 3

CONCRETE SAFETY BARRIER - PORTABLE

CONSTRUCTION SAFETY FENCE / LENGTH

CONSTRUCTION SAFETY FENCE

CONSTRUCTION WARNING SIGN LOCATION

CONSTRUCTION WARNING SIGN

CRASH CUSHION ARRAY

DRUM - TRAFFIC CONTROL

FLAGGER LOCATION

PHASING TRAFFIC FLOW ARROW

TEMPORARY CONSTRUCTION

TEMPORARY PAVEMENT MARKING ARROW

TRUCK WITH MOUNTED ATTENUATOR

WORK AREA - ACTIVE PHASE

ROAD WORK

END

CFL

SSF

SSF

RSF

EROSION & SEDIMENT CONTROL

COMPOST FILTER LOG

COMPOST FILTER LOG / LENGTH

DEWATERING BAG

DEWATERING BASIN

EARTH DIKE

INLET SEDIMENT CONTROL

PERIMETER DIKE/SWALE

PORTABLE SEDIMENT TANK

SANDBAG DIKE

SANDBAG DIVERSION

STONE CHECK DAM

STABILIZED CONSTRUCTION ENTRANCE

SILT FENCE / LENGTH

SILT FENCE

REINFORCED SILT FENCE / LENGTH

REINFORCED SILT FENCE

SUPER SILT FENCE / LENGTH

SUPER SILT FENCE

SUMP PIT

SEDIMENT TRAP / NUMBER

SEDIMENT TRAP

SEDIMENT TRAP WITH INLET AS OUTLET

SEDIMENT TRAP PIPE OUTLET

STILLING WELL

TEMPORARY SWALE

TEMPORARY SLOPE DRAIN

TURBIDITY CURTAIN / LENGTH

TURBIDITY CURTAIN

CFL

SP 

ST

ST

ST

DWB

ED

RSF

SCE

SF

T

PST

SB

SBD

SF

TSD

SW

ST

THE ADDITIONAL IMPERVIOUS AREA FOR THIS PROJECT IS 0.06 ACRES.2.
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ROAD WORK

END

48" x 24"

G20-2
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XX/XX/XX
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ROAD WORK

AHEAD

WORK
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PCMS
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D

R
IV

E

ADVANCED WARNING SIGN LAYOUT

200 300

SCALE

1000

FEET CONTROL PLAN

M.O.T., AND EROSION

CONSTRUCTION PHASING,

10
0
'

WITH AND APPROVED BY THE DISTRICT TRAFFIC SAFETY OFFICER.

MESSAGE BOARD MESSAGE AND LOCATIONS SHALL BE COORDINATED2.

PRIOR TO AND 5 DAYS AFTER CONSTRUCTION BEGINS.

PERMANENT CHANGEABLE MESSAGE SIGNS SHALL BE PLACED 10 DAYS1.

NOTES:

10 DAYS PRIOR TO CONSTRUCTION: 5 DAYS AFTER CONSTRUCTION HAS BEGUN:

PORTABLE CHANGEABLE MESSAGE SIGN LOCATIONS

CS-02

11
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R

AHEAD

WORK

ROAD

CONSTRUCTION ZONE  WARNING SIGNS

BY THE ENGINEER PRIOR TO INSTALLATION.

NOTE: THE CONTRACTOR SHALL LAYOUT SIGNS FOR APPROVAL
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SCALE

FEET
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T201904003

US13 & WEBBS LANE IMPROVEMENTS
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OPEN-END CONSTRUCTION SERVICES, KENT &
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CS-03

CONTROL PLAN

M.O.T., AND EROSION

CONSTRUCTION PHASING,

 

 

 

SF

296

TEMPORARY PAVEMENT MARKINGS LEGEND

ITEM QUANTITYSYM.

A

A

A
A

B

D

C

D
D

A
STRIPING (ITEM 817003)

4" SOLID WHITE TEMPORARY PAINT PAVEMENT 499 LF

B
STRIPING (ITEM 817003)

4" SOLID YELLOW TEMPORARY PAINT PAVEMENT 286 LF

C
STRIPING,  2' LINE & 6' GAP (ITEM 817003)

4" DASHED WHITE TEMPORARY PAINT PAVEMENT 199 LF

PHASE 1

N

D
SYMBOL (ITEM 817004)

WHITE TEMPORARY PAINT PAVEMENT 63 SF

WEBBS LANE

U
S
 1

3

C
O

O
PER

 ESTATE R
D

W
E
B
B
S
 L

A
N
E

U
S
 1

3

12

FORCES.
INSTALLATION OF THE TRAFFIC DETECTION LOOPS WITH STATE
COORDINATE THE PLACEMENT OF THE FINAL SIGNAGE AND
AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL
RESTRIPE ROADWAY PER THE SIGNING AND STRIPING PLAN AND7.

SEEDING.
THE CONTRACTOR SHALL PLACE TOPSOIL AND PERMANENT
ALL DISTURBED AREAS SHALL BE GRADED TO DRAIN PROPERLY.6.

SLOPES.
CONTRACTOR SHALL MAINTAIN EXISTING GRADES AND CROSS
OVERLAY THE PROJECT LIMITS LESS THE WIDENING. THE
TO CLOSE ONE LANE AT A TIME ON WEBBS LANE TO MILL AND
USE TA-3 TO CLOSE THE SHOULDER OF US13 AND USE TA-21 5.

DIFFERENCE EXCEEDS TWO (2) INCHES FROM THE TRAVEL LANES. 
AT THE END OF EACH WORKING DAY WHEN THE VERTICAL
CONTRACTOR SHALL PLACE A 4 TO 1 FILLET OF WEDGE MATERIAL
AND AS DIRECTED BY THE ENGINEER TO REDUCE LANE WIDTH. THE
FINISHED GRADE. STRIPE THE ROADWAY PER THE PHASE 1 PLAN
CONSTRUCT PROPOSED CURB AND ROADWAY WIDENING TO4.

DRAINAGE INLET.
CONSTRUCT PROPOSED DRAINAGE AND REMOVE EXISTING3.

MAINTAIN ALL PHASE 1 E&S CONTROLS.2.

MAINTAIN PHASE 1 ADVANCE WARNING SIGNS.1.

PHASE 1 - STAGE 2

DIRECTED BY THE ENGINEER.
INSTALL PHASE 1 E&S CONTROLS PER THE PHASE 1 PLANS OR AS3.

SIGN LAYOUT SHEET.
INSTALL ADVANCED WARNING SIGNS PER THE ADVANCE WARNING2.

TO INFORM THE TRAVELING PUBLIC OF UPCOMING CONSTRUCTION.
INSTALL PORTABLE MESSAGE BOARDS TEN (10) DAYS IN ADVANCE1.

PHASE 1 - STAGE 1
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SCALE
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STRIPING PLAN
SIGNING AND

1
2
'

1
2
'

1
2
'

17
'

STRIPING
MATCH EXISTING

STRIPING
MATCH EXISTING

OTHERWISE NOTED.
ALL EXISTING SIGNS SHALL REMAIN IN PLACE UNLESS1.

NOTES:

STRIPING
EXISTING

REMOVE

STRIPING
MATCH EXISTING

SS-01

N

13

W
E
B
B
S
 L

A
N
E

C
O

O
PER

 ESTATE R
D

WEBBS LANE

U
S

 1
3

15
" 

R
C
P
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"
 
R

C
P

18
" 

R
C
P

RCP

15"

R
C

P
1
5
"

3
3
" 

R
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P

E

J.
W

.

J.
W

.

J.
W

.

J.
W

.

J.
W

.

J.
W

.

J.
W

.

YIELD

YIELD

YIELD

YIELD

13

MPH

30

STOP

BEGIN

NO TRESSPASSING

STATE PROPERTY

JCT

PARKING

OR

STANDING

STOPPING

NO

END

NO TRESSPASSING

STATE PROPERTY

PARKING

OR

STANDING

STOPPING

NO

S Dupont Hwy

WELCOME TO

 Kent Acres

2A

SS-1

2B

SS-1

1

SS-1

4B

SS-1

4A

SS-1

5A

SS-1

5B

SS-1

6

SS-1

7A

SS-1

7B

SS-1

7C

SS-1

8

SS-1
9B

SS-1

9C

SS-1

9A

SS-1

10C

SS-1

10A

SS-1

10B

SS-1

11

SS-1

12

SS-1

13

SS-1

15

SS-1

16C

SS-1

16B

SS-1

16A

SS-1

14A

SS-1

14B

SS-1

14B

SS-1

ASHLEY FRAZIER
IN MEMORY OF

ADOPT-A-HIGHWAY

Camden

Dover

RdWoodbrook

Rd Woodbrook

W
e
b
b
s

L
nW

e
b
b
s

L
n

NO TRESSPASSING

STATE PROPERTY

PAVEMENT MARKINGS LEGEND

ITEM QUANTITYSYM

A 575 LF
5" SOLID (ITEM 817013)

EPOXY RESIN PAINT PAVEMENT STRIPING, WHITE

B 286 LF
5" SOLID (ITEM 817013)

EPOXY RESIN PAINT PAVEMENT STRIPING, YELLOW

C 84 LF
5" DOTTED - 2' LINE & 6' GAP (ITEM 817013)

EPOXY RESIN PAINT PAVEMENT STRIPING, WHITE

D 32 SF
16" SOLID (ITEM 817002)

ALKYD-THERMOPLASTIC PAVEMENT STRIPING, WHITE

E 32 SF
SYMBOL/LEGEND, (ITEM 817002)

ALKYD-THERMOPLASTIC PAVEMENT STRIPING, WHITE

A

A

A

A

D

C

E

E

B

3B

SS-1

3A

SS-1
Camden

Dover
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SS-02

NO SCALE

SIGN SCHEDULE
PERMANENT

PERMANENT SIGN SCHEDULE

NO.

SHEET

IDENTIFIER

PLAN

DESIGNATION

SIGN
QTY. DESCRIPTION

(IN)

WIDTH

SIGN

(IN)

HEIGHT

SIGN

(SF)

AREA

SIGN
(EACH)

TRAFFIC SIGN(S) ON SINGLE POST

ITEM 819018 INSTALLATION OR REMOVAL OF

POSTS (SF)

OF TRAFFIC SIGN(S) ON MULTIPLE SIGN

ITEM 819019 INSTALLATION OR REMOVAL

TYPE

INSTALLATION

POST

(EACH)

Basepost)

(W/

12' Post

Code X11

(EACH)

0-6"

4" HOLE,

ITEM 819016

(EACH)

4" HOLE, >6"

ITEM 819017

REMARKS

DISPOSITION

SIGN
REMOVE INSTALL

DISPOSITION

SIGN
REMOVE INSTALL

SS-1 1 R1-2(36) 1 YIELD 36 36 REMAIN

SS-1 2A D1-2 1 DESTINATION (2 Line) 54 30 REMOVE 11.3
Dover -->

<-- Camden

SS-1 2B SR1-15-DE 1 STATE PROPERTY NO TRESPASSING 24 12 REMOVE 2.0

SS-1 3A D1-2 1 DESTINATION (2 Line) 54 30 11.3 NEW 11.3 SOIL 2
Dover -->

<-- Camden

SS-1 3B SR1-15-DE 1 STATE PROPERTY NO TRESPASSING 24 12 2.0 2.0

SS-1 4A M2-1(21) 1 JUNCTION - 21x15 21 15 REMAIN

SS-1 4B M1-4(24) 1 US ROUTE (2 - Digit Sign) - 24x24 24 24 REMAIN 13

SS-1 5A R7-202aP-DE1 1 END (plaque - red) 12 6 REMAIN

SS-1 5B R7-4-DE(18) 1 NO STOPPING, STANDING, OR PARKING - 18x24 18 24 REMAIN

SS-1 6 R4-7(24) 1 KEEP RIGHT (Symbol) - 24x30 24 30 REMAIN

SS-1 7A W3-3(30) 1 SIGNAL AHEAD (Symbol) - 30x30 30 30 REMAIN

SS-1 7B SR1-15-DE 1 STATE PROPERTY NO TRESPASSING 24 12 REMAIN

SS-1 7C W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 36 9 REMAIN S Dupont Hwy

SS-1 8 R1-2(36) 1 YIELD 36 36 REMAIN

SS-1 9A W1-3_L(30) 1 REVERSE TURN (Left) - 30x30 30 30 REMAIN

SS-1 9B W13-1P-30(18) 1 ADVISORY SPEED (30 MPH) 18x18 18 18 REMAIN

SS-1 9C W1-8(18) 1 CHEVRON ALIGNMENT - 18x24 18 24 REMAIN

SS-1 10A D3-2-DE1 1 WELCOME TO 36 32 REMAIN

SS-1 10B D3-2-DE2 1 DEVELOPMENT NAME 36 32 REMAIN
-->

Kent Acres

SS-1 10C W1-8(18) 1 CHEVRON ALIGNMENT - 18x24 18 24 REMAIN

SS-1 11 D14-3-DE 1 ADOPT A HIGHWAY 24 18 REMAIN IN MEMORY OF ASHLEY FRAZIER

SS-1 12 W1-8(18) 1 CHEVRON ALIGNMENT - 18x24 18 24 REMAIN

SS-1 13 R1-2(36) 1 YIELD 36 36 REMAIN

SS-1 14A D3-1(9) 2 STREET NAME (1 Line) 36 9 REMAIN Webbs Ln

SS-1 14B D3-1(9) 2 STREET NAME (1 Line) 36 9 REMAIN Woodbrook Rd

SS-1 14C R1-1(36) 1 STOP 36 36 REMAIN

SS-1 15 R1-2(36) 1 YIELD 36 36 REMAIN

SS-1 16A R7-202aP-DE 1 BEGIN (plaque - red) 12 6 REMAIN

SS-1 16B R7-4-DE(18) 1 NO STOPPING, STANDING, OR PARKING - 18x24 18 24 REMAIN

SS-1 16C W1-8(18) 1 CHEVRON ALIGNMENT - 18x24 18 24 REMAIN

    

    

    

    

    

    

    

    

    

    

PAGE TOTALS 13 2 0 0

14

13 13
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NOTES:

1. CONTRACTOR SHALL INSTALL TWO (2) NEW SIGNAL DETECTION LOOPS PER DELDOT
STANDARD CONSTRUCTION DETAILS T-9-1 (LOOP DETECTOR SAWCUT TYPICAL) AND T-9-2
(TYPICAL INTERSECTION LAYOUT) ON THE WESTBOUND LANES OF WEBBS LANE. DELDOT PAY
ITEM 846001.

2. APPROXIMATE LOCATION OF PROPOSED RIGHT TURN LANE TO BE INSTALLED.

SEE
NOTE 1 SEE

NOTE 2
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