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PAVEMENT MARKINGS LEGEND
" PREFORMED RETROREFLECTIVE THERMOPLAST IC
SYMBOL ITEM ITEM ® PAVEMENT MARK ING. BIKE SYMBOL 817015 —
@ |WHITE ALKYD THERMOPLASTIC, PERMANENT 817002| (@ |12/ WHITE ALKYD THERMOPLASTIC, PERMANENT 817006 V
PAVEMENT STRIPING SYMBOL /L EGEND PAVEMENT STRIPING
2" SOLID WHITE EPOXY RESIN PAINT 817013 () |5 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT | 817006
/;ERgbd;Vfo_VDT VfAVTLz-'Mf-'I/!gxirRRL-!gIICVGPA P PAVEMENT STRIPING (2 [ INE, 2° GAP, 2’ [ INE)
“ HI / ] "
© |Pavement sTriPinG (2' LiNE, 6 cap, 2 Lings | 817073 PAVEMENT STRIPING (10" LINE, 30° GaPr 10 L inE)| 817013
® |16, WHITE ALKYD THERMOPLASTIC, g17002] ©
PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | o559
@ 57 SOL ID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
® |3 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 |PERMANENT PAVEMENT STRIPING
PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) (W) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
® 5” SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
PERMANENT PAVEMENT STRIPING LINE ONLY; CLOSEST TO TRAFFIC)

TIE INTO EXISTING STRIPING

LOC AS DETERMINED BY
PAVEMENT MANAGEMENT
(TIE INTO EXISTING STRIPING)

MATCH LINE - SEE SHEET SS-2
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NOTES:

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED By THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. SS-1

SCALE PAVEMENT & REHABILITATION CONTRACT MANT NO. S003 SECTION

T202006301 WRA
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NOTES. :

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND |

PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED. |

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT ' V

AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER. |

DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” |

2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.) |

A.A.S.H.T.O. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC |

SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS :

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS p

3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED. ‘”'\\ 0 |

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE y |

DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F). y l‘r . :

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN - R :

GUIDANCE MEMORANDUM NUMBER 1-18. r |

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX |

2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX |

6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. |

SEE NOTE 6 |
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LOC AS DETERMINED BY PAVEMENT MANAGEMENT

\Z N2/ (TIE INTO EXISTING STRIPING) :

\ ) I

- (@] |

% ’

- > |

PAVEMENT MARKINGS LEGEND \ |

PREFORMED RETROREFLECT IVE THERMOPLAST IC ” |

SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING, BIKE SYMBOL 817015 |

@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 (@) |127 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006 :

. PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING |

g 5" SOLID WHITE EPOXY RESIN PAINT 817013| (®) |5° DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT | 817006 |

% gERgbd;Vfég PAVTL-;_MLZ__II\;S ST//;L_%DINGP R PAVEMENT STRIPING (2° L INE, 2° GAP. 2° L INE) |

m “ WH | XY IN PAIN MANEN “ BROKEN WHITE EPOXY RESIN PAINT PERMANENT |

o | [L©_|pavement stripinG (2 Ling, 6 Gar, 2 Ling) | 817073 PAVEMENT STRIPING (107 CINE, 300 Gapr 10r L ing)| 817013 l

i ® |16, WHITE ALKYD THERMOPLASTIC, g17002| © |

> PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g, 0:9 |

Z @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY) |

© PA INT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013 |

& ® |37 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 | PERMANENT PAVEMENT STRIPING |

2 PAVEMENT STRIPING (10° L INE, 30° GAP, 10’ L INE) (W) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT |

% ® 5“ SOL ID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018 |

: PERMANENT PAVEMENT STRIPING LINE ONLY; CLOSEST TO TRAFFIC) |
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NOTES:

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT 177
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX

2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
7. THE CONTRACTOR SHALL CONTACT DELDOT’S ITS MAINTENANCE MANAGER AT 302-222-5960

A MINIMUM OF 5 WORKING DAYS PRIOR TO CONSTRUCTION TO CONFIRM IMPACTS TO THE EXISTING Concord Rd
RWIS (WEATHER STATION). ¢ DN,

LOC AS DETERMINED BY PAVEMENT MANAGEMENT
(TIE INTO EXISTING STRIPING)
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MATCH LINE - SEE SHEET SS-2
MATCH LINE - SEE SHEET SS-4
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PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING, BIKE SYMBOL 817015
@ |WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 (@) |12 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006

. PAVEMENT STRIPING SYMBOL /L EGEND PAVEMENT STRIPING
g S5 SOLID WHITE EPOXY RESIN PAINT 817013| (x) |5 DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | 817006
% PERMAN7L_-'EI\£7T PAl/TLz:MLZ:II!Z STRRéglNGP S——— PAVEMENT STRIPING (2° L INE, 2" GAP, 2" [ INE)
o 5" DOTTED WHI XY IN PAIN MANEN “ BROKEN WHITE EPOXY RESIN PAINT PERMANENT
0 © _|Pavement sTRIPING (2 LINE, 6" Gap, 2 LinE) | 817013 PAVENENT STAIPING <10 ﬁNE, 30° GAIL;, 1001 InE)| 817013
2 ® |16 WHITE ALKYD THERMOPLASTIC, g17002| ©
2 PERMANENT PAVEMENT STRIPING 5 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g0
2 ® 57 SOL ID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
3 PAINT PERMANENT PAVEMENT STRIPING 57 SOL 1D WHITE EPOXY RESIN PAINT 817013
& ® |57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 \PERMANENT PAVEMENT STRIPING
2 PAVEMENT STRIPING (10° L INE, 30° GAP, 10’ L INE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
Q ©® |27.SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
: PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
a
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NOTES:

ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
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Mi d (— Middleford Rd
PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECTIVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING, BIKE SYMBOL 817015
@ |WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 @) |12/ WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
. PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
g 5" SOLID WHITE EPOXY RESIN PAINT 817013| (8) |57 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT | 817006
S gERgg;vigg)r PAVTEEMLZ__I/\;S srgégwcp R PAVEMENT STRIPING (2 L INE, 2° GAP, 2 [ INE)
o y WH I XY IN PAIN MANEN “ BROKEN WHITE EPOXY RESIN PAINT PERMANENT
- ©  |PAVEMENT STRIPING (2 LINE, 6 GaP, 2 Ling) | 817013 PAVENENT STRIPING (107 LINE, 500 GaPy 10 L ing)| 817013
2 ® |167 WHITE ALKYD THERMOPLASTIC, g17002| ©
S PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g15019
2 @ 5% SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
g PAINT PERMANENT PAVEMENT STRIPING 5 SOLID WHITE EPOXY RESIN PAINT 817013
& @ |37 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
f PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) (M) [37 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
@ ® 5" SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
& PERMANENT PAVEMENT STRIPING LINE ONLY; CLOSEST TO TRAFFIC)
a
§§ SS-4
9% ADDENDA / REVISIONS CONTRACT SECTION
PAVEMENT & REHABILITATION [ —| "' S003
o




: NOTES:
| 1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND |
| PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED. B |
2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT V’ :
| AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER. |
| DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” |
| 2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.) :
| A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC |
: SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS ;
F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
| 3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.
| 4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE l
| DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F). |
5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN |
| GUIDANCE MEMORANDUM NUMBER 1-18. :
| 1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX hor. . * |
| 5 -~ :
| 2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX > ‘wl” |
| 6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. NN \ ; |
o LOC AS DETERMINED BY PAVEMENT MANAGEMENT 2, . |
: o \2/ (TIE INTO EXISTING STRIPING) | ;
: \2/ ;
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| 7p) 7p) :
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: WAY [|\ZAZ/ b\ :
| PAVEMENT MARKINGS LEGEND
| PREFORMED RETROREFLECT IVE THERMOPLAST IC |
l SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING, BIKE SYMBOL 817015 :
| @ |WHITE ALKYD THERMOPLASTIC, PERMANENT 817002 (@) |127 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006 |
: _ PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT STRIPING :
| g 57 SOLID WHITE EPOXY RESIN PAINT 817013| () |57 DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | 817006 l
; % PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2 L INE, 2" GAP, 2° [ INE) |
| 57 DOTTED WHITE EPOXY RESIN PAINT PERMANENT " |
| " ; ! ; 817013 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT |
l g © |PavEMENT STRIPING (2' LINE, 6 GAP, 2" LINE) PAVEMENT STRIPING (10° L INE, 30° GAP, 10° LINE)| 877013 l
; 2 ® |167 WHITE ALKYD THERMOPLASTIC, g17002| © |
| 3 PERMANENT PAVEMENT STRIPING 5 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g,-019 |
| Z @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE L INE ONLY) |
| © PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013 |
| & ® |57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 \PERMANENT PAVEMENT STRIPING |
| 2 PAVEMENT STRIPING (10° L INE, 30° GAP, 10’ L INE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT |
| Q ©® |27.SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018 :
| : PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC) |
| a |
| Rz ss-5 |
| B |
| 4 ADDENDA / REVISIONS CONTRACT SECTION |
| g@ MAINT NO. S003 |
. O _sue | PAVEMENT & REHABILITATION [, SIGNING. AND |
i b ———— — SUSSEX | (US 13, — DESIGNED BY: AS.P. (WRA) STRIPING PLAN 1
: 53 EET SUSSEX HWY - SEAFORD), 2020 sussex | CHECKED BY: W05, cHRw 3 ;



NOTES: |

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND |

PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED. L |

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT 17’ |

AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER. ;

DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” |

2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.) :

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC |

SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS |

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS |

3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED. |

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE

DE MUTCD (SEE FIGURE 3B8-15A AND 3B-15F). |

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN |

GUIDANCE MEMORANDUM NUMBER 1-18. o :

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX Middieford Rd

NOW LEAVING |

2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX CORPORATE o~ :

- LINITS OF |

\2/ SEAFORD BOAT RAMP 6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. \&/ SEAFORD M:‘i‘:'ﬂiﬁfufd :
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LOC AS DETERMINED BY PAVEMENT MANAGEMENT o~ \”_/ O :

(TIE INTO EXISTING STRIPING) \Z |

Steln Huy (5-6) |

'BB :

PAVEMENT MARKINGS LEGEND i

PREFORMED RETROREFLECT IVE THERMOPLAST IC |

SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING, BIKE SYMBOL 817015 :

@ |WHITE ALKYD THERMOPLASTIC, PERMANENT 817002| (@ |12 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006 |

. PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT STRIPING |
g 5” SOLID WHITE EPOXY RESIN PAINT 817013 (® |57 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT | 817006 |
% PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° [ INE, 2° GAP, 2' | INF) |
o o" DOTTED WHITE EPOXY RESIN PAINT PERMANENT 5 BROKEN WHITE EPOXY RESIN PAINT PERMANENT |
. © _|pavement sTRIPING (2 LiNE, 6 Gap, 2" Line) | 817073 PAVEMENT STRIPING (10" LINE, 30° GAP, 107 Ling)| 877013 l
2 ® 16" WHITE ALKYD THERMOPLASTIC, 817002 ® |
8 PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g1 501 |
Z @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY) |
© PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013 |
& ® |57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 \PERMANENT PAVEMENT STRIPING |
a PAVEMENT _STRIPING (10’ L INE, 30" GAP, 10’ L INE) (W) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT |
% ® 57 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018 :
: PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC) |
a I
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NOTES:

GUIDA

2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

NCE MEMORANDUM NUMBER 1-18.

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT

AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX

2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

LOC AS DETERMINED BY PAVEMENT MANAGEMENT
(TIE INTO EXISTING STRIPING)

LOC AS DETERMINED BY PAVEMENT MANAGEMENT
(TIE INTO EXISTING STRIPING)

9/6/2018

FEET

SIGNING AND

DESIGNED BY: A.S.P. (WRA)

SUSSEX | (US 13, STRIPING PLAN
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SHEET NO.

SUSSEX CHECKED BY: M.J.B. (WRA)
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(ss-7) Q
. LOC AS DETERMINED BY PAVEMENT MANAGEMENT
(TIE INTO EXISTING STRIPING)
PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING. BIKE SYMBOL 817015
@ |WHITE ALKYD THERMOPLASTIC, PERMANENT 817002 (@) |12 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
. PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT STRIPING
g S” SOLID WHITE EPOXY RESIN PAINT 817013 () |57 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT | 817006
% gERgg;viL_-Z_vDT PAVTL-Z:MLZ:/ZE srgégwap —— PAVEMENT STRIPING (2° L INE, 2° GAP, 2 L INE)
” WH XY IN PAIN MANEN "
n ; ! . 817013 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT
2 © |PavEMENT STRIPING (2' LINE, 6" GAP, 2' LINE) PAVEMENT STRIPING (10° L INE, 30" GAP, 10" LINE)| 817013
3 ® |16, WHITE ALKYD THERMOPLASTIC, g17002| ©
S PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g,5:9
Z @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
3 PAINT PERMANENT PAVEMENT STRIPING 57 SOL ID WHITE EPOXY RESIN PAINT 817013
& ® |37 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 |PERMANENT PAVEMENT STRIPING
2 PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) (W) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
2 ® |2.S0LID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
: PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
a
o=
g:; SS-7
B\ ADDENDA / REVISIONS CONTRACT SECTION
PAVEMENT & REHABILITATION || T o 5003
o




NOTES:

MATCH LINE - SEE SHEET SS-7

F.H.W.A.

2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT

AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC

- “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.
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FEET

SUSSEX HWY - SEAFORD), 2020

SUSSEX

CHECKED BY: M.J.B. (WRA)

PAVEMENT MARKINGS LEGEND
" PREFORMED RETROREFLECT IVE THERMOPLAST IC
S YMB0L ITEM ITEM* | ®) | pAVEMENT MARKING, BIKE SYMBOL 817015
() |MHITE ALKYD THERMOPLAST IC, FERMANENT 817002 (@ |12/ WHITE ALKYD THERMOPLASTIC, PERMANENT 817006

_ PAVEMENT STRIPING SYMBOL /L EGEND PAVEMENT STRIPING
g 5” SOLID WHITE EPOXY RESIN PAINT 817013 () |57 DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | g77006
% PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2 LINE, 2° GAP, 2° L INE)
" 2" DOTTED WHITE EPOXY RESIN PAINT PERMANENT 5 BROKEN WHITE EPOXY RESIN PAINT PERMANENT
2 © |pavement STRIPING (2* LINE, 6 cap, 2 LiNE) | 877073 PAVEMENT STRIPING (10° L INE, 30° GAP, 10" LINE)| 817013
> ® |67 WHITE ALKYD THERMOPLASTIC, s17002] ©
3 PERMANENT PAVEMENT STRIPING 5” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | o019
2 ® 57 SOL ID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
§ PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
& ® |3° BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
% PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ LINE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
@ ® 5” SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
Z PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
Rz SS-8
Q2 ADDENDA / REVISIONS CONTRACT SECTION
2 MAINT NO.
o3 SCALE PAVEMENT & REHABILITATION B 5003 SIGNING AND RA
o 0 30 60 90 .
: ———— — SUSSEX | (US 13, — DESIGNED BY: A.S.P. (WRA) STRIPING PLAN —




NOTES:

DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

GUIDANCE MEMORANDUM NUMBER 1-18.

(PERMANENT) STRIPING.

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.

A.A.S.H.T.O. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.
4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX

2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
7. THE CONTRACTOR SHALL CONTACT DELDOT'S ERLSP VENDOR AT 571-926-1429 A MINIMUM OF 5 WORKING

DAYS PRIOR TO MILLING TO COORDINATE THE TEMPORARY DECOMMISSIONING OF THE EXISTING RED LIGHT
RUNNING CAMERAS (SITES *601 AND *#602) WHILE THE INTERSECTION APPROACHES ARE AWAITING FINAL

w\_ _../-®(TYP. )

9/6/2018

FEET

SUSSEX HWY - SEAFORD), 2020

SUSSEX

CHECKED BY: M.J.B. (WRA)

10

= =
> |
'C:; 7p
= (/5
T |- b(ryp.)___ _é@(TYP.) i :; 12.0° i \C(:)(TYP.) z -
- —— T = — - Sl - - o - . — — T® —= - W
> JoRCY 112.0 SB US 13 (SUSSEX HIGHWAY) (TYP. ) L
e R - = m m m m m = = = = = e e D -----I
(TYP. )
m @/‘_ o \CQ (7]
| \@ ® LL
o L
ml @ |
< i ; L |
m e T - - - - - - - - - - _CD_\_J_ - - o — = = = = = = = = 1 1 —1 — = '72‘0 @ m
x
T _ﬁ”m' \(O(TYP-) NB US 13 (SUSSEX HIGHWAY) :, 12.0° _£®(ryp.) =
E .______/(c?(r_m_)____ _f;72_.0'_ s -----/CC-)(ZYP.-)---- —
o —— -~ | ’ N -~ -
3 S 10,5 O G O3]
m
g), Q O
< =
& 2 <
5w =
Y O
e 2
I <
=
=
(]
& W
2
<
L PHOTO
u
ENFORCED
SEE NOTE 7
PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
S YMBOL [TEM ITEM* | () | pAVEMENT MARK NG, BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 @ 12 WHITE ALKYD THERMOPLAST IC, PERMANENT 817006
C PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT STRIPING
g 57 SOLID WHITE EPOXY RESIN PAINT 817013 ® 57 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
& PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° L INE, 2° GAP, 2’ L INE)
- 2" DOTTED WHITE EPOXY RESIN PAINT PERMANENT 5" BROKEN WHITE EPOXY RESIN PAINT PERMANENT
0 © _|Pavement sTriPING (2 LiNE, 6~ Cap, 2 LinE) | 817073 PAVEMENT STRIPING (10° LINE, 30" GAP, 10" LINE)| 817015
> ® |167 WHITE ALKYD THERMOPLASTIC, s17002| ©
@ PERMANENT PAVEMENT STRIPING 5 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT 817019
7 @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE L INE ONLY)
§ PAINT PERMANENT PAVEMENT STRIPING 5% SOLID WHITE EPOXY RESIN PAINT 817013
& @ 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
9 PAVEMENT STRIPING (10° L INE, 30° GAP, 10° L INE) @ 3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
0 @ 57 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
Z PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
B
Rz SS-9
QT ADDENDA / REVISIONS CONTRACT ANT MO SECTION
PAVEMENT & REHABILITATION [ | soos NG ANG
8 0 30 60 90 :
: ———— — SUSSEX | (US 13, — DESIGNED BY: AS.P. (WRA) STRIPING PLAN —




PAVEMENT MARKINGS LEGEND
" PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM ® PAVEMENT MARK ING. BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002| @) 12” WHITE ALKYD THERMOPLASTIC, PERMANENT 817006 7
PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
5" SOLID WHITE EPOXY RESIN PAINT 817013| () |5" DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | 817006
/;Eﬁgg;vfbl_vg iAVTL-;_MLZ__II\%Xngég’IIC/GPA T PERANENT PAVEMENT STRIPING (2° [ INE, 2° GAP, 2' [ INE)
” HI I I ”
©  |PAVEMENT STRIPING (2 LINE, 6 GAP, 2’ Ling) | 817013 PAVENENT STRIPING (10" LINE, 30 GaBr 10 L inE)| 817013
® |16, WHITE ALKYD THERMOPLASTIC, g17002] ©
PERMANENT PAVEMENT STRIPING 5“ BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | o,5054q
@ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
PAINT _PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
® 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 \PERMANENT PAVEMENT STRIPING
PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
©® 5“ SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TOQ TRAFFIC)

LOC AS DETERMINED BY PAVEMENT MANAGEMENT
(TIE INTO EXISTING STRIPING)
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MATCH LINE - SEE SHEET SS-9
MATCH LINE - SEE SHEET SS-11

NOTES:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX

6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

7. THE CONTRACTOR SHALL CONTACT DELDOT'S ERLSP VENDOR AT 571-926-1429 A MINIMUM OF 5 WORKING
DAYS PRIOR TO MILLING TO COORDINATE THE TEMPORARY DECOMMISSIONING OF THE EXISTING RED LIGHT
RUNNING CAMERAS (SITES #601 AND *602) WHILE THE INTERSECTION APPROACHES ARE AWAITING FINAL
(PERMANENT) STRIPING.

8. IF DISTURBED BY LOC, THE CONTRACTOR SHALL COORDINATE THE INDUCTIVE LOOP REPLACEMENT FOR

_US 13 P&R.dgn

N:\32028-008\CADD\2017 P&R\US 13\Sheets\SS10

= ATR STATION *8079 WITH MIKE SOMERS AT 302-659-4099. SS-10
g ADDENDA / REVISIONS CONTRACT MANT NO. S003 SECTION
g O s y PAVEMENT & REHABILITATION — SIGNING  AND .
. ———— — SUSSEX | (US 13, ——————] DESIGNED BY: AS.P. (WRA STRIPING PLAN —
g FEET SUSSEX HWY - S AFORD), 2020 SUSSEX CHECKED BY: M.J.B. (WRA) 1




NOTES:

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN /

GUIDANCE MEMORANDUM NUMBER 1-18. \.w SEE NOTE 7
. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX \

6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

7. THE CONTRACTOR SHALL CONTACT DELDOT'S ERLSP VENDOR AT 571-926-1429 A MINIMUM OF 5 WORKING <=Tharp Rd

DAYS PRIOR TO MILLING TO COORDINATE THE TEMPORARY DECOMMISSIONING OF THE EXISTING RED LIGHT Herring
RUNNING CAMERAS (SITES #601 AND *602) WHILE THE INTERSECTION APPROACHES ARE AWAITING FINAL Rup Rd => PHOTO PHOTO
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LOC AS DETERMINED BY PAVEMENT MANAGEMENT

(ss-nY/ss-1m\
CAY
PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPL AST IC
SYMBOL ITEM ITEM* | (D |pAVEMENT MARKING. BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 @ 12 WHITE ALKYD THERMOPLAST IC, PERMANENT 817006
PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT STRIPING

& 5”7 SOLID WHITE EPOXY RESIN PAINT 817013 ® 5”7 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
< PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° LINE, 2 GAP, 2' L INE)
@ 57 DOTTED WHITE EPOXY RESIN PAINT PERMANENT ”
; , 4 ; 817013 5“ BROKEN WHITE EPOXY RESIN PAINT PERMANENT
2 © _|PavEMENT STRIPING (2 LINE, 6" GAP, 2 LINE) PAVEMENT STRIPING (10° LINE, 30° GAP, 10° LINE)| 817013
2 ® |167 WHITE ALKYD THERMOPLASTIC, g17002| ©
! PERMANENT PAVEMENT STRIPING 5” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT 817019
7 @ 5% SOLID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE L INE ONLY)
§ PAINT PERMANENT PAVEMENT STRIPING 5% SOLID WHITE EPOXY RESIN PAINT 817013
5 @ 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
9 PAVEMENT STRIPING (10° L INE, 30° GAP, 10° L INE) @ 3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
0 @ 57 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
Z PERMANENT PAVEMENT STRIPING LINE ONLY;: CLOSEST TO TRAFFIC)
o3
%5 SS-11
5;8, ADDENDA / REVISIONS CONTRACT MANT NO. SECTION
PAVEMENT & REHABILITATION [ 5003 NG AN
3 0 30 60 90 .
oo ———— — SUSSEX | (US 13, — DESIGNED BY: A.S.P. (WRA) STRIPING PLAN —
% FEET SUSSEX HWY - SEAFORD), 2020 sussex | cHECKED BY: MU, (WRM 12




1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

@ 5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
v GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

DWE'S
TRANCE

MATCH LINE - SEE SHEET SS-11
MATCH LINE - SEE SHEET SS-13

PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (H) PAVEMENT MARK ING. BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002| @) |12° WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT STRIPING

g S“ SOLID WHITE EPOXY RESIN PAINT 817013 () |5 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT | 817006
o PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° LINE, 2° GAP, 2° L INE)
- 5" DOTTED WHITE EPOXY RESIN PAINT PERMANENT 5 BROKEN WHITE EPOXY RESIN PAINT PERMANENT
- © _|Paveuent sTRIPING (2 LINE, 6 Gap, 2 Ling) | 817073 PAVEMENT STRIPING (10° L INE, 30° GAP, 10" LINE)| 817013
3 ® 16" WHITE ALKYD THERMOPLASTIC, 817002 ®
o PERMANENT PAVEMENT STRIPING 57 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT 817019
3 @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
-§ PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
& @ |3 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 | PERMANENT PAVEMENT STRIPING
& PAVEMENT STRIPING (10’ L INE, 30° GAP, 10’ L INE) (W) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
@ ® 5 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
2 PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
B
a
5=
Sz SS-12
o~
W ADDENDA / REVISIONS CONTRACT 0. SECTION
PAVEMENT & REHABILITATION || Mt 5003
%o ——e— SUSSEX | (US 13, CONTY oD Y AS IRA sS'|!g|l|\=I||“g '|’5\|I_\IADN SHEET NO.
PN EET SUSSEX HWY - SEAFORD), 2020 sussex | cHECkED Bv: s, R s




NOTES:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
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MATCH LINE - SEE SHEET SS-12
MATCH LINE - SEE SHEET SS-14
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PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING. BIKE SYMBOL 817015
@ |WHITE ALKYD THERMORLAST IC, FPERMANENT 817002| (@) |12/ WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
_ PAVEMENT STRIPING SYMBOL /L EGEND PAVEMENT STRIPING
& 57 SOLID WHITE EPOXY RESIN PAINT 817013| (© |5° DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | 717006
2 /;ER%;V]/;L%T PAvTLz_M/i'__% srRRéglNaP S———— PAVEMENT STRIPING (2 [ INE, 2° GAP, 2° [ INF)
" y WH 1 XY IN PAIN MANEN “ BROKEN WHITE EPOXY RESIN PAINT PERMANENT
- © _|pavemEnt sTRIPING (2 LiNE, 6 Gap, 2" Ling) | 817073 PAVENENT STRIPING (107 LINE, 500 GaPy 10 L ing)| 817013
> ® |16, WHITE ALKYD THERMOPLASTIC, g17002| ©
. PERMANENT PAVEMENT STRIPING 5 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | o501
2 ® 57 SOL ID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
: PAINT_PERMANENT PAVEMENT STRIPING 5“ SOLID WHITE EPOXY RESIN PAINT 817013
& ® |5° BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 \PERMANENT PAVEMENT STRIPING
2 PAVEMENT STRIPING (10° L INE, 30° GAP, 10’ L INE) (W) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
2 @ |27.SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
& PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
a
S=
Sa SS-13
oN
=3 ADDENDA / REVISIONS CONTRACT SECTION
BN MAINT NO. S003
©_swe | PAVEMENT & REHABILITATION |, CENING AND
B0 e — SUSSEX | (US 13, CoonTy | BT AR TR STRIPING PLAN SHEET N,
SN EE SUSSEX HWY - SEAFORD), 2020 SUSSEX | CHECKED BY: W08, CWRW »




NOTES:

1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX .
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
\2/ 6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
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MATCH LINE - SEE SHEET SS-13
MATCH LINE - SEE SHEET SS-15
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PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (W) PAVEMENT MARK ING, BIKE SYMBOL 817015
@ |WHITE ALKYD THERMORLAST IC, FERMANENT 817002 @) (127 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
5” SOLID WHITE EPOXY RESIN PAINT 817013 @ 57 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
5 QERgbd;Vfé_VDT PAVTLZ_MLZ__II\;S srRRéglNaP . PAVEMENT STRIPING (2° L INE, 2° GAP, 2 L INE)
3 ” WH XY IN PATN MANEN "
< ! . . 817013 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT
G © |PAVEMENT STRIPING (2 LINE, 6 GAP, 2 LINE) PAVEMENT STRIPING (10° LINE, 30° GAP, 10° LINE)| 817013
" ® |16, WHITE ALKYD THERMOPLASTIC, g17002] ©
@ PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g, 5019
< @ 57 SOLID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE L INE ONLY)
3 PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
® ® |57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
3 PAVEMENT STRIPING (10’ L INE, 30° GAP, 10" L INE) (W) [37 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
Z @ |3-.SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
- PERMANENT PAVEMENT _STRIPING L INE ONLY: CLOSEST TO TRAFFIC)
g
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NOTES:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY., CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

MATCH LINE - SEE SHEET SS-14
MATCH LINE - SEE SHEET SS-16

PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM* | (W) PAVEMENT MARK ING. BIKE SYMBOL 817015
@ |WHITE ALKYD THERMOPLASTIC, FRERMANENT 817002 (@) |12¢ WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
PAVEMENT STRIPING SYMBOL/LEGEND PAVEMENT _STRIPING

5”7 SOLID WHITE EPOXY RESIN PAINT 817013 @ 5”7 DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
c /;Eﬁgg;vgvg PAVTLz_MLz__% STgéglNGP E—— PAVEMENT STRIPING (2° L INE. 2° GAP. 2 [ INE)
N ” WH 1 XY IN PAIN MANEN “ BROKEN WHITE EPOXY RESIN PAINT PERMANENT
3 © |pPaveEMENT STRIPING (22 LiNE, & GaP, 2 Ling) | 817013 PAVENENT STRIPING c107 TINE, 300 Gafr1or L ing)| 817013
" ® |16, WHITE ALKYD THERMOPLASTIC, g17002] ©
@ PERMANENT PAVEMENT STRIPING 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g 0o
a @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
g PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
@ ® |27 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 \PERMANENT PAVEMENT STRIPING
8 PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
z © |27.SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
- PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
gf SS-15
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NOTES:

los-8\ [ 2vmpom 1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
&, <:> PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

e 2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”

2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.
0 B (5510 I. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
N - e~ 2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
E ' % 6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. =

-
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MATCH LINE - SEE SHEET SS-15
MATCH LINE - SEE SHEET SS-17
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PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (H) PAVEMENT MARK ING, BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 @ 12 WHITE ALKYD THERMOPLAST IC, PERMANENT 817006
< PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
2 57 SOLID WHITE EPOXY RESIN PAINT 817013 @ 5” DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
P PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° LINE, 2° GAP, 2° L INE)
0 57 DOTTED WHITE EPOXY RESIN PAINT PERMANENT w
= , : . 817013 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT
0 © _|PaVEMENT STRIPING (2' LINE, 6 GAP, 2 LINE) PAVEMENT STRIPING (10° LINE, 30° GAP, 10° LINE)| 817013
o ® |16 WHITE ALKYD THERMOPLASTIC, g17002| ©
] PERMANENT PAVEMENT STRIPING 57 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT 817019
% @ 57 SOL ID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
o PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
¢ @ 57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
- PAVEMENT STRIPING (10’ L INE, 30° GAP, 10’ L INE) @ 3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
2 @ 57 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
- PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
o=
> SS-16
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1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

AVMHSOIH
4::> 2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
\4/ AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
a3aing DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)
(eo-) A.A.S.H.T.O. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
G, SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS
F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
‘m 3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.
/es) 4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
X, DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).
|2 ) o 5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN fesD)
{IHiP = TOPPIN QI%i’ GUIDANCE MEMORANDUM NUMBER 1-18. “EJ' SWAIN ro
= W
= a : . INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX e
SUSSEX umy S 2. QUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX g -
& \ %/ (65-19)
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
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PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM= | (H) PAVEMENT MARK ING, BIKE SYMBOL 817015
@ gﬁ&;ﬁEzéKgchggﬁlgOgéﬁgHS,LEZEZI;)MNENT 817002 @ 127 WHITE ALKYD THERMOPLAST IC, PERMANENT 817006

< PAVEMENT STRIPING
2 5” SOLID WHITE EPOXY RESIN PAINT 817013 @ 5" DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
& PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2 LINE, 2¢ GAP, 2 L INE)
M 5”7 DOTTED WHITE EPOXY RESIN PAINT PERMANENT “ BR HIT POXY RESIN PAINT PER T
g © |pavement stripinG (2 LINE, 6 Gap, 2 ving) | 877013 PAVENENT STRIPING (100 LINE, 30° GAPr 10 L iNE)| 817013
~ 16” WHITE ALKYD THERMOPLAST IC,
5 @ | PERUMANENT PAVEMENT STRIPING g17002| © 5% BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | o oo
% @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
8 PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
(%] ”
o | | ® |Paveuent staiping (1o LINE, 50 cabr10m Ling) 817013| @) 5 BLACK EPOXY RESTR PAINT. PERWANENT PAVEWENT
2 @ 5” SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
g, PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
éz SS-17
Qo
W ADDENDA / REVISIONS CONTRACT SECTION
35 MAINT NO. S003
= O s y PAVEMENT & REHABILITATION — SIGNING  AND .
b ———— — SUSSEX | (US 13, — DESIGNED BY: AS.P. (WRA) STRIPING PLAN —
53 EET SUSSEX HWY - SEAFORD), 2020 SuSSEX | CHECKED BY: W08, (WRA ”




NOTE'S:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.O. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.
NO

< =
\Z/ ¥2§§l# 1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX

PARKING!

= feod) 2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX

®

6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
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MATCH LINE - SEE SHEET SS-17
MATCH LINE - SEE SHEET SS-19

PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM® | (H) PAVEMENT MARK ING. BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 @ 12 WHITE ALKYD THERMOPLASTIC, PERMANENT 817006

€, PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
= 5” SOLID WHITE EPOXY RESIN PAINT 817013 @ 5" DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
& PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2 LINE, 2¢ GAP, 2° L INE)
0 5” DOTTED WHITE EPOXY RESIN PAINT PERMANENT 57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT
o | |L_©_|Paveuent srripine (2 Line, 6 car, 2 Lings | 87013 PAVEMENT STRIPING (10° LINE, 30° GAP, 10° LiNE)| 817013
o ® |16, WHITE ALKYD THERMOPLASTIC, g17002|] ©
@ PERMANENT PAVEMENT STRIPING 5” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT 817019
% @ 57 SOLID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
o PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
g ® |5 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
o PAVEMENT STRIPING (10’ LINE, 30° GAP, 10" L INE) @ 3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
2 @ 5”7 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
g PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
S5 SS-18
oY
Q2 ADDENDA / REVISIONS CONTRACT SECTION
N MAINT NO. S003
PAVEMENT & REHABILITATION [t e AN
S0 ——e— SUSSEX | (US 13, CONTY oD Y AS IRA STRIPING PLAN SHEET NO.
53 EET SUSSEX HWY - SEAFORD), 2020 sussex | cHECKED BY: Ws. WRw o




NOTES:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER. 7
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.
4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

\/

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
GUIDANCE MEMORANDUM NUMBER 1-18.

1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX

‘ 2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.

MATCH LINE - SEE SHEET SS-18
MATCH LINE - SEE SHEET SS-20

PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECTIVE THERMOPLASTIC
SYMBOL ITEM ITEM® | (H) PAVEMENT MARK ING. BIKE SYMBOL 817015
@ WHITE ALKYD THERMOPLAST IC, PERMANENT 817002 @ 12 WHITE ALKYD THERMOPLAST IC, PERMANENT 817006
< PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
2 57 SOLID WHITE EPOXY RESIN PAINT 817013 @ 5” DOTTED WHITE ALKYD THERMOPLAST IC PERMANENT 817006
3 PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° LINE, 2 GAP, 2 L INE)
0 57 DOTTED WHITE EPOXY RESIN PAINT PERMANENT "
= ; ' % 817013 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT
0 © _|PAVEMENT STRIPING (2" LiNE, 6" GAP, 2' LINE) PAVEMENT STRIPING (10° L INE, 30° GaAP, 10 LiNE)| 817013
a ® |16, WHITE ALKYD THERMOPLASTIC, g17002] ©
? PERMANENT PAVEMENT STRIPING 5” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g455;9
% @ 57 SOLID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
o PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
¢ @ 57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
- PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) @ 3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
2 @ 5“ SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
= PERMANENT PAVEMENT STRIPING LINE ONLY: CLOSEST TO TRAFFIC)
5>
Zo SS-19
=3 ADDENDA / REVISIONS CONTRACT SECTION
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0 30 60 90 :

gg ———— — SUSSEX | (US 13, — DESIGNED BY: AS.P. (WRA) STRIPING PLAN —
%3 EET SUSSEX HWY - SEAFORD), 2020 SUSSEX | CHECKED BY: WJ5. iRA ”




| NOTES: |
| 1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND |
: PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED. ;
| 2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT |
| AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER. |
l DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” (55-20) |
| 2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.) \ A/ |
A.A.S.H.T.O. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
| SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS |
| F.H.W.A, - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS f |
| 3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED. \2/ ONLY |
| 4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE |
| DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F). :
| 5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN /55-20 |
; GUIDANCE MEMORANDUM NUMBER 1-18. \Z/ :
l. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX = S '
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX S <;t R
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. o 5
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| PAVEMENT MARKINGS LEGEND |
| PREFORMED RETROREFLECT IVE THERMOPLAST IC :
: SYMBOL ITEM ITEM® | (H) PAVEMENT MARK ING, BIKE SYMBOL 817015 :
: @ |"HITE ALKYD THERMOPLASTIC, PERMANENT 817002 @ |12° WHITE ALKYD THERMOPLASTIC, PERMANENT 817006 :
| g. PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING |
: X 57 SOLID WHITE EPOXY RESIN PAINT 817013\ (® |5° DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | 17006 :
| $ PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2" LINE, 2° GAP, 2° [ INE) |
| 2 5 DOTTED WHITE EPOXY RESIN PAINT PERMANENT “ |
| ; ' . 817013 5” BROKEN WHITE EPOXY RESIN PAINT PERMANENT |
: 3 © PAVEMENT STRIPING (2' LINE, 6° GAP, 2 L INE) PAVEMENT STRIPING (10° LINE, 30° GaP, 10° LinE)| 817013 l
l g @ |16 WHITE ALKYD THERMOPLASTIC, g17002] © l
; 2 PERMANENT PAVEMENT STRIPING 5 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g. 50, :
| % @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY) |
| o PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013 |
| 2 ® |5" BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING |
| 2 PAVEMENT STRIPING (10’ LINE, 30° GAP, 10’ L INE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT |
| > © |27 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018 |
; E PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC) ;
| =, |
| 83 Ss-20 |
| Bor |
| <5 ADDENDA / REVISIONS CONTRACT O SECTION |
; PAVEMENT & REHABILITATION | —| " $003 e I
: . ——e— SUSSEX | (US 13, ——————] DESIGNED BY: AS.P. (WRA SS'I!SIII\DIIINg ,’,*,'_\'ADN —
| 32 —
: 2 FEET SUSSEX HWY - SEAFORD), 2020 sussex | crecken s wus, R 2 l
| 55 |



NOTES:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.
2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT 'D
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
G| = 2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)
2 /oo A.A.S.H.T.O. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
i 7 SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS
\Z/ [Sussex nay F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED.
4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B8-15F).
(ss-2\/55-2\ 5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN
A5 (e \55-2) GUIDANCE MEMORANDUM NUMBER 1-18.
AN/ 1. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX
e WRONG 2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX
ENTER WAY 6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC.
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PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL [TEM ITEM* | B | pAVEMENT MARK ING, BIKE SYMBOL 817075
@ g% Eﬁgﬁé’@%fﬁfﬁg‘)ﬁéﬂéé ngL EgEZgANENr 817002| (@ |l2° WHITE ALKYD THERMOPLASTIC, PERMANENT 817006
. PAVEMENT STRIPING
s 57 SOL ID WHITE EPOXY RESIN PAINT 817013| (® |5° DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | g17006
a" PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° LINE, 2° GAP, 2 L INE)
) 57 DOTTED WHITE EPOXY RESIN PAINT PERMANENT 5% BROKEN WHITE EPOXY RESIN PAINT PERMANENT
0 © |PavemENT STRIPING (2' LiNE, 6" Cap, 2 Ling) | 817073 PAVEMENT STRIPING (10° L INE, 30° GAP, 10° L INE)| 817013
J 16” WHITE ALKYD THERMOPLASTIC,
o © | PRRMANENT PAVEMENT STRIPING 817002 © 5" BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g, 0.0
% @ 57 SOL 1D DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
@ PA INT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
(7] ”
2 | | ® |Paveunt sTRIPING (10" LINE, 30" cap. 10" Ling)| 817013\ @) 35 BLACK EPOXY RESTN PAINT. PERWANENT PAVEWENT
2 © |3 SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
g PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
%E SS-21
Qo
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PAVEMENT & REHABILITATION [ 5003 NG ANG
S 0 30 60 90 .
52 —FEETE SUSSEX I (US 13, COUNTY DESIGNED BY: A.S.P. (WRA) STRIPING PLAN SHEET NO.
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NOTES:
1. ROADWAY GEOMETRY IS BASED OFF AERIAL PHOTOGRAPHY. CONTRACTOR TO FOLLOW PROPOSED STRIPING AND
PAVEMENT MARKINGS LEGEND. LOCATIONS OF EXISTING STRIPING SHOWN ON AERIAL ARE NOT TO BE REPRODUCED.

2. THE CONTRACTOR SHALL BE GOVERNED BY THE STANDARDS AND REQUIREMENTS OF THE FOLLOWING PUBLICATIONS, EXCEPT 7
AS MODIFIED BY THE SPECIAL PROVISIONS OF THIS CONTRACT OR THROUGH WRITTEN APPROVAL BY THE ENGINEER.
DELDOT - “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”
2011 EDITION AND SUBSEQUENT REVISIONS (M.U.T.C.D.)

A.A.S.H.T.0. - STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS - 6TH EDITION AND SUBSEQUENT PUBLICATIONS

F.H.W.A. - “STANDARD HIGHWAY SIGNS”, 2004 EDITION AND SUBSEQUENT SUPPLEMENTS
LOC AS DETERMINED BY PAVEMENT MANAGEMENT
3. THE CONTRACTOR SHALL INSTALL NEW POSTS WHERE ADDITIONAL SIGN HEIGHT IS WARRANTED. (TIE INTO EXISTING STRIPING)

4. THE CONTRACTOR SHALL INSTALL RAISED/RECESSED PAVEMENT MARKERS (RPMS) PER PART 3 OF THE
DE MUTCD (SEE FIGURE 3B-15A AND 3B-15F).

5. THE CONTRACTOR SHALL INSTALL RUMBLESTRIPS INTO THE SHOULDERS AS PER THE DELAWARE DESIGN

GUIDANCE MEMORANDUM NUMBER 1-18. 8'
. INSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760006 - RUMBLESTRIPS, HOT-MIX >
2. OUTSIDE SHOULDER TO BE PAID UNDER ITEM NO. 760002 - RUMBLESTRIPS, BIKE-FRIENDLY, HOT-MIX E §
6. THE CONTRACTOR SHALL REPLACE ALL EXISTING LOOP DETECTORS, IN KIND, IF DISTURBED BY LOC. 2 <

- "

e —— e e e e e e

MATCH LINE - SEE SHEET SS-21

PAVEMENT MARKINGS LEGEND
PREFORMED RETROREFLECT IVE THERMOPLAST IC
SYMBOL ITEM ITEM= | (H) PAVEMENT MARK ING, BIKE SYMBOL 817015
@ |WHITE ALKYD THERMOPLASTIC, PERMANENT 817002 (@ |12° WHITE ALKYD THERMOPLASTIC, PERMANENT 817006

: PAVEMENT STRIPING SYMBOL /LEGEND PAVEMENT STRIPING
& S” SOLID WHITE EPOXY RESIN PAINT 817013| () |2° DOTTED WHITE ALKYD THERMOPLASTIC PERMANENT | g17006
g PERMANENT PAVEMENT STRIPING PAVEMENT STRIPING (2° LINE, 2° GAP, 2° L INE)
2 2" DOTTED WHITE EPOXY RESIN PAINT PERMANENT 5 BROKEN WHITE EPOXY RESIN PAINT PERMANENT
2 © _|paveuent sTriPiNG (2' LiNE, 6 cap, 2 Ling) | 817013 PAVEMENT STRIPING (10° LINE, 30° GAP, 10° LINE)| 817013
N ® |l&, WHITE ALKYD THERMOPLASTIC, s17002| ©
2 PERMANENT PAVEMENT STRIPING 5 BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT | g, 019
% @ 57 SOL ID DOUBLE YELLOW EPOXY RESIN 817013 STRIPING (IN ADVANCE OF 10° WHITE LINE ONLY)
o PAINT PERMANENT PAVEMENT STRIPING 57 SOLID WHITE EPOXY RESIN PAINT 817013
2 ® |57 BROKEN WHITE EPOXY RESIN PAINT PERMANENT 817013 PERMANENT PAVEMENT STRIPING
2 PAVEMENT STRIPING (10’ L INE, 30° GAP, 10’ L INE) (M) [3” BLACK EPOXY RESIN PAINT, PERMANENT PAVEMENT
2 © |27.SOLID YELLOW EPOXY RESIN PAINT 817013 STRIPING (ALONG THE LEFT-HAND SIDE OF WHITE 817018
E PERMANENT PAVEMENT STRIPING L INE ONLY; CLOSEST TO TRAFFIC)
5 $S-22
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|

|

PERMANENT SIGN SCHEDULE |

ITEM 819019 INSTALLATION OR REMOVAL |

SHEET SLAN SIGN SIGN SIGN SIGN TEM 8190(1:ASC'E§3LE POST OF TRAFFIC SIGN(S) ON MULTIPLE SIGN POST Code X11 | ITEM 819016 | ITEM 819017 |

# DESIGNATIO | QTY. DESCRIPTION WIDTH |HEIGHT | AREA POSTS (SF) INSTALLATION 12' Post | 4"HOLE, 0-8" | 4"HOLE, >6" REMARKS |

NO. |IDENTIFIER N (IN) (IN) (SF) SIGN SIGN TYPE (W/Basepost)|  (EACH) (EACH) |

REMOVE | INSTALL REMOVE | INSTALL |

DISPOSITION DISPOSITION |

358 | SS-1 1 R5-1(30) 1 DO NOT ENTER - 30x30 30" 30" REMAIN |

8 SS-1 2 R1-2(36) 1 YIELD 36" 36" REMAIN |

392 | S5-1 3A R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN |

8 SS-1 3B R1-2(36) 1 YIELD 36" 36" REMAIN |

124 | SS-1 3C R3-5_R 1 MANDATORY MOVEMENT LANE CONTROL (Right) 30" 36" REMAIN |

8 SS-1 4 R1-2(36) 1 YIELD 36" 36" REMAIN |

1674| SS-1 5A D3-1(12) 2 STREET NAME (1 Line) 30" 12" REMAIN "Sussex Hwy" |

1674| SS-1 5B D3-1(12) 2 STREET NAME (1 Line) 36" 12" REMAIN "Brickyard Rd" |

394 | SS-1 5C R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN |

392 | S5-1 5D R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN |

8 SS-1 5E R1-2(36) 1 YIELD 36" 36" REMAIN |

124 | SS-1 5F R3-5_R 1 MANDATORY MOVEMENT LANE CONTROL (Right) 30" 36" REMAIN |

8 SS-1 6 R1-2(36) 1 YIELD 36" 36" REMAIN |

358 | SS-1 7 R5-1(30) 1 DO NOT ENTER - 30x30 30" 30" REMAIN |

817 | s5-2 1A W2-1(30) 1 CROSS ROAD - 30x30 30" 30" REMAIN |

1367| s5-2 1B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 36" 9" REMAIN "Brickyard Rd" |

362 | S5-2 2&3 R5-1a(36) 2 WRONG WAY - 36x24 36" 24" REMAIN |

877 | 55-3 1A & 2A W3-3(36) 2 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN :

1367| S5-3 1B & 2B W16-8P 2 ADVANCE STREET NAME (1 - line plaque) 30" 9" REMAIN "Concord Rd" |

1164| sS5-3 3 W11-1-DE(30)| 1 BICYCLE IN LANE - 30x30 30" 30" 6.3 NEW 1 SOIL 1 |

1164| S5-4 1 W11-1-DE(30)| 1 BICYCLE IN LANE - 30x30 30" 30" 6.3 NEW 1 SOIL 1 |

394 | S5-4 2 W11-1-DE(30)| 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" 3.0 NEW 1 SOIL 1 |

423 | S5-4 3A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN |

445 | S5-4 3B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN |

877 | S5-4 47 W3-3(36) 1 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN |

1367| S5-4 4B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 36" 9" REMOVE 1 "Middleford Rd" SIGN IS BENT |

1367| S5-4 4C W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 36" 9" 23 | ADD TOASSEMBLY 1 "Middleford Rd" 5" & 3" C-SERIES :

394 | S5-4 5 W11-1-DE(30)| 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" 3.0 NEW 1 SOIL 1 |

8 55-4 6&7 R1-2(36) 2 YIELD 36" 36" REMAIN |

423 | S55 1A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN |

445 | SS-5 1B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN |

362 | S55 2&3 R5-1a(36) 2 WRONG WAY - 36x24 36" 24" REMAIN |

362 | 556 1 R5-1a(36) 1 WRONG WAY - 36x24 36" 24" 6.0 NEW 1 SOIL 1 |

362 | 556 2A R5-1a(36) 1 WRONG WAY - 36x24 36" 24" REMOVE 1 |

SS-6 2B 1 "SEAFORD BOAT RAMP" 48" 36" REMAIN |

1164| SS-6 3 W11-1-DE(30)| 1 BICYCLE IN LANE - 30x30 30" 30" 6.3 NEW 1 SOIL 1 :

877 | S5-6 47 W3-3(36) 1 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN |

1367| S5-6 4B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 36" 9" 23 | ADD TOASSEMBLY 1 "Middleford Rd" 5" & 3" C-SERIES |

1905| SS5-6 4C |-2-DE2 1 NOW LEAVING CORPORATE LIMITS 36" 24" REPOSITION 1 1 "NOW LEAVING CORPORATE LIMITS OF SEAFORD" |

877 | S5-6 5A W3-3(36) 1 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN |

1367| S5-6 5B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 36" 9" REMAIN "Midd leford Rd" |

1905| SS5-6 5C |-2-DE2 1 NOW LEAVING CORPORATE LIMITS 36" 24" REMAIN "NOW LEAVING CORPORATE LIMITS OF SEAFORD" |

362 | 556 6 R5-1a(36) 1 WRONG WAY - 36x24 36" 24" REMAIN |

1164| SS-6 7 W11-1-DE(30)| 1 BICYCLE IN LANE - 30x30 30" 30" 6.3 NEW 1 SOIL 1 |

877 | S5-6 8A W3-3(36) 1 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN |

1367| S5-6 8B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 24" 9" REMAIN "Stein Hwy" |

362 | S5-7 1 R5-1a(36) 1 WRONG WAY - 36x24 36" 24" REMAIN |

877 | S5-8 1A W3-3(36) 1 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN |

1367| S5-8 1B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 24" 9" REMAIN "Stein Hwy" |

394 | S5-8 2 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN |

8 S5-8 3&4 R1-2(36) 2 YIELD 36" 36" REMAIN |

8 S5-8 5 R1-2(36) 1 YIELD 36" 36" 45 NEW 1 SOIL 1 |

358 | S55-8 6&7 R5-1(30) 2 DO NOT ENTER - 30x30 30" 30" REMAIN |

392 | S5-8 8 R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN :

394 | S5-8 9A R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN |

392 | S5-8 9B R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN |

358 | S55-8 10 R5-1(30) 1 DO NOT ENTER - 30x30 30" 30" REMAIN |

392 | SS9 1 R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN |

8 SS9 2 R1-2(36) 1 YIELD 36" 36" REMAIN |

8 SS9 3 R1-2(36) 1 YIELD 36" 36" REMAIN |

358 | SS9 4 R5-1(30) 1 DO NOT ENTER - 30x30 30" 30" REMAIN |

394 | SS9 5 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN |

8 SS9 6 R1-2(36) 1 YIELD 36" 36" REMAIN :

8 SS9 7 R1-2(36) 1 YIELD 36" 36" REMAIN |

593 | SS9 8&9 R10-18a 2 TRAFFIC SIGNAL PHOTO ENFORCED 30" 42" REMAIN |

9 | ss-10 1 R1-2(48) 1 YIELD 48" 48" REMOVE 1 |

9 | ss-10 2 R1-2(48) 1 YIELD 48" 48" REMOVE 1 |

877 | SS-11 1A W3-3(36) 1 SIGNAL AHEAD (Symbol) - 36x36 36" 36" REMAIN |

1368 SS-11 1B W16-8aP 1 ADVANCE STREET NAME (3 - line plaque) 36" 24" REMAIN "Herring Run Rd / Tharp Rd" |

593 | SS-11 2 R10-18a 1 TRAFFIC SIGNAL PHOTO ENFORCED 30" 42" 8.8 NEW 1 ADD TO EXSTING SIGN POST |

< 593 | SS-11 3 R10-18a 1 TRAFFIC SIGNAL PHOTO ENFORCED 30" 42" REMAIN |

3 8 | sS-11 4 R1-2(36) 1 YIELD 36" 36" REMAIN :

2 8 | ss-11 5&6 R1-2(36) 2 YIELD 36" 36" REMAIN |

0 8 | sS-11 7 R1-2(36) 1 YIELD 36" 36" REMAIN |

2 4 | ss-12 1 R1-1(36) 1 STOP 36" 36" REMAIN |

" 8 | s5-13 1 R1-2(36) 1 YIELD 36" 36" REMAIN |

7 394 | SS-13 2 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN :

L 8 | s5-13 3 R1-2(36) 1 YIELD 36" 36" REMAIN |

8 8 | s5-13 4 R1-2(36) 1 YIELD 36" 36" REMAIN |

2 394 | SS-13 5A R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN |

% 392 | S$S-13 5B R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN :

& 124 | s5-13 5C R3-5_R 1 MANDATORY MOVEMENT LANE CONTROL (Right) 30" 36" REMAIN |

o 8 | s5-13 6 R1-2(36) 1 YIELD 36" 36" REMAIN |
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PERMANENT SIGN SCHEDULE
ITEM 819019 INSTALLATION OR REMOVAL
SHEET BLAN SIGN SIGN SIGN 'TEM 81 gogsAséﬁ?"E POST OF TRAFFIC SIGN(S) ON MULTIPLE SIGN POST Code X11 ITEM 819016 | ITEM 819017
NO. o lpENTEER CODE QTY. DESCRIPTION WE:II)\I'I)'H HE(:(Na;ﬂ A(EE;\ POSTS (SF) INST_?\L/I;SI;TION (w;1 s' Post | 4" T g\_ghc;-s" 4" (HEC;\EEH )>6" REMARKS
SIGN SIGN asepost
DISPOSITION REMOVE | INSTALL DISPOSITION REMOVE | INSTALL
394 | 55-14 1 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" 3.0 NEW 1 SOIL 1
8 55-14 2 R1-2(36) 1 YIELD 36" 36" REMAIN
4 55-14 3A R1-1(36) 1 STOP 36" 36" REMAIN
394 | 55-14 3B R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-14 4 R1-2(36) 1 YIELD 36" 36" REMAIN
394 | 55-14 5 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-14 6 R1-2(36) 1 YIELD 36" 36" REMAIN
8 55-15 1 R1-2(36) 1 YIELD 36" 36" REMAIN
394 | 55-15 2A R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
4 55-15 2B R1-1(36) 1 STOP 36" 36" REMAIN
423 | 55-16 1 R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
408 | 55-16 2A R6-3a(30) 1 DIVIDED HIGHWAY CROSSING (T - Intersection) - 30x24 30" 24" REMAIN
4 55-16 2B R1-1(36) 1 STOP 36" 36" REMAIN
392 | 55-16 2C R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN
394 | 55-16 2D R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
423 | 55-16 3A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-16 3B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
423 | 55-16 4A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-16 4B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
8 55-16 5 R1-2(36) 1 YIELD 36" 36" REMAIN
394 | 55-16 6 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-16 7 R1-2(36) 1 YIELD 36" 36" REMAIN
423 | 55-16 8A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-16 8B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
827 | 55-16 9A W2-2_L(30) 1 SIDE ROAD (Perpendicular - Left) - 30x30 30" 30" REMAIN
1367| S55-16 9B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 24" 9" REMAIN "Swain Rd"
423 | 55-16 10A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-16 10B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
408 | 55-17 1A R6-3a(30) 1 DIVIDED HIGHWAY CROSSING (T - Intersection) - 30x24 30" 24" REMAIN
4 55-17 1B R1-1(36) 1 STOP 36" 36" REMAIN
392 | 55-17 1C R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN
394 | 55-17 1D R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
1674 55-17 1E D3-1(12) 2 STREET NAME (1 Line) 30" 12" REMAIN "SWAIN RD"
1674 55-17 1F D3-1(12) 2 STREET NAME (1 Line) 36" 12" REMAIN "SUSSEXHWY"
423 | 55-17 2A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-17 2B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
822 | 55-17 3A W2-2_R(30) 1 SIDE ROAD (Perpendicular - Right) - 30x30 30" 30" REMAIN
1367| S55-17 3B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 24" 9" REMAIN "SWAIN RD"
423 | 55-17 3C R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-17 3D R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
8 55-17 55-4 R1-2(36) 1 YIELD 36" 36" REMAIN
394 | 55-17 555 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-17 556 R1-2(36) 1 YIELD 36" 36" REMAIN
423 | 55-17 7A R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-17 7B R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
8 55-18 1 R1-2(36) 1 YIELD 36" 36" REMAIN
394 | 55-18 2 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
423 | 55-18 3a R7-4-DE(12) 1 NO STOPPING, STANDING, OR PARKING - 12x18 12" 18" REMAIN
445 | 55-18 3b R7-201P_R 1 TOW AWAY ZONE (plaque - red) 12" 6" REMAIN
394 | 55-18 4 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-18 5 R1-2(36) 1 YIELD 36" 36" REMAIN
4 55-19 1A R1-1(36) 1 STOP 36" 36" REMAIN
392 | 55-19 1B R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN
394 | 55-19 1C R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-19 2 R1-2(36) 1 YIELD 36" 36" REMAIN
394 | 55-19 3 R6-1_L(36) 1 ONE WAY (ENCLOSED IN LEFT ARROW) - 36x12 36" 12" REMAIN
8 55-19 4 R1-2(36) 1 YIELD 36" 36" REMAIN
4 55-20 1A R1-1(36) 1 STOP 36" 36" REMAIN
124] 55-20 1B R3-5_R 1 MANDATORY MOVEMENT LANE CONTROL (Right) 30" 36" REMAIN
311 | 55-20 2 R4-7(24) 1 KEEP RIGHT (Symbol) - 24x30 24" 30" REMAIN
732 | 55-20 3A W1-3_R(30) 1 REVERSE TURN (Right) - 30x30 30" 30" REMAIN
1279 55-20 3B W13-1P-15(18)] 1 ADVISORY SPEED (15 MPH) 18x18 18" 18" REMAIN
817 | 55-20 4A W2-1(30) 1 CROSS ROAD - 30x30 30" 30" REMAIN
1368 55-20 4B W16-8aP 1 ADVANCE STREET NAME (3 - line plaque) 36" 24" REMAIN "Elks Rd / Old Furnace Rd"
362 | 55-20 586 R5-1a(36) 2 WRONG WAY - 36x24 36" 24" REMAIN
4 55-21 1 R1-1(36) 1 STOP 36" 36" REMAIN
1674 S5-21 2A D3-1(12) 2 STREET NAME (1 Line) 24" 12" REMAIN "Elks Rd"
1674 S5-21 2B D3-1(12) 2 STREET NAME (1 Line) 30" 12" REMAIN "Sussex Hwy"
393 | 55-21 2C R6-1_R(54) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 54x18 54" 18" REMAIN
4 55-21 2D R1-1(36) 1 STOP 36" 36" REMAIN
4 55-21 3 R1-1(36) 1 STOP 36" 36" REMAIN
358 | S55-21 485 R5-1(30) 2 DO NOT ENTER - 30x30 30" 30" REMAIN
< 362 | S55-21 6&7 R5-1a(36) 2 WRONG WAY - 36x24 36" 24" REMAIN
2 358 | S55-21 8&9 R5-1(30) 2 DO NOT ENTER - 30x30 30" 30" REMAIN
g 393 | 55-21 10A R6-1_R(54) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 54x18 54" 18" REMAIN
0 5 55-21 10B R1-1(48) 1 STOP 48" 48" REMAIN
Q 822 | s55-21 11A W2-2_R(30) 1 SIDE ROAD (Perpendicular - Right) - 30x30 30" 30" REMAIN
< 1367 S5-21 11B W16-8P 1 ADVANCE STREET NAME (1 - line plaque) 24" 9" REMAIN "CAMP RD"
& 1872 S5-21 11C D14-3-DE 1 ADOPT A HIGHWAY 24" 18" REMAIN
o 1872 S5-21 11D D14-3-DE 1 "IN MEMORY OF" 24" 18" REMAIN
2 392 | s55-21 12 R6-1_R(36) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 36x12 36" 12" REMAIN
5 393 | 55-21 13A R6-1_R(54) 1 ONE WAY (ENCLOSED IN RIGHT ARROW) - 54x18 54" 18" REMAIN
@ 4 55-21 13B R1-1(36) 1 STOP 36" 36" REMAIN
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